Index of CLI of OneOS User Guides (EDITION 10) 


CLI Prompt User Guide Page 
0l-escape-char { DLE | NONE } x3-pad-parameters WAN 166 
02-echo { NO | YES } x3-pad-parameters WAN 166 
03-send-char { NONE | CR | ANY } x3-pad-parameters WAN 166 
04-send-timeout <0..255> x3-pad-parameters WAN 166 
05-pad-flow-control { NO | YES } x3-pad-parameters WAN 166 
06-pad-indication { No | YES } x3-pad-parameters WAN 166 
07-break { SEND | RESET | INTERRUPT } x3-pad-parameters WAN 166 
09-cr-padding { NO | YES } x3-pad-parameters WAN 166 
105 { check | no | default } config-dce WAN 78 
105 { set | off | default } config-dte WAN 78 
106 { check | no | default } config-dte WAN 78 
106 { set | off | default } config-dce WAN 78 
107 { check | no | default } config-dte WAN 78 
107 { set | off | default } config-dce WAN 78 
108 { check | no | default } config-dce WAN 78 
108 { set | off | default } config-dte WAN 78 
109 { check | no | default } config-dte WAN 78 
109 { set | off | default } config-dce WAN 78 
12-terminal-flow-control { NO | YES } x3-pad-parameters WAN 166 
25-address <x121l-address> x25 packet WAN 154 
3pty-service { internal | external bridge-number ..... voice-port VoIP 48 
4-wire-mode { standard | enhanced | auto } dsl-group WAN 25 
aaa accounting commands <level> default stop-only ..... configure Admin 69 
aaa accounting exec default start-stop ..... configure Admin 69 
aaa accounting network <acc-service> ..... configure Basic IP 118 
aaa accounting network <acc-service-name> ..... configure Basic IP 48 
aaa accounting system default start-stop ..... configure Admin 69 
aaa authentication banner sequence <1-40> *<string>* configure Admin 68 
aaa authentication enable ..... configure Admin 68 
aaa authentication login ..... configure Admin 68 
aaa authentication login <list-name> { radius ..... configure Advanced IP 33 
aaa authorization command <level> [default] ..... configure Admin 68 
aaa authorization exec ..... configure Admin 69 
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aaa authorization network { radius ..... 

aaa group server { radius | tacacs } <group-name> 
aaa group server radius <group-—name> 

aaa group server radius <radius-svr-group> 
abr-type { cisco | ibm | standard } 
accept-—answer-timeout <1..100:default 60s> 
accept-cf *89*0 ! allow call forward 
access-—point—name <apn> 

access-point—name <apn> 

accounting <acc-service> 

acl <acl-name> 


acl <acl-name> 





acl-add <AA>:<BB>:<CC>:<DD>:<EE>:<FF> [alias <alias>] 














acl-del <AA>:<BB>:<CC>:<DD>:<EE>:<FF> 





acl-mode { allow | deny | none } 

acs auth password <string> [serial-number] 

acs url {http|https}://<ip-or-name>[:<port>]/<path>/<filename> 
acs url learn 

action-sync-lock { none | reboot | resync } 
activale-last-scheduled-cfu *728*1* ! reactivation 
activate-scheduled-cfu *728* ! activation 
activate-shaping 

active-link-number <1..4/8> 

active-link-number <1..7> 

active-link-number <link-number> 

active-link-number 2 

active-user-speed <user-—speed> 

activity hdlc count <1..250> 

activity hdlc timer <1..500> 

activity link count <0-250> 

activity link timer <0-500> 

add { class | value } <value> 


add-hostname <string> 
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Prompt 
configure 
configure 
configure 
configure 
config-router 
cas-r2-profile 
index 
out-call-cellular 
out-call-edge 
dhcp-config 
com-port-server 
crypto_group 
config-if 
config-if 
config-if 
cwmp 

cwmp 

cwmp 

gshds! 

index 

index 
config-map-class 
ima 
config-ima 
conf-if 

conf-if 

conf-if 
config-if 
config-if 
config_if 
config_if 
backup-cause 
oaac-mthd2 


User Guide Page 


Basic IP 
Admin 
Bridging 
Basic IP 
Advanced IP 
VoIP 
IBC 
WAN 
WAN 
Basic IP 
WAN 
Advanced IP 
Bridging 
Bridging 
Bridging 
Admin 
Admin 
Admin 
WAN 
IBC 

IBC 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
VoIP 
Admin 


47 
68 
47 
118 
92 
60 
93 
129 
125 
118 
178 
36 
51 
51 
51 
112 
112 
112 
14 
92 
92 
83 
17 
35 
69 
70 
70 
102 
102 
79 
79 
106 
127 
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add-hostname <string> 
add-interface <type> <unit> 
add-interface <type> <unit> 
add-ntp-server <ip> 
add-ntp-server <ip> 

address <E.164> 


address <E.164-number> 





address <E.164-number> 

address <gprs-service-nbr> 

address <umts-service-nbr> 

address <virtual-router-ip-address> [<mask>] 


address incoming <E.164-number> [secondary] 





address outgoing <E.164-number> [secondary] 
address-collection <collection-name> 

address-range <value> 

add-syslog-server <ip> 

add-syslog-server <ip> 

admin-password <IBC-administrator-—password-number> 
admin-phone {<phonel> | <namel>} [<phone2>|<name2>] 
adsl 

aggregate-address <network>/<len> 

aggregate-address <network>/<len> as-set 
aggregate-address <network>/<len> as-set summary-only 
aggregate-address <network>/<len> summary-only 
ah-md5-hmac [comp-deflate] 

ah-sha-hmac [comp-deflate] 

ais-mode { itu | etsi } 

ais-mode { itu | etsi } 

ais-shut 

alarm esThreshold { disabled | enabled <1..900> } 
alarm sesThreshold { disabled | enabled <1..900> } 
alarm snrThreshold { disabled | enabled <-127..128> } 


alert—ie-progress 
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Prompt 
oaac-mthd3 
oaac-mthd2 
oaac-mthd3 
oaac-mthd2 
oaac-mthd3 
out-call 
in-call 
out-call 
out-call 
out-call 
config-if-vrrp 
bo-call 
bo-call 
firewall 
fw-addr-collect 
oaac-mthd2 
oaac-mthd3 
ibc 
receptionist/x 
config-if 
config-router 
config-router 
config-router 
config-router 
crypto-trans 
crypto-trans 
config-pri 
ph-layer-e1t1 
stm1 
dsl-group 
dsl-group 
dsl-group 
isdn 


User Guide Page 


Admin 
Admin 
Admin 
Admin 
Admin 

WAN 

WAN 

WAN 

WAN 

WAN 

Basic IP 
WAN 

WAN 
Advanced IP 
Advanced IP 
Admin 
Admin 

IBC 

IBC 

WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

VoIP 


128 
127 
128 
127 
128 
120 
103 
103 
125 
129 
132 
104 
104 
120 
120 
128 
128 
99 
107 
38 
78 
78 
78 
78 
24 
24 
35 
79 
43 
24 
24 
24 
53 
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alg default { ftp | tftp | sip | h323 } disable 

alg default { ftp | tftp | sip | h323 } enable 

alg ftp <alg-name> 

alg tftp <alg-name> 

allow command [write-file] [read-file] [all] 

allow command [write-file] [read-file] [list-dir] ..... 
allowas-in [<nb-of-loops>] 


allow-pickup *Al ! pickup authorisation 
allow-second-forwarding *86*1 ! allow 
all-users-—logout *10 


alternate-external <1-20 digits> 
alternate-external-identity <1-20 digits> 
alternate-number <1-20 digits> 





alt-gatekeeper id <gatekeeper-identifier> ..... 
altgk <index 1-5> [priority <1-127>] id..... 
altgk-list 

altgk-mode { static | dynamic } 

altgk-timeout <seconds> 

alt-prefix <prefix> [number-type <type>] ..... 
alt-subject-name { co | nc | eq | ne } <string> 
alt-subject-name hostname <name> 

alt-subject-name ip-address <ip-—address> 
alt-subject-name user <name> 

ampdu 

ampdu 

ampdu packet <2-64> 

ampdu size <1024-65535> 

analog-aoc-type { none | 12khz | 16khz | RP | etsi } 
analog-clip-ie [display | date-time | calling-id ..... 
analog-ect on { on-hook | flash-<y> } 

analog-mwi { disable | enabled } ..... 
analog-user-profile intelligent [recall-only] 


analog-user-profile non-intelligent 
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Prompt 
firewall 
firewall 
firewall 
firewall 
fw-alg-tftp 
fw-alg-ftp 
config-router-xxx 
index 
index 
index 
index 
index 
index 
h3823gw 
h3823gw-altgk 
h3823gw 
h3823gw 
h3823gw 
conf-voice-route 
cert-map 
cert-conf 
cert-conf 
cert-conf 
config-if 
config-if 
config-if 
config-if 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

Admin 
Admin 
Admin 
Admin 
Bridging 
Bridging 
Bridging 
Bridging 
VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 


122 
122 
121 
121 
122 
121 
69 
91 
93 
89 
103 
103 
102 
67 
67 
66 
66 
66 
99 
96 
93 
93 
93 
52 
52 
52 
52 
46 
46 
47 
45 
47 
47 
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ani-digits <1..63:default 20> 

ani-first 

annex { A | B } 

annex { A | B } 

annex { A-F | B-G | auto } [tc-pam { 16 | 32 
antenna select { left | right | diversity } 
aoc-d-service { transparent | forced } 
aoc-e-service { transparent | forced } 
aoc-format { etsi | ecma | Sip-aoc99-tls } .. 
ap-controller 

ap-controller auto-update-start <AP-MAC-addr> 
application-interface { voip | voatm | data } 
application-interface { voip | voatm | data } 


area <area-id> 


arp [vrf <vrf-name>] <ip-address> <hardware-address> arpa 


arp ping [<number>] 


arp timeout <seconds> 


ask-call-waiting ** AB ! query 
ask-ccbs **55 ! query 
ask-cfb **22 ! query 
ask-cfdi **24 ! query 
ask-cfdi-cfb **26 ! query 
ask-cfdi-cfnr **25 ! query 
ask-cfdi-cfnr-cfb **27 ! query 
ask-cfnr **21 ! query 
ask-cfnr-cfb **23 ! query 
ask-cfu **28 ! query 
ask-dnd **29 ! query 
ask-follow-—me-state **B5 ! query 
ask-—forward-to-voicemail-state **84 ! 
ask-in-login-state **10 

ask-—language **O ! query 
ask-last-—called **54 ! query 


| auto }] 


tatus 
CBS status 
tatus 
tatus 


Cactus 


Cactus 
Cactus 
Cactus 


Cactus 








s 
C 
s 
s 
s 
status 
s 
s 
s 
s 
s 


tatus 
follow-me 


query 


language 


called info 
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Prompt 
cas-r2-profile 
cas-r2-profile 
gshds! 
shdsl 
dsl-group 
config-if 
voice-port 
voice-port 
voip 
configure 
exec 

isdn 

isdn 
config-router 
configure 
dhcp-config 
config-if 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 


User Guide Page 


VoIP 
VoIP 
WAN 
WAN 
WAN 
Bridging 
VoIP 
VoIP 
VoIP 
Bridging 
Bridging 
VoIP 
WAN 


Advanced IP 


Basic IP 
Basic IP 
Basic IP 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 


59 
59 
13 
18 
21 
50 
40 
A 
83 
56 
57 
52 

100 
87 
19 

117 
19 
92 
92 
90 
90 
90 
90 
90 
90 
90 
90 
90 
93 
93 
89 
93 
92 
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ask-last-—caller **53 ! query caller info index IBC 92 
ask-last-—missed-call **51 ! query caller info index IBC 92 
ask-out-login-state **100 index IBC 89 
ask-overflowing ** 36 ! query status index IBC 91 
ask-pickup-state **AL ! query pickup status index IBC 91 
ask-ring-back-message-state **35 ! query status index IBC 91 
ask-scheduled-cfu **728% ! query sched. CFU index IBC 92 
ask-screened-forwarding **34 ! query forwarder state index IBC 91 
ask-second-forwarding-state **86 ! query index IBC 93 
ask-vocal-pres **33 > =! query index IBC 91 
ask-waiting-ccbs **56 ! query pending recall index IBC 92 
async ph_layer WAN 167 
atm-pve <vcd> config-if VoATM 16 
atm-pvce vgw vmoa VoATM 18 
atm-pvc vgw vioa VoATM 18 
attach <filter-list> <interface-type> <port> capture Admin 50 
audit voip-session enable voice-global VoIP 133 
authenticate { md5 | plaintext } iax IBC 85 
authentication { no | pap | chap | chap/pap } ..... config-virt-ppp WAN 88 
authentication { no | pap | chap | chap/pap } ..... pppoa WAN 51 
authentication { wpa | wpa2 } <radius-aaa-group> conf-ssid Bridging 48 
authentication { wpa-psk | wpa2-psk } conf-ssid Bridging 47 
authentication <password> config-if-vrrp Basic IP 133 
authentication message—digest config-area Advanced IP 88 
authentication no config-virt-ppp WAN 124 
authentication no config-virt-ppp WAN 128 
authentication oappp <client-—method-name> configure WAN 133 
authentication open conf-ssid Bridging 46 
authentication open conf-ssid Bridging 47 
authentication pap config-virt-ppp WAN 124 
authentication pap config-virt-ppp WAN 128 
authentication pre-share config-isakmp Advanced IP 38 
authentication rsa-sig config-isakmp Advanced IP 38 
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authentication shared 

authentication wpa-mixed <radius-—aaa-group> 
authentication wpa-psk-mixed 

authorization 

auto-call <called> <calling> <pots-number> { voice | data 
autoconfig [multi-pair|single-pair] [activate {used|al1}] 
autoconfiguration 

autoconfiguration <method> 

autoconfiguration 2 

autoconfiguration 3 

auto-cost reference-bandwidth <1-4294967> 

auto-install auto <min-ext> <max-ext> install-profile <n> 
auto-install keypad internal <pattern> 

automatic-—call [[[[ <facility-#1>[[[,<facility—-#2>],..... 
auto-provisioning generate—password 

auto-update 

auto-update start 

auto-update stop 

backup configuration 

backup pstn 2/0.<id> 

backup-cause 

backup-copy [configuration-and-database] ..... 
backup-software <path/filename> 

backup-software <path/filename> 

backup-timer <duration 5..60sec> 

bandwidth <kbps> 

bandwidth <kbps> 

bandwidth percent <1-99> 

bandwidth-control ratio <ratiot> ..... 

bandwidth-control ratio <ratiot> ..... 

bandwidth-control ratio <ratiot> ..... 

bandwidth-control ratio 100 rate current-rate 


bandwidth-control ratio 100 rate current-rate 
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Prompt 
conf-ssid 
conf-ssid 
conf-ssid 
config-l2tp-group 
exec 
dsl-group 
configure 
configure 
configure 
configure 
config-router 
ioc 

ibc 

pad 

ioc 
configure 
exec 

exec 
configure 
config-if 
voice-route 
config-management 
cwmp 
sw-update 
voice-route 
cfg-pmap-c 
config-if 
cfg-pmap-c 
h3823gw 
sipgw 
sipserv 
h3823gw 


sipgw 


User Guide Page 


Bridging 47 
Bridging 48 
Bridging 48 
Basic IP 47 
VoIP 126 
WAN 24 
Admin 130 
Admin 123 
Admin 127 
Admin 128 
Advanced IP 89 
IBC 99 
IBC 99 
WAN 168 
IBC 100 
Admin 102 
Admin 106 
Admin 106 
Admin 27 
WAN 120 
VoIP 106 
Admin 19 
Admin 113 
Admin 103 
VoIP 106 
Basic IP 91 
Basic IP 96 
Basic IP 91 
VoIP 144 
VoIP 144 
VoIP 144 
VoIP 145 
VoIP 76 
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bandwidth-control ratio 100 rate current-rate 
bandwidth-control ratio 100 rate current-rate 
bandwidth-interface <type> <unit> 
bandwidth-interface <type> <unit> 
bandwidth-interface <type> <unit> 

banner { motd | exec } *<string>* 


banner { motd | exec } sequence <1-40> *<string>* 


banner exec *##H#HHHHHHREEE THEE RR EE THEE EE aH HEAL \n\r\n 


bba-group pppoe <bba-group-—name> 

be <100..51200000> 

b-channel { preferred | exclusive } 

be <0..51200000> 

beacon dtim <1-100> 

beacon period <20-1000> 

bearer { voice | data | voiceband } 

bearer-cap { voice | voice-band | unrestricted } 


bfd interval <send> min_rx <receive> multiplier <value> 


bgp always-compare-med 

bgp bestpath as-path ignore 

bgp bestpath med confed 

bgp bestpath med missing-—as-—worst 
bgp client-to-client reflection 
bgp cluster-id <IP-address> 


bgp confederation identifier <autonomous-system> 


bgp confederation peers <AS1> [<AS2> [<AS3> [<AS4>]]] 


bgp dampening 


bgp dampening <half-life> [<reuse> <suppress> ..... 


bgp default local-preference <value> 
bgp deterministic med 

bgp fast-external-—failover 

bind <interface/unit[.sub]> 

bind any 

bind snmp acl ipv6 <ipv6-acl> 
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Prompt 

sipgw 

sipserv 

h3823gw 

sipgw 

sipserv 
configure 
configure 
configure 
configure 
config-map-class 
isdn 
config-map-class 
config-if 
config-if 
voip-call 

pots 

config-if 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
com-port-server 
com-port-server 
configure 


User Guide Page 


VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

Admin 
Admin 
Admin 

WAN 

WAN 

VoIP 

WAN 
Bridging 
Bridging 
VoIP 

VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

WAN 

Admin 


145 
145 
144 
144 
144 
63 
63 
63 
95 
82 
53 
82 
50 
50 
126 
65 
96 
73 
72 
73 
73 
79 
79 
78 
78 
79 
80 
72 
73 
82 
178 
178 
31 
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bind ssh <interface> configure Admin 47 
bind ssh acl <acl-name> configure Admin 47 
bind ssh any configure Admin 47 
bind ssh vrf <vrf-name> configure Admin 47 
bind syslog-server <interface> exec Bridging 57 
bind syslog-server any exec Bridging 57 
bind telnet <interface> exec Admin 41 
bind telnet acl <acl-name> configure Admin 41 
bind telnet acl ipv6 <ipv6-acl> configure Admin 42 
bind telnet any exec Admin 41 
bind telnet loopback 0 exec Admin 41 
bind telnet vrf <vrf-name> configure Admin 42 
bit-rate { 64000 | 128000 |....| 2048000 } config-if VoATM 16 
boot configuration <full-pathname-config> exec Admin 17 
boot software image <full-pathname-OneOS> exec Admin 17 
boot-file <filename> dhcp-config Basic IP 116 
both-way call [<name>] config-if WAN 104 
break { none | incoming } async WAN 167 
bridge-group <1..255> config-if Bridging 74 
bridge-group <1..255> mac—address—learning configure Bridging 75 
bridge-group <1..255> mac-address-table limit <10..4096> configure Bridging 74 
bridge-group <1..255> transparency configure Bridging 74 
bridge-group <bridge-id> config-if Bridging 55 
bridge-group <bridge-id> contig-if Bridging 55 
bridge-group <bridge-id> config-if Bridging 55 
bridge-group <group-id> config-if Bridging 75 
bridge-uri-host <hostname-or-ip> sipgw VoIP 48 
bridge-uri-host <hostname-or-ip> sipgw VoIP 75 
broadcast-key change <30-100000000> conf-ssid Bridging 46 
buckets-of-history-kept <number-of-history-buckets:1-60> conf-rtr Admin 81 
bw-on-demand { inbound | outbound } { add | remove } ..... xx-Call-mlppp WAN 105 
bw-on-demand {inbound | outbound} no xx-Call-mlppp WAN 105 
bw-on-demand default xx-Call-mlppp WAN 105 
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bye-on-refer sipgw VoIP 73 
bye-on-refer-accept sipgw VoIP 73 
bye-timer <duration 0-24h> sipgw VoIP 75 
call-agent-add <IP-address>[:<port>] mgcpgw VoIP 152 
call-agent-add 10.2.2.1 mgcpgw VoIP 152 
callback-address <E.164-number> bo-call WAN 104 
callback-address <E.164-number> out-call WAN 103 
callback-timer <1..65535> bo-call WAN 104 
callback-timer <1. .65535> out-call WAN 103 
call-distribution { round-robin | load-balancing } voice-global VoIP 103 
called <number> voip-call VoIP 126 
called-name-ie [dest-sub-address] isdn VoIP 54 
caller-id { none | dtmf | fsk } voice-port VoIP 43 
caller-id { none | dtmf | fsk } voice-port VoIP 150 
calling <number> voip-call VoIP 126 
calling-name-ie { origin-sub-address | display | keypad } isdn VoIP 54 
calling-name-presentation { enable | disable } voice-port VoIP 41 
calling-—number-checking sipgw VoIP 74 
calling-number-restrictive trunk IBC 87 
call-media-independent voip VoIP 90 
call-pickup { enabled | disabled } ibc-number IBC 73 
call-pickup { enabled | disabled } profile IBC 97 
call-retry <retry-number> [<seconds>] bo-call WAN 104 
call-retry <retry-number> [<seconds>] out-call WAN 103 
callsig-port <0-65535> h3823gw VoIP 68 
callsig-port <port> sipgw VoIP 71 
call-sig-port <udp-port> sipserv VoIP 136 
calls-log ibc-number IBC 109 
call-test called <e164-number> calling <e164-number> h323gw VoIP 69 
call-waiting { enabled | disabled } ibc-number IBC 71 
call-waiting { enabled | disabled } profile IBC 97 
caplist { oldstyle | newstyle | auto } dsl-group WAN 21 
capture exec Admin 50 
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cas-conf 


cas-—persistent-check <0. 


cas-r2 
cas-r2 
cas-r2 
cat bsaBoot .inf 


cat bsaBoot.inf 
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-500:default Oms> 


cat flash: //auto-updatel.log 
cat flash: //auto-update2.log 


cat snmpv3_engine.log 
cca <-62..0> 


ecbs { enabled | disabled } 
ecbs { enabled | disabled } 
cctargetmargin { disabled | -10db..+10db } 


cd / 

cd /BSA 

cd /BSA/binaries 
cd BSA 

cd BSA/binaries 


cell-loss-integ-period <1000..65000 ms> 


cellular-radio 


cellular-radio firmware-upgrade <file-path> 


cellular-radio pin-code 
cellular-radio pin-code 
cellular-radio pin-code 
cellular-radio pin-code 
cellular-radio pin-code 
cellular-radio pin-code 
certificate 

cfb <forwarded-to nbr> 
cfb <forward-to-number> 
cfb activation <string> 


cfd <forwarded-to nbr> 


change <old-pin-code> <pin-code> <confirm-—pin-code> 
disable <pin-code> 

enable <pin-code> 

install <pin-code> <confirm-pin-code> 

unblock <puk> <pin-code> <confirm-pin-code> 


uninstall 


deactivation <string> ..... 


Page 11/158 


Prompt 
voice-port 
cas-r2-profile 
config-if 
config-if 
configure 
exec 

exec 

exec 

exec 

exec 
config-if 
ibc-number 
profile 
dsl-group 
exec 

exec 

exec 

exec 

exec 
voiceoa 
out-call 
exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 
ibc-number 
profile 
service-profil 
ibc-number 


User Guide Page 


VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
Admin 
Admin 
Admin 
Admin 
Admin 
Bridging 
IBC 
IBC 
WAN 
Admin 
Admin 
Admin 
Admin 
Admin 
VoATM 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
Admin 
IBC 
IBC 
VoIP 
IBC 


51 
60 
62 
63 
59 
15 
23 
106 
106 
15 
50 
71 
97 
22 
15 
23 
23 
15 
15 
17 
129 
131 
127 
128 
128 
127 
127 
127 
92 
72 
97 
47 
72 


CLI 
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cfd <forward-to-number> 
cfd <GSM/3G-number> 


cfnr <forwarded-to nbr> [timer <timer>] 


ecfnr <forward-to-number> 


cfnr activation <string> deactivation <string> ..... 


cfu 


cfu <forwarded-to nbr> 


cfu <forward-to-number> 


cfu activation <string> deactivation <string> ..... 


cfx-command { activation | deactivation } ..... 


cfx-command activation cfu speech public_international ..... 


channel { 


<1..13> | 2412 | 2417 | | 2472 } 


channel inactivity timer <0..3600> 


channel type <type> 


channel-unavailable-cause { 17 | 34 } 


checklist 


<name> 


check-list <name> 


cid <cid-value> 


cid <timeslot> {sig | voice} <cid-value> 
cid-bl <cid-bl-value> 


cid-b2 <cid-b2-value> 


cid-d <cid-d-value> 
cir <0..200000 in kbps> 


class <class-name> 


class <class-name> 


class-id <ascii-string> 


class-map 
class-map 
class-map 
class-map 
class-map 
class-map 


class-map 


[ match-all | match-any ] <name> 
cl 

match-all c2 

match-any <name> 

Match-any c3 

match-any vlan-prio 

vianl0l 
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Prompt 
profile 
ibc-number 
ibc-number 
profile 
service-profil 
ibc-number 
ibc-number 
profile 
service-profil 
voice-port 
voice-port 
config-if 
physical-layer 
ads! 

isdn 
cfg-backup 
configure 
vmoafxs 
vtoaccs 
vmoabri 
vmoabri 
vmoabri 


config-map-class 


config-pmap 
config-prmap 
dhcp-config 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


IBC 

IBC 

IBC 

IBC 
VoIP 
IBC 

IBC 

IBC 
VoIP 
VoIP 
VoIP 
Bridging 
WAN 
WAN 
VoIP 
Admin 
Admin 
VoATM 
VoATM 
VoATM 
VoATM 
VoATM 
WAN 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


97 
68 
72 
97 
47 
72 
72 
97 
47 
42 
43 
49 
120 
38 
54 
27 
26 
23 
22 
21 
21 
21 
82 
90 
104 
116 
87 
88 
89 
87 
89 
89 
89 


CLI 

clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 
clear 


clear 
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Prompt 
ap-controller association [<AP-MAC-addr>] exec 
ap-controller keepalive counters exec 
arp-cache [vrf <vrf-name>] exec 
bridge-group cache [<group-id>] exec 
buffered-—logging configure 
counters [<interface-type> <unit>/<port>] exec 
crypto { ah | ipip | esp | ipcomp } exec 
crypto counters exec 
crypto isakmp statistics exec 
crypto sa { counters interface <type> <unit> | spi <spi> ..... exec 
dot1l mac-cache exec 
dot1i1l qos counters exec 
ethernet cfm errors exec 
ethernet cfm statistics exec 
frame-relay traffic-shaping exec 
host <host-name> [vrf <vrf-name>] exec 
ibe sip counters exec 
ibc statistics exec 
ibc user exec 
ibc user <number> exec 
icmp counters exec 
ip access-lists [<acl-name>] exec 
ip accounting exec 
ip bgp { * | <as-number> | <ip-address> | external } soft in exec 
ip bgp { * | <as-number> | <ip-address> | external } soft out exec 
ip bgp-dampening [<network>/<len>] exec 
ip bgp-peer-group <peer-group-name> soft in exec 
ip bgp-peer-group <peer-group-name> soft out exec 
ip cache [vrf <vrf-name>] exec 
ip counters exec 
ip dhcp [vrf <vrf-name>] binding { <ip-address> | * 3 exec 
ip dhcp [vrf <vrf-name>] binding { <ip-address> | *} exec 
ip dhcp [vrf <vrf-name>] statistics exec 
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User Guide Page 


Bridging 
Bridging 
Basic IP 
Bridging 
Admin 

Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Bridging 
Bridging 
Bridging 
Bridging 
WAN 

Basic IP 

IBC 

IBC 

IBC 

IBC 

Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


63 
63 
29 
81 
36 
29 
43 
42 
42 
42 
62 
62 
31 
30 
85 
30 
114 
114 
114 
114 
142 
60 
64 
81 
81 
80 
81 
81 
30 
29 
118 
122 
122 


Index of CLI of OneOS User Guides (EDITION 10) 


CLI Prompt User Guide Page 
clear ip dns-proxy cache [vrf <vrf-name>] exec Basic IP 129 
clear ip dns-proxy statistics [vrf <vrf-name>] exec Basic IP 129 
clear ip inspect session <interface> <unit> exec Basic IP 60 
clear ip inspect session atm 0.1 exec Basic IP 60 
clear ip inspect statistics exec Basic IP 60 
clear ip nat counters exec Basic IP 77 
clear ip nat sessions exec Basic IP 70 
clear ip nat sessions exec Basic IP 72 
clear ip nat sessions exec Basic IP 77 
clear ip prefix-list <name> [<network>/<len>] exec Advanced IP 58 
clear ip slb conns [vserver <name>] exec Basic IP 148 
clear ip slb counters exec Basic IP 148 
clear ip slb sessions [vserver <name>] exec Basic IP 148 
clear ip vrrp exec Basic IP 138 
clear ipv6 traffic exec Advanced IP 17 
clear 12cp statistics [<profilel-name>] exec Bridging 89 
clear policy-interface [input | output] [<interface> <unit>] ..... exec Basic IP 102 
clear policy-route-interface [vrf <vrf-name>] exec Basic IP 108 
clear snmp statistics exec Admin 33 
clear synchronize interface atm 0 exec WAN 12 
clear synchronize interface efm 0 exec WAN 76 
clear tcp counters exec Basic IP 29 
clear udp counters exec Basic IP 29 
clear vty-session <session-id> exec Admin 42 
client <client-name> config-auth WAN 133 
client authentication list <list-—name> crypto_profile Advanced IP 34 
client-identifier <string> dhcp-config Basic IP 114 
client-identifier <tp:aa.bb.cc.dd.ee.ff> dhcp-config Basic IP 116 
client-name <hostname> dhcp-config Basic IP 115 
clip { std | alternate } ibc-number IBC 74 
clip { std | alternate } profile IBC 97 
clip-privacy-uri <uri> [incoming | outgoing | both-way] sipgw VoIP 74 
clip-unsubscribe-uri <uri> sipgw VoIP 74 
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CLI 

clir { enabled | disabled } 
clir { enabled | disabled } 
clir-state **65 ! query status 
clock { master | slave } 

clock summer-time recurring <name> ..... 

clock timezone <name> <-23..+23> 

clock-mode { dependent | independent } 

clock-mode { dependent | independent } 


clock-source { aall | free-run | serial | uplink } 


clock-source { aal2 | aall | free-run | uplink | bri ... 
clock-source { free_run | uplink | bri | pri | rtp}... 


clock-source rtp 

clp-bit { 0 | 1 | map-de } 

clp-bit { 0 | 1 | map-de } 

clp-bit { 0 | 1 | map-de } 

codec <preference-index> <codec> [<sample-time-length>] 
codec <preference-index> <codec> [<sample-time-length>] 
codec 1 g711 20 

codec 1 g726r32 30 

codec 2 g729ab 10 

codec 2 g729ab 10 

coder-law 

coder-mode-independent { yes | no } 
coder-profile <profile-id> <index> <coding-law> 
coder-profile ATMF7 1 a-law 
coder-selection-priority { remote | local } 
compatibility-—index <0-255> 

compatible rfc1583 

com-port-server <index> 

compression { NONE | v42B | v44 } 

concentrator name <name> 

concentrator name <string> 


conf-follow-me *85* ! activation 
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Prompt 
ibc-number 
profile 

index 
ph-layer-e1t1 
configure 
configure 
config-ima 
ima 

config-if 
voice-port 
voice-port 
voice-port 
config-FRF.5 
config-FRF.5 
config-FRF.8 
voip-coder 
voip-coder 
voip-coder 
voip-coder 
voip-coder 
voip-coder 
voice-port 
vmoa 
voatm-trans 
voatm-trans 
voip 


config-management 


config-router 
configure 


out-call-modem 


config-proto 


pppoeoa 
index 


User Guide Page 


IBC 
IBC 
IBC 
WAN 
Admin 
Admin 
WAN 
WAN 
VoATM 
VoATM 
VoIP 
VoIP 
WAN 
WAN 
WAN 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoATM 
VoATM 
VoATM 
VoIP 
Admin 
Advanced IP 
WAN 
WAN 
WAN 
WAN 
IBC 


74 
97 
92 
79 
70 
70 
35 
17 
15 
14 
38 
168 
144 
145 
148 
153 
79 
152 
79 
79 
153 
51 
18 
19 
19 
86 
20 
92 
177 
121 
57 
54 
93 
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CLI Prompt User Guide Page 

conf-follow-me-1n *B85*1 ! reactivation index IBC 93 
config-management configur Admin 19 
config-update <sequence-id> auto-update Admin 104 


config-update download-behaviour { add-in | overwrite } cwmp Admin 113 
configure certificate Admin 92 
configure terminal exec Admin 19 
configure terminal exec Admin 36 
configure terminal exec Admin 64 
configure terminal exec Admin 73 
configure terminal exec Admin 73 
configure terminal exec Admin 102 
configure terminal exec Admin 112 
configure terminal exec Advanced IP 55 
configure terminal exec Advanced IP 56 
configure terminal exec Advanced IP 56 
configure terminal exec Advanced IP 56 
configure terminal exec Advanced IP 59 
configure terminal exec Advanced IP 96 
configure terminal exec IBC 87 
configure terminal exec IBC 88 
configure terminal exec IBC 111 
configure terminal exec IBC 114 
configure terminal exec VoIP 123 
configure terminal exec VoIP 133 
configure terminal exec WAN 11 
configure terminal exec WAN 13 
configure terminal exec WAN 20 
configure terminal exec WAN 33 
configure terminal exec WAN 37 
configure terminal exec WAN 49 
configure terminal exec WAN 69 
configure terminal exec WAN 69 
configure terminal exec WAN 77 
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CLI 
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configure terminal 


configure terminal 


configure terminal 


configure terminal 


configure terminal 


configure terminal 


conf-ivr *37* ! entering configuration 


conf-—phone-ddi #2 


connect { auto | manual } 


connect network-interworking <cnx-name> ..... 


connect service-interworking <cnx-name> ..... 


connect vc-group <cnx-name> <group-name> ..... 


connection { static | static-boda | dynamic-server ..... 
connect-mode { BASIC | FMODE | COPPER | FAST } 
connect-timer <duration 60-300s> 


console disable-input 


console enable-input 


console loop-check disable 


console loop-check enable 


console timeout <seconds> 


contact <1-128 characters> 
controller shdsl 0 


copy 
copy 
copy 
copy 
copy 
copy 
copy 
copy 
copy 
copy 
copy 


/BSA/config/bsaStart.cfg tftp://193.1.1.2/c:\config.txt 
<local-filename> sftp://<login>:<password>@<ip-—or-name>/<path> 
<source-file> <destination-file> ..... 

OneOs OneOs.sav 

ramdisk: //OneOs.new flash: //BSA/binaries/OneOs 
sftp://<login>:<password>@<ip-—or-name>/<path> <local-filename> 
tftp://10.10.10.1/c: \temp\OneOs.Z2ZZ OneOs 
tfitp://193.1.1.2/c:\config.txt /BSA/config/bsaStart.cfg 
tftp://193.1.1.2/c:\tftp:\OneOs OneOs.new 
tftp://193.1.1.2/c:\tftp:\OneOs OneOs.new loopback 1 
tftp://193.1.1.2/c:\tftp:\OneOs ramdisk: /OneOs .new 
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Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
index 
index 
crypto_ezvpn 
configure 
configure 
configure 
xx-call-mlppp 
sds 
sipgw 
exec 
exec 
configure 
configure 
configure 
index 
configure 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 


User Guide Page 


WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
IBC 
IBC 
Advanced IP 
WAN 
WAN 
WAN 
WAN 
WAN 
VoIP 
Admin 
Admin 
Admin 
Admin 
Admin 
IBC 
WAN 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 


94 
100 
144 
145 
147 
177 
91 
88 
31 
144 
147 
145 
105 
re 
75 
13 
13 
13 
13 
13 
103 
20 
20 
44 
43 
15 
24 
45 
15 
20 
23 
23 
24 
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CLI Prompt User Guide Page 
copy tftp://myserver/webconfigurator.3.7r10.e3.tar web.tar exec Admin 85 
country { FRANCE | GERMANY | ITALY | BELGIUM | UNITED-KINGDOM | SPAIN } physical-layer WAN 120 
country { ITU | Argentina | Brazil | China ..... cas-r2-profile VoIP 59 
country <country-id> contig-if WAN 37 
country-code <CC> num-plan-mgt VoIP 97 
country-prefix <prefix> ibc IBC 111 
erc { check [<n>] | no } gshds! WAN 15 
ere { no | check [<crc-time-check>] } dsl-group WAN 22 
ere no check dsl-group WAN 22 
crypto dynamic <template-name> configure Advanced IP 29 
crypto engine disable configure Advanced IP 40 
crypto engine enable configure Advanced IP 40 
crypto ipsec client ezvpn <name> configure Advanced IP 31 
crypto ipsec client ezvpn <name> { outside | inside } contig-if Advanced IP 32 
crypto ipsec df-bit { clear | set | copy } config-if Advanced IP 30 
crypto ipsec transform-set <name> configure Advanced IP 24 
crypto isakmp client configuration group { default ..... configure Advanced IP 34 
crypto isakmp enable configure Advanced IP 37 
crypto isakmp identity { address | hostname } configure Advanced IP 37 
crypto isakmp keepalive [<5-120> [<2-60>] [periodic] ] configure Advanced IP 38 
crypto isakmp key <key> { address <A.B.C.D> [<mask>] ..... configure Advanced IP 37 
crypto isakmp nat keepalive seconds <5-3600> configure Advanced IP 41 
crypto isakmp nat-traversal port <1-65535> configure Advanced IP 41 
crypto isakmp nat-traversal udp-encapsulation configure Advanced IP 41 
crypto isakmp nat-traversal vendorid {rfc3947 | draft-03} configure Advanced IP 41 
crypto isakmp peer { address <ip> | hostname <host> } configure Advanced IP 39 
crypto isakmp policy <identifier> configure Advanced IP 37 
crypto isakmp profile <name> configure Advanced IP 39 
crypto key generate dsa { 256 | 512 | 1024 | 2048 } configure Admin 44 
crypto key generate dsa { 256 | 512 | 1024 | 2048 } configure Admin 46 
crypto key zeroize configure Admin 47 
crypto map <name> contig-if Advanced IP 30 
crypto map dynamic <name> <sequence-number> <template-name> configure Advanced IP 29 
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CLI 

crypto map ipsec-isakmp <name> <sequence-number> 
crypto map ipsec-manual <name> <sequence-number> 
crypto pki certificate map <name> <priority> 
crypto pki reload 

crypto pki trustpoint <name> 

csta max-monitored-users <1-100> 

csta-server [tcp-port <1-65535>] 

csta-server authenticate 

csta-server keepalive <seconds> 

ctrl-out { off | on | cnx | toggle } 

cug <0..99> 

customization <at-—command-string> 

cw-max <max-value> 

cw-min <min-value> 

cwmp 

cwmp add-object <managed-collection-of-object-—path> 
cwmp delete-object <managed-object-—instance-path> 


cwmp event BOOT 





cwmp get-param <managed-object-—name> 
cwmp get-—param—names 
cwmp get-param-names <managed-object-path> 


cwmp inform request-—download { 1-firmware-update ..... 





cwmp set-param <managed-object-name> <value> <type> 
cwmp start 

cwmp stop 

data-bit {5 |6]|7 | 8 } 

data-bit {5 |6]|7 | 8 } 

data-request size <data-size-in-bytes> 

date 

date <dd>:<mm>:<year> 

dce 

*728*0* ! deactivation 


deactivation-timer <miliseconds> 


deactivate-—scheduled-cfu 
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Prompt 
configure 
configure 
configure 
configure 
configure 

index 

ioc 

ibc 

ibc 
com-port-server 
x25-layer-3 
out-call-modem 
config-if-qosclass 
config-if-qosclass 
configure 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

async 
com-port-server 
ppa-pm-cfg 
exec 

exec 

ph_layer 

index 

vmoa 


User Guide Page 


Advanced IP 
Advanced IP 
Admin 
Admin 
Admin 
IBC 
IBC 
IBC 
IBC 
WAN 
WAN 
WAN 
Bridging 
Bridging 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
WAN 
WAN 
Admin 
Admin 
Admin 
WAN 
IBC 
VoATM 


27 
25 
96 
94 
97 
105 
105 
105 
105 
179 
171 
121 
51 
51 
112 
114 
114 
119 
114 
114 
114 
119 
114 
119 
119 
167 
179 
77 
70 
70 
78 
92 
18 


CLI 
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deactivation-timer <miliseconds> 
de-bit { 0 | 1 | map-clp } 
de-bit map-clp 


de-bit map-clp 


debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 


aaa 
ap-controller association 

ap-controller keepalive 

ap-controller profile 

arp 

association { cwmp | secured-association | proxy-http } 
autoconfiguration 

auto-update 

bridge 

com-port-server info off { gen | rfc2217 | gen,rfc2217 } 
com-port-server info on { gen | rfc2217 | gen,rfc2217 } 
com-port-server spy off 

com-port-server spy on 

com-port-server spy on [both| rx|tx] [ascii] hex] we eee 
crypto ipsec [core | crypto | data | sa | spd] 

crypto isakmp [config | crypto | exchange | keepalive .. 
crypto isakmp level <10-90> 

cwmp { all | application | session | data } 
dialer-mlppp 

dialer-watch-group 

dialup <level: 1-4> 

dialup <level: 1-4> 

dialup 2 

dot11 [error <level>] 

doti1l beacon <level> 

doti1l init <level> 

dot11 mgt <level> 

doti11l probe <level> 

dot11 station <MAC-address> { all |arp | dhep | dot1ix | 


errors ..... 
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Prompt 
vtoa 
config-FRF.8 
config-FRF.5 
config-FRF.5 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
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VoATM 
WAN 
WAN 
WAN 
Admin 
Bridging 
Bridging 
Bridging 
Basic IP 
Basic IP 
Admin 
Admin 
Bridging 
WAN 
WAN 
WAN 
WAN 
WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 
WAN 
WAN 
WAN 
WAN 
WAN 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 


19 
148 
144 
145 

69 

62 

62 

62 

31 
119 
130 
106 

81 
182 
181 
181 
181 
181 

43 

43 

43 
120 

59 
141 
126 
131 
121 

61 

61 

61 

61 

61 

61 


CLI 

debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 


dot 


dotix [aaa | eap | key] 


11 wps 


ethernet cfm packets 


ethernet cfm packets 


h32 
ibc 
ibc 
ibc 
ibc 
ibc 
ibc 
ibc 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 


3 

call 

config 

csta 

iax 

ivr 

phone <number> 
voicemail 
access-list 


accounting 


bfd [fsm | packet | socket] 


cache 

dhcp 
dns-proxy 
dyndns 

igmp 

inspect stateful 
interface 
interface 
interface 
irdp 
multicast 

nat 

nat 

nat per-host 
pim 

pim assert 
pim bootstrap 


pim cand-rp 
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Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
eXec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
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Bridging 63 
Bridging 61 
Bridging 31 
Bridging 35 
VoIP 133 
IBC 114 
IBC 115 
IBC 105 
IBC 88 
IBC 115 
IBC 115 
IBC 115 
Basic IP 61 
Basic IP 64 
Advanced IP 96 
Basic IP 31 
Basic IP 122 
Basic IP 130 
Basic IP 125 
Advanced IP 108 
Basic IP 61 
Basic IP 31 
Basic IP 108 
Bridging 70 
Basic IP 142 
Advanced IP 106 
Admin 36 
Basic IP 78 
Basic IP 78 


Advanced IP 106 
Advanced IP 106 
Advanced IP 106 
Advanced IP 106 
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CLI Prompt User Guide Page 
debug ip pim detail exec Advanced IP 106 
debug ip pim group exec Advanced IP 106 
debug ip pim hello exec Advanced IP 106 
debug ip pim join exec Advanced IP 106 
debug ip pim register exec Advanced IP 106 
debug ip pim route exec Advanced IP 106 
debug ip pim rpf exec Advanced IP 106 
debug ip pkt-interceptor exec Admin 52 
debug ip qos exec Basic IP 102 
debug ip rip database exec Advanced IP 64 
debug ip rip events exec Advanced IP 64 
debug ip routing exec Basic IP 31 
debug ip ssh exec Admin 48 
debug ip tunnel exec Basic IP 38 
debug ip vrrp exec Basic IP 138 
debug ipv6 access-list exec Advanced IP 53 
debug ipv6é nd exec Advanced IP 17 
debug ipv6 packet {in | out} exec Advanced IP 17 
debug isdn { 5/<0..7> | 2/0 | all } [layer { 1 | 2 | 3 | 182 ..... exec VoIP 122 
debug isdn { 5/<0..7> | 2/0 | all } [layer { 1 | 2 | 3 | 1862 ..... exec WAN 116 
debug isdn all layer 1to3 exec VoIP 123 
debug 12tp alarm exec Basic IP 45 
debug 12tp all exec Basic IP 45 
debug 12tp core exec Basic IP 45 
debug 12tp fsm exec Basic IP 45 
debug 12tp ppp exec Basic IP 45 
debug 12tp transport exec Basic IP 45 
debug 12tunnel exec Basic IP 49 
debug ldap-server exec IBC 100 
debug mgcp exec VoIP 161 
debug ospf abr exec Advanced IP 94 
debug ospf events exec Advanced IP 94 
debug ospf external exec Advanced IP 94 
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debug ospf 
debug ospf 
debug ospf 
debug ospf 
debug ospf 
debug ospf 
debug ppp 

debug ppp 

debug pppo 
debug pstn 
debug sip 


ism 
ism 
1lsa [generate 
nsm 
nssa 


packet 


e 
2 
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install | flooding | refresh] 


debug sip-registrar packet all 


debug snmp [packet | info | inform | error] 


debug sntp 
debug sysl 
debug taca 


—-server 
og-server 


cs 


debug v5 <vmoa connection id> 


debug voice memory [off | appli | netb | all] 


debug voice memory-graph { peak | average } <100..36000> 


debug wcf 
debug x25 
debug x25 
debug xot 
debug xot 
debug xot 
default 
default ac 
default ac 
default al 


frames all 
packets all 
routing 
socket 


stack 


tive—-link-number 
tive-user-speed 


t—-subject—name 


default ampdu packet 


default ampdu size 


default arp timeout 


default au 


thentication 
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Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
cert-conf 
conf-if 
conf-if 
cert-map 
config-if 
config-if 
config-if 
config-isakmp 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

WAN 

WAN 

WAN 

VoIP 

VoIP 

Admin 
Admin 
Bridging 
Admin 
VoATM 
VoIP 

VoIP 

Admin 

WAN 

WAN 

WAN 

WAN 

WAN 

Admin 

WAN 

WAN 

Admin 
Bridging 
Bridging 
Basic IP 
Advanced IP 


94 
94 
94 
94 
94 
94 
97 
116 
97 
121 
133 
140 
32 
72 
57 
67 
35 
133 
133 
90 
163 
163 
163 
163 
163 
94 
70 
70 
96 
52 
52 
19 
38 


CLI 

default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
default 
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beacon dtim 


beacon period 
bfd interval 


bridge-group <1 


broadcast—key 


console timeout 


cre 


cw-max 


cw-min 


destination-mac 


encapsulation 


encryption 
fixed-slot 


fragmentation-threshold 


group 
hash 


icmp timeout 


ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 


access-list logging 


broadcast-—address 


dns-proxy cache [vrf <vrf-name>] 


dns-proxy source-address [vrf <vrf-name>] 


inspect 
inspect 
inspect 
inspect 
inspect 
inspect 
inspect 
inspect 
inspect 
inspect 
inspect 


inspect 


ftp 

half—-open 

half-open threshold 
icmp 

max-sessions 
max-sessions threshold 
other 

per-host half-open 
per—-host max-sessions 
tcp finrst-time 

tcp idle-time 


tcp synwait-time 


..255> mac-address-table limit 
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Prompt 

config-if 

config-if 

config-if 
configure 
conf-ssid 
configure 
dsl-group 
config-if-qosclass 
config-if-qosclass 
config-l2cp-profile 
config-if 
config-isakmp 
config-if-qosclass 
config-if 
config-isakmp 
config-isakmp 
fw-params 
configure 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


Bridging 
Bridging 
Advanced IP 
Bridging 
Bridging 
Admin 

WAN 
Bridging 
Bridging 
Bridging 
Bridging 
Advanced IP 
Bridging 
Bridging 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


50 
50 
96 
74 
46 
13 
26 
51 
51 
87 
74 
37 
51 
50 
38 
37 
123 
56 
17 
127 
128 
56 
57 
58 
56 
57 
58 
57 
58 
58 
57 
56 
57 
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CLI Prompt User Guide Page 
default ip inspect udp configure Basic IP 56 
default ip mtu contig-if Basic IP 18 
default ip nat per-host max-sessions configure Basic IP 74 
default ip nat translation max-sessions configure Basic IP 73 
default ip tcp keepalive retries configure Basic IP 21 
default ip tcp keepalive timeout configure Basic IP 21 
default ip tcp syn initial-timeout configure Basic IP 21 
default ip tcp syn retries configure Basic IP 21 
default issuer—name cert-map Admin 96 
default keepalive frequency config-apc Bridging 57 
default keepalive retries config-apc Bridging 57 
default lifetime config-isakmp Advanced IP 38 
default linerate dsl-group WAN 23 
default linerate gshds! WAN 13 
default logging firewall Advanced IP 126 
default logging alg [destinations] firewall Advanced IP 124 
default logging attack [destinations] firewall Advanced IP 125 
default logging configuration [destinations] firewall Advanced IP 125 
default logging general [destinations] firewall Advanced IP 126 
default logging traffic [destinations] firewall Advanced IP 126 
default match fw-filter Advanced IP 116 
default max-connections firewall Advanced IP 122 
default max-conns-—per-rule fw-params Advanced IP 122 
default ocsp trustpoint Admin 97 
default power local config-if Bridging 48 
default queue-limit cfg-pmap-c Basic IP 93 
default remaining—bw-share cfg-pmap-c Basic IP 92 
default revocation-—check trustpoint Admin 97 
default rts threshold config-if Bridging 50 
default rule <rule-name> action fw-policy Advanced IP 119 
default self-identity crypto_profile Advanced IP 40 
default set security-association lifetime { seconds ..... crypto-isakmp Advanced IP 27 
default snmp engine-id configure Admin 30 
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CLI 

default subject-—name 

default tcp connection-timeout 

default tcp fin-rst-timeout 

default tcp watch-timeout 

default telnet timeout 

default timeout 

default transmit-op 

default udp timeout 

default udp watch-timeout 

default vrf 

default-identity <nbr> 

default-information originate 

default-information originate [always] ..... 
default-key <1-4> 

default-language { en | es | fr | pl | ru | hu | reset } 
default-originate [route-map <map-name>] 
default-router <ip-address> [ip-address] [ip-address] 
default-routing <nbr> 

default-rule { permit | deny } 
default-—type-—of—number 

default-type-—of—number 

default-type-of-number { unknown | mational } ..... 


delete { cfb | cfd | cfnr | cfu | follow-me | overflow .... 


delete-caller-called-ccbs *50 


delete-last-—called *54*0 ! erase called info 
delete-last-—caller *53*0 ! erase caller info 
delete-last-missed-call *51*0 ! erase caller info 
delete-waiting-—ccbs *56 ! erase pending recall 


deny { tcp | udp } ..... 


deny { tcp | udp } <source-address> <source-wildcard> ..... 


deny <dial-prefix> 


deny <source-address> [<wildcard>] [log] [sequence <1-100000>] 


deny <src-ipv6-prefix> <dest-ipv6-prefix> ..... 
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Prompt 
cert-map 
fw-params 
fw-params 
fw-params 
configure 
fw-params 
config-if-qosclass 
fw-params 
fw-params 
firewall 

trunk 

router-rip 
config-router 
conf-ssid 

ioc 
config-router-xxx 
dhcp-config 
trunk 
out-call-restriction 
pots 

voip 

pots/voip 
ibc-number 
index 

index 

index 

index 

index 
config-ipv6-ac 
ip-acl-ext 
out-call-restriction 
ip-acl-std 
config-ipv6-ac 


User Guide Page 


Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 
Advanced IP 
Bridging 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 
Advanced IP 
Advanced IP 
Bridging 
IBC 
Advanced IP 
Basic IP 
IBC 

IBC 

VoIP 

VoIP 

VoIP 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 
Advanced IP 
Basic IP 
IBC 

Basic IP 
Advanced IP 


96 
123 
123 
123 

42 
123 

52 
123 
124 
115 

86 

56 

90 

47 
102 

68 
115 

86 

95 

65 

84 

97 
109 

92 

92 

92 

92 
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CLI 

deny any [log] 

deny call-waiting 

deny ccbs 

deny cf-all 

deny cf-extern 

deny clip 

deny clir 

deny command [write-file] [read-file] [all] 
deny command [write-file] [read-file] [list-dir] ..... 
deny disa <disa-profile:1-10> 

deny dnd 

deny external-call 

deny follow-me 

deny group-mgmt 

deny icmp ..... 

deny icmp <source-address> <source-wildcard> ..... 
deny ip [<protocol-id>] <source-address> ..... 
deny ip <protocol-nbr> ..... 

deny park 

deny phone-login 

deny pickup 

deny ring-back-message 

deny screen-forwarder 

deny second-forwarding 

deny user-login 


deny vocal-pres 


deny-cf *89*1 ! deny call forward 
deny-cf-state **89 ! query call forward 
deny-second-forwarding *86*0 ! deny 


description <description-of-the-interface> 
description <text> 
destination-mac <mac-—to-use-for-translation> 


detection-fax { flagv21 | CED } 
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Prompt 
ip-acl-std 
profile 

profile 

profile 

profile 

profile 

profile 
fw-alg-tftp 
fw-alg-ftp 
profile 

profile 

profile 

profile 

profile 
config-ipv6-ac 
ip-acl-ext 
ip-acl-ext 
config-ipv6-ac 
profile 

profile 

profile 

profile 

profile 

profile 

profile 

profile 

index 

index 

index 

cont-if 
config-router-xxx 
config-l2cp-profile 
voip 
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Basic IP 
IBC 

IBC 

IBC 

IBC 

IBC 

IBC 
Advanced IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 

IBC 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

WAN 
Advanced IP 
Bridging 
VoIP 


52 
96 
96 
96 
96 
96 
96 
122 
121 
96 
96 
96 
96 
96 
52 
53 
53 
51 
96 
96 
96 
96 
96 
96 
96 
96 
93 
93 
93 
70 
68 
87 
81 
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CLI Prompt User Guide Page 
device-host-name <host-name> sipgw VoIP 73 
devs ramdisk: exec Admin 35 
dhcp giaddr <IP-address> crypto_group Advanced IP 36 
dhep server <IP-address> crypto_group Advanced IP 36 
dialed-supp-service-profile <0..4> voice-global VoIP 47 
dialed-supp-service-profile <0..4> voice-port VoIP 47 
dialer pool <dial-pool-number> config-if WAN 95 
dialer watch-group <list-—name> contig-if WAN 140 
dialer watch-list [logical-any | logical-all] <list-name> configure Basic IP 134 
dialer watch-list [logical-any | logical-all] <list-—name> configure WAN 140 
dialer watch-timer connect <seconds> config-if WAN 141 
dialer watch-timer disconnect <seconds> config-if WAN 141 
dialer-group connection-wait-time <seconds> config-if WAN 138 
dialer-group delayed-backup contig-if WAN 138 
dialer-group delayed-backup abort-timeout <seconds> config-if WAN 138 
dialer-group delayed-backup delayed-period <seconds> config-if WAN 138 
dialer-group down-if-failed retry-timeout <seconds> ..... config-if WAN 138 
dialer-group idle-timeout <seconds> contig-if WAN 138 
dialer-group initialization-timeout <seconds> config-if WAN 138 
dialer-group ip <acl-in> in contig-if WAN 138 
dialer-group ip <acl-out> out config-if WAN 138 
dialing-timer <1-30 seconds> voice-port VoIP 40 
dial-peer pots-group <identifier> ..... conf-voice-route VoIP 100 
dial-peer pots-group <y> conf-voice-route VoIP 48 
dial-peer voice pots <n> configure VoATM 16 
dial-peer voice pots <n> configure VoIP 64 
dial-peer voice pots <n> configure VoIP 151 
dial-peer voice pots <n> configure VoIP 168 
dial-peer voice pots <x> configure VoIP 48 
dial-peer voice pots/voip <n> configure VoIP 97 
dial-peer voice VMOAPRI 1 configure VoATM 21 
dial-peer voice voip <0..7> configure VoIP 137 
dial-peer voice voip <id> configure IBC 84 
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CLI Prompt User Guide Page 
dial-peer voice voip <id> configure IBC 84 
dial-peer voice voip <index 0-7> configure VoIP 80 
dial-peer voice voip <index> configure VoIP 153 
dial-peer voice VTOACCS 1 configure VoATM 22 
dial-peer voice VTOACES 1 configure VoATM 22 
dial-peer voice VTOACES 1 configure VoATM 23 
dial-peer voice-group <identifier> conf-voice-route VoIP 100 
dial-peer voip <identifier> ..... conf-voice-route VoIP 100 
dial-peer voip <voip-dial-peer-id> ua-sip conf-voice-route VoIP 137 
dial-peer voip-group <identifier> conf-voice-route VoIP 100 
dial-peer-voice-pots <port> vmoabri VoATM 20 
dial-peer-voice-pots <port> vmoafxs VoATM 23 
dial-peer-voice-pots <port> vmoapri VoATM 21 
dial-peer-voice-pots <port> vtoaccs VoATM 22 
dial-peer-voice-pots <port> vtoaccs VoATM 22 
dial-peer-voice-pots 1 vmoapri VoATM 21 
dial-peer-voice-pots 1 vtoaccs VoATM 22 
dial-peer-voice-pots 1 vtoaccs VoATM 22 
dial-plan pots VoIP 65 
dial-prefix <number> trunk IBC 86 
digit-duration <50 to 1000 ms> voice-port VoIP 151 
digit-duration <50-1000 ms> voice-port VoIP 40 
digit-level <-32 to 0 dBm> voice-port VoIP 151 
direct-call <number> pots VoIP 64 
directory <short-number> <full-number> [ <name> ] ibc-number IBC 75 
directory-ask *KTS* ! query speed number index IBC 92 
directory-delete *75*0* ! erase speed number index IBC 92 
directory-dial *74* ! dial speed number index IBC 92 
directory—insert *75*1* ! create speed number index IBC 92 
directory-setup *75*2 ! using IVR index IBC 92 
disable fw-alg-ftp Advanced IP = 121 
disable fw-alg-tftp Advanced IP = 122 
disable { lcn0-as-incoming | lcn0-as-outgoing ..... x25 packet WAN 157 
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CLI 

disable aux-led 

disable hangup-—immediate 
disable lcn0-as-—incoming 
disable lcn0-as-outgoing 


disable lcn0-as-two-way 


disable-call-waiting *43*0 
disable-ccbs *55*0 
disable-cf-all *20 

disable-cfb *22*0 
disable-cfdi *24*0 
disable-cfdi-cfb *26*0 
disable-cfdi-cfnr *25*0 
disable-cfdi-cfnr-cfb *27*0 
disable-cfnr *21*0 
disable-cfnr-cfb *23*0 
disable-cfu *28*0 
disable-clir *65*0 
disable-dnd *29*0 
disable-follow-me *85*0 
disable-outgoing-call *17 

disable-overflow *36*0 


disable-ring—back-message *35*0 
disable-screened-forwarding *34*0 
disable-vocal-pres 
disallow-pickup *40 
discard-3xx 

disconnect-timeout on-no-response 
disconnect-timeout on-no-response 
disconnect-timeout on-no-response 


disconnect-timeout on-no-response 
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! 
*3 
! 

after 

after 


after 


after 


deactivation 
deny recall on CCBS 


deactivation 
deactivation 
deactivation 
deactivation 
deactivation 
deactivation 
deactivation 
deactivation 
deactivation 
deactivation 


deactivation 


deactivation 








deactivation 
forwarder is displayed 
3*0 ! none 


pickup interdiction 


<minutes> 
<minutes> 
<minutes> 


<minutes> 


disconnect-timeout on-no-traffic after <minutes> 


disconnect-timeout on-no-traffic after <minutes> 


disconnect-timeout on-no-traffic after <minutes> 
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Prompt 
config-auth 
config-auth 
x25-layer-3 
x25-layer-3 
x25-layer-3 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
index 
sipgw 
out-call 
out-call 
out-call 
out-call 
out-call 
out-call 
out-call 


User Guide Page 


WAN 
WAN 
WAN 
WAN 
WAN 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
VoIP 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 


133 
133 
171 
171 
171 
92 
92 
90 
90 
90 
90 
90 
90 
90 
90 
90 
92 
90 
93 
89 
91 
91 
91 
91 
91 
74 
125 
125 
129 
129 
125 
125 
129 
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CLI 

disconnect-timeout on-no-traffic after <minutes> 
discriminator <class> <address> 

discriminator remote allow-any 

display 

display 

display 

display 

display 

display 

display 

display 

display 

display [profile <index>] 

display complete 

display profile 0 

display profile 0 complete 

distance <1..255> 

distance <1-255> 

distance bgp <ebgp> <ibgp> <local> 
distribute-list { <acl-name> | prefix <list-name> ..... 
distribute-list <acl-name> { in | out } 
distribute-list <acl-name> out [static | rip | bgp] 


distribute-list <acl-name> out { bgp | rip | ospf ..... 





distributions-of-statistics—-kept <number-of-buckets:1-20> 
dnd { enabled | disabled } 

dnis-digits <1..63:default 20> 

dns <dnsserverl> [<dnsserver2>] 

dns-resolution { current | first | first-only } 
dns-server <ip-address> [ip-address] [ip-address] 

domain <domain-name> 

domain <domain-name> 

domain-name <name-string> 


do-not-disturb { enabled | disabled } 
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Prompt 
out-call 
xx-call-mlppp 
xx-call-mlppp 
backup-cause 
ioc 
ibc-number 
isdn 

isdn 
pv-number 
receptionist/x 
voice-route 
voice-route 
cas-r2 
com-port-server 
cas-r2 

cas-r2 
router-rip 
config-router 
config-router 
router-rip 
config-router-xxx 
config-router 
config-router 
conf-rtr 
profile 
cas-r2-profile 
crypto_group 
sipgw 
dhcp-config 
crypto_group 
lac-incoming 
dhcp-config 
ibc-number 
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WAN 

WAN 

WAN 

VoIP 

IBC 

IBC 

VoIP 

VoIP 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

WAN 

VoIP 

VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 

IBC 

VoIP 
Advanced IP 
VoIP 

Basic IP 
Advanced IP 
Basic IP 
Basic IP 
IBC 


129 
105 
105 
106 
84 
67 
56 
58 
102 
107 
98 
107 
61 
180 
61 
61 
60 
90 
71 
60 
76 
90 
91 
82 
97 
59 
35 
72 
115 
35 
47 
115 
74 
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CLI 

dot11l aging-timer <10..3600> 

dot1ll alias display ssid { full-mac | alias } 

dot11 alias display station { full-mac | oui-mac |alias } 
doti1l alias set AA:BB:CC:DD:EE:FF <alias> 














dot11 location isoce <country-code> 

doti11l qos { class | class-bss } ..... 

dotil qos dscp-cos-mapping 

dot1l qos mapping-mode { dscp | cos | both } 

dot1i1l qos wmm [uapsd] 

dotil restart 

doti11l tkip-—countermeasure 

doti1l tkip-—countermeasure <hold-off-—in-seconds> 
dot11 wps pbc-push 0/0.<unit> 

dot11 wps pin <pin-code-value> 0/0.<unit> 

dotiq tunneling ethertype { 0x9100| 0x88a8| 0x8100 } 
dotix client-—timeout 

dotix client-timeout <seconds> 

dotlix reauth-period 

dotlx reauth-period <30-4294967295> 

dotlix server-timeout 

dotlx server-timeout <seconds> 

double-answer <10..500 in ms> 

download-behaviour { overwrite | add-in } 

driver ident <index> 

drop-threshold <drop-threshold> 

dsO-alloc { older | first } 

dsO-alloc { older | first } 

ds0-group 

ds0-group 

dsO-group { incoming | outgoing | mixed | unused } { all ..... 
dsO-group { incoming | outgoing | mixed | unused } { all ..... 
dscp <dscp-value> cos <0-7> 


dsl-group <dsl-group-number> 
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Prompt 
configure 
config-if 
config-if 
config-if 
configure 
config-if 
config-if 
config-if 
config-if 
exec 
configure 
configure 
exec 

exec 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
cas-r2-profile 
cfg-update 
config-if 
config-l2cp-profile 
isdn 

isdn 
display 
display 
isdn 

isdn 
dscp-cos-mapping 
conf-ctrl 
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Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
VoIP 
Admin 
WAN 
Bridging 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
Bridging 
WAN 


53 
61 
61 
61 
52 
51 
52 
52 
51 
49 
53 
53 
60 
60 
69 
53 
53 
53 
53 
53 
53 
59 
105 
11 
87 
56 
58 
56 
58 
56 
58 
52 
20 


CLI 


dsl-group <dsl-group-number> 


dsl-group 0 
dsl-group 0 
dsl-group 0 
dsl-group 0 
dst-zone <zone-name> 


dte 


dtmf-detection-criterion { normal | severe | large } 
dtmf-relay { h245alpha | h245signal | in-band } 
dtmf-relay { in-band | sip-info | in-band-or-sip-info } 


dtmf-relay { none | in-band | out-of-band } 


dualphone-login disabled 


dualphone-login enabled 


duplex { full | half | auto } 


duration <0-1000000> 
dynamic-—coder-selection 
dynamic-—coder-selection 
dynamic-—coder-selection 
dynamic-—coder-selection 
dynamic-—coder-selection 
dynamic-—coder-selection 
el 


early-media 


ebgp-multihop [<max—hop- 


ebug v5 0 
echo-cancellation 
echo-cancellation 


echo-cancellation 


echo-cancellation-length { low | medium | high } 
echo-cancellation-length { low | medium | high } 


echo-cancellation-length { low | medium | high } 


90 
90 
90 
ratio 
ratio 


ratio 


count: 
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<ratios> 
<ratios> 


<ratios> 


1-255>] 


echo-disable { voicemodem | modem } 


echo-disable { voicemodem | modem } 


Prompt 
conf-if 
conf-ctrl 
conf-if 
config-if 
ima 
fw-zone-pair 
ph_layer 
voice-port 
voip 

voip 

voip 
ibc-number 
ibc-number 
config-if 
voip-call 
H323gw 
sipgw 
sipserv 
H323gw 
sipgw 
sipserv 
config-if 


cas-r2-profile 
config-router-xxx 


exec 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
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WAN 
WAN 
WAN 
WAN 
WAN 
Advanced IP 
WAN 
VoIP 
VoIP 
VoIP 
VoIP 
IBC 
IBC 
Bridging 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
WAN 
VoIP 
Advanced IP 
VoATM 
VoATM 
VoIP 
VoIP 
VoATM 
VoIP 
VoIP 
VoATM 
VoIP 


69 
20 
21 
20 
32 
117 
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CLI Prompt User Guide Page 
echo-disable { voicemodem | modem } voice-port VoIP 150 
edge-modem out-call WAN 125 
edge-modem pin-code change <old-pin-code> <pin-code> <confirm-—pin-code> exec WAN 123 
edge-modem pin-code install <pin-code> <confirm-pin-code> exec WAN 123 
edge-modem pin-code unblock <puk> <pin-code> <confirm-—pin-code> exec WAN 123 
efci-bit { 0 | 1 | map-fecn } config-FRF.8 WAN 148 
efmaggregation { disabled | static | negotiated | auto } dsl-group WAN 25 
email <email> ibc-number IBC 108 
email-id <string> h3823gw VoIP 67 
emergency <1..200> conf-voice-route VoIP 103 
emergency <1..200> pots VoIP 65 
emergency <1..200> voip VoIP 83 
enable fw-alg-ftp Advanced IP 121 
enable fw-alg-tftp Advanced IP = 122 
enable { lcn0-as-incoming | lcn0-as-outgoing ..... x25 packet WAN 157 
enable aux-led config-auth WAN 133 
enable hangup-immediate config-auth WAN 133 
enable 1cn0-as—incoming x25-layer-3 WAN 171 
enable 1cn0-as-outgoing x25-layer-3 WAN 171 
enable 1cn0-as-two-way x25-layer-3 WAN 171 
enable-call-waiting *A3*1 ! activation index IBC 92 
enable-ccbs *55*1 ! allow recall on CCBS index IBC 92 
enable-cfb *22 ! reactivation index IBC 90 
enable-cfdi *24 ! reactivation index IBC 90 
enable-cfdi-cfb *26 ! reactivation index IBC 90 
enable-cfdi-cfnr *25 ! reactivation index IBC 90 
enable-cfdi-cfnr—cfb *27 ! reactivation index IBC 90 
enable-cfnr *21 ! reactivation index IBC 90 
enable-cfnr-cfb *23 ! reactivation index IBC 90 
enable-cfu *28 ! reactivation index IBC 90 
enable-clir *65*1 ! activation index IBC 92 
enable-dnd *29*1 ! activation index IBC 90 
enable-outgoing-call *18* index IBC 89 
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enable-overfl 
enable-ring-b. 


enable-screen 


enable-vocal-pres-—all 
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owing *36*1 ! reactivation 
ack-message *35*1 ! activation 
ed-forwarding *34*1 ! forwarder is screened 


*33*5 ! caller+man.t+st. 


enable-vocal-pres-caller *33*1 ! caller 


enable-vocal-—pres-—caller-—forwarder *33*2 ! callert+tmanager 


enable-vocal-pres—forwarder 


*33*3 ! manager 


enable-—vocal-—pres-—forwarder-state *33*4 ! manager+state 
encapsulation { llc | mux } 

encapsulation { llc | mux } 

encapsulation { llc | mux } 

encapsulation { PPP | frame-relay } 

encapsulation dot1Q <1..4095> 

encapsulation dot1Q <1..4095> native 

encapsulation dot1Q <S-vlan-id> [default-pri <0..7>] ..... 
encapsulation dot1Q <vlan-id> [default-pri <0-7>] ..... 
encapsulation dot1Q <vlan-id> [native] 

encapsulation frame-relay 

encapsulation frf 

encapsulation frf 

encapsulation frf 

encapsulation pad 

encapsulation ppp 

encapsulation PPP 

encapsulation ppp 

encapsulation x25 


encryption { 
encryption { 
encryption { 
encryption { 
encryption au 
encryption au 


encryption no 


des-cbe | 3des-cbe | aes } 
tkip | aes-ccm } 

tkip | aes-ccm } 

wep40 | wep104 | wep128 } 
to 

to 


ne 
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Prompt 
index 
index 
index 
index 
index 
index 
index 
index 
config-if 
pppoa 
pvc 
config-if 
config-if 
contig-if 
config-if 
config-if 
config-if 
config-if 
config-if 
contig-if 
config-if 
config-if 
config-if 
out-call 
Xx-Call 
config-if 
config-isakmp 
conf-ssid 
conf-ssid 
conf-ssid 
conf-ssid 
conf-ssid 
conf-ssid 
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IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
WAN 
WAN 
WAN 
WAN 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
Advanced IP 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 


91 
91 
91 
91 
91 
91 
91 
91 
49 
50 
48 
77 
74 
74 
68 
68 
68 
81 
144 
145 
147 
168 
95 
121 
106 
153 
37 
47 
48 
47 
48 
48 
46 


CLI 

end-forwa 
end-of-di 
enroll se 


enroll si 
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*84*1 ! last 


aling-timer <1-30 sec> [<1-30 sec>] 


rd-to-voicemail 





1f-signed 
gning-request 


enrollment url http://ip_address/scep_path 


enrollment url tftp://ip_address/filename 


enter-—all-group 
enter-—all-group *31 ! enter all hunt groups 
enter-group *31* ' enter hunt group 


enter-group <main number of group> 


eoc span-monitor disabled 


eoc span-monitor enabled [delay <0-29> ..... 


equipment 
equipment 
equipment 
equipment 
equipment 
equipment 


{ co | CPE } 

{ cpe | co } 

{ master | slave } 
{ master | slave } 
CPE 

CPE 


erase saved-config 
error-correction { NONE | v42 | MNP | LAPM} 


error-rec 
esp-3des 
esp-aes [ 
esp-aes-1 
esp-aes-2 
esp-des [ 
esp-null 
ethernet 
ethernet 
ethernet 
ethernet 
ethernet 
ethernet 


overy interval <interval> 

[esp-sha-hmac | esp-md5-hmac] [comp-deflate] 
esp-sha—-hmac | esp-md5-hmac] [comp-deflate] 
92 [esp-sha-hmac |esp-md5—hmac] [comp-—deflate] 
56 [esp-sha-hmac |esp-md5—-hmac] [comp-—deflate] 
esp-sha—-hmac | esp-md5-hmac] [comp-—deflate] 

{ esp-sha-hmac | esp-md5-hmac} [comp-—deflate] 
address <AA:BB:CC:DD:EE:FF> 














cfm cc enable level <lvl> vlan <vid> 
cfm cc level <lvl> vlan <vid> ..... 
cfm domain <domain-name> level <lvl> 
cfm enable 

cfm mep crosscheck start-delay <secs> 
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Prompt 
index 
voice-port 
certificate 
certificate 
cert-conf 
cert-conf 
ibc-number 
index 

index 
ibc-number 
dsl-group 
dsl-group 
dsl-group 
sds 
config-if-e1 
config-pri 
gshds! 
shds| 

exec 
out-call-modem 
config-l2cp-profile 
crypto-trans 
crypto-trans 
crypto-trans 
crypto-trans 
crypto-trans 
crypto-trans 
pppoeoa 
configure 
configure 
configure 
configure 
configure 
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IBC 

VoIP 

Admin 
Admin 
Admin 
Admin 

IBC 

IBC 

IBC 

IBC 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

Admin 

WAN 
Bridging 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 


93 
40 
95 
95 
93 
93 
75 
91 
91 
75 
24 
24 
22 
41 
33 
35 
13 
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ethernet cfm 


ethernet cfm 


event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 
event 


event 


filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 
filter 


mep 
mip 
add 
add 
add 
add 
add 
add 
add 
add 
add 
add 
add 
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adm config config-upd <action> 
ip ACL ALL LOG 
GSHDSL ALL SHOW MEM LOG TRAP 


sys 
sys 
vox 
vox 
wan 
wan 
wan 


wan 


remove 


remove 


remove 


remove 


remove 


gshdsl all syslog 
all MEM 

all show 

all show 

auth all show 
12tp all show 
Ppppoeoa all show 


<index> 


all 


wan auth all show 


Manager { <A.B.C.D> | eX Ket XS 


| <name> } [<port>] 


no manager { <A.B.C.D> | <X:X:XK::X> | <name> } [<port>] ..... 


recover file trl.log 


recover show 


excess-rate-priority <0..7> 


execute 


execute 


execute 


execute 


execute 


execute 


execute 


execute 


execute 


execute 


Page 37/158 


Prompt 
config-if 
config-if 
exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 
cfg-pmap-c 
ads! 
config-auth 
config-FRF.5 
config-FRF.5 
config-FRF.8 
config-if 
config-if 
config-if 
config-if 
config-if 
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Bridging 
Bridging 
Admin 
Admin 
Basic IP 
Admin 
Admin 
VoATM 
VoIP 
WAN 
WAN 
Basic IP 
WAN 
Basic IP 
Admin 
Admin 
WAN 
WAN 
Admin 
Admin 
Admin 
Admin 
Basic IP 
WAN 
WAN 
WAN 
WAN 
WAN 
VoIP 
VoIP 
WAN 
WAN 
WAN 


26 
26 


116 
134 


133 
145 
145 
148 
56 
58 
37 
71 
80 
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CLI Prompt User Guide Page 

execute config-if WAN 82 
execute config-if WAN 83 
execute config-if WAN 83 
execute config-if WAN 102 
execute config-if WAN 106 
execute config-if WAN 120 
execute config-if WAN 121 
execute config-if WAN 125 
execute config-if WAN 129 
execute config-if WAN 144 
execute config-if WAN 144 
execute config-if WAN 145 
execute config-if WAN 145 
execute config-if WAN 147 
execute config-if WAN 147 
execute config-if-e1 WAN 33 
execute config-virt-ppp WAN 89 
execute config-virt-ppp WAN 92 
execute config-virt-ppp WAN 95 
execute config-virt-ppp WAN 124 
execute config-virt-ppp WAN 128 
execute dsl-group WAN 24 
execute gshdsl WAN 14 
execute ima WAN 32 
execute ipoa WAN 49 
execute ipoa WAN 49 
execute oaac-mthd1 Admin 123 
execute oaac-mthd3 Admin 128 
execute oaac-mthd3 Admin 128 
execute pvc Basic IP 86 
execute pvc Basic IP 86 
execute route-xot WAN 160 
execute stm1 WAN 44 
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CLI 
execute 
execute 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 


exit 
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Prompt 
voiceoa 

x25 packet 
aal5 

async 
backup-cause 
capture 
cas-r2 

cas-r2 

cas-r2 
cas-r2-profile 
cert-conf 
certificate 
cert-map 
cfg-update 
com-port-server 
conf-ctrl 
cont-if 

conf-if 

conf-if 
config-apc 
config-auth 
config-auth-client 
config-chk-list 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-dce 
config-dte 
config-ecfm 
config-if 
config-if 
config-if 
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VoATM 17 
WAN 157 
WAN 46 
WAN 168 
VoIP 106 
Admin 51 
VoIP 62 
VoIP 62 
VoIP 63 
VoIP 61 
Admin 94 
Admin 94 
Admin 96 
Admin 105 
WAN 179 
WAN 24 
WAN 69 
WAN 171 
WAN 172 
Bridging 57 
WAN 133 
WAN 133 
Admin 27 
Basic IP 87 
Basic IP 88 
Basic IP 89 
Basic IP 89 
WAN 78 
WAN 78 
Bridging 25 
Advanced IP 96 
Basic IP 111 
Bridging 55 
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CLI Prompt User Guide Page 
exit config-if Bridging 55 
exit config-if Bridging 55 
exit config-if Bridging 74 
exit config-if VoIP 56 
exit config-if VoIP 58 
exit config-if VoIP 62 
exit config-if VoIP 63 
exit config-if WAN 32 
exit config-if WAN 33 
exit config-if WAN 44 
exit config-if WAN 46 
exit config-if WAN 57 
exit config-if WAN 57 
exit config-if WAN 57 
exit config-if WAN 57 
exit config-if WAN 71 
exit config-if WAN 82 
exit config-if WAN 83 
exit config-if WAN 83 
exit config-if WAN 83 
exit config-if WAN 94 
exit config-if WAN 95 
exit config-if WAN 96 
exit config-if WAN 102 
exit config-if WAN 106 
exit config-if WAN 120 
exit config-if WAN 121 
exit config-if WAN 125 
exit config-if WAN 129 
exit config-if WAN 158 
exit config-if-e1 WAN 33 
exit config-isakmp Advanced IP 38 
exit config-keychain Advanced IP 56 
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exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 


exit 
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Prompt 
config-keychain-ke 
config-Ins 
config-management 
config-pmap 
config-proto 
config-proto 
config-pvc 
config-router-group 
config-router-xxx 
config-sg-radius 
configur 

configur 

configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
config-vprofile 
config-xconnect-qos-map 
conf-pll 

conf-ssid 

conf-ssid 

conf-ssid 

conf-ssid 
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Advanced IP 
Basic IP 
Admin 

Basic IP 
WAN 

WAN 

WAN 
Advanced IP 
Advanced IP 
Basic IP 
Admin 
Admin 
Admin 
Admin 
Advanced IP 
IBC 

IBC 

IBC 

VoIP 

VoIP 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 
Bridging 
Bridging 
WAN 
Bridging 
Bridging 
Bridging 
Bridging 


56 
41 
19 
90 
57 
57 
57 
67 
69 
118 
89 
90 
36 
66 
56 
88 
93 
111 
47 
133 
179 
89 
92 
95 
124 
128 
56 
85 
171 
46 
47 
47 
48 


CLI 

exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 


exit 
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Prompt 
conf-ssid 
conf-ssid 


conf-voice-route 
conf-voice-route 


crypto_ezvpn 
crypto-isakmp 


crypto-manual 
crypto-template 


dsl-group 
external-trunk 
full-number 


fw-addr-collect 


fw-alg-ftp 
fw-alg-tftp 
fw-filter 
fw-params 
fw-policy 
fw-service 
fw-zone-pair 
global-dir 
h323-gw 
h3823gw-altgk 
iax 

ibc 

ibc 

ibc 

ibc 

ibc 

ibc 
ibc-follow-me 
ibc-number 
ima 

index 
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Bridging 
Bridging 
VoIP 

VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

IBC 

IBC 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

IBC 

VoIP 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

WAN 

IBC 


48 
48 
48 
138 
32 
28 
26 
29 
24 
87 
74 
120 
121 
122 
116 
124 
117 
121 
118 
74 
84 
67 
86 
84 
87 
88 
93 
100 
111 
73 
73 
32 
93 


CLI 

exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 
exit 


exit 
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Prompt 
ip-acl-ext 
ip-acl-ext 
ip-acl-std 
ip-acl-std 
ip-acl-std 
ip-acl-std 

isdn 

isdn 

isdn 

isdn 

keypad 
lac-incoming 
num-plan-mgt 
oaac-mthd3 
out-call 
out-call 
out-call 
out-call-cellular 
out-call-edge 
out-call-modem 
ph_layer 
ph_layer 
physical-layer 
pots 

pots 

pots 
ppa-pm-cfg 
pppoe 
service-profil 
sipserv 
slb-vserver 
stm1 
sw-update 
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Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
VoIP 
VoIP 
WAN 
WAN 
IBC 
Basic IP 
VoIP 
Admin 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
VoIP 
VoIP 
VoIP 
Admin 
WAN 
VoIP 
VoIP 
Basic IP 
WAN 
Admin 


53 
54 
53 
69 
72 
88 
56 
58 
101 
171 
93 
47 
97 
128 
121 
125 
129 
129 
125 
121 
78 
168 
120 
48 
151 
168 
77 
95 
47 
136 
147 
44 
103 
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exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit 

exit-—all-—group 
exit-—all-group *30 ! exit all hunt groups 
exit-—group *30* ! exit hunt group 
exit-group <main number of group> 

external-trunk 

fair-queue [<number-of-dynamic-—queues> ..... 

fallback { enable | disable } 

fast-connect [start-h245 | no-start—-h245] [no-t38 | t38] 
fax-jitter <20..1000> 

fax-relay { none | passthrough | T38 } 

fax-relay { passthrough | t38 | t38orpassthrough ..... 
filename <path/name> 
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Prompt 
tar-res-update 
trunk 
trustpoint 
voice-global 
voice-global 
voice-global 
voice-global 
voice-port 
voice-port 
voice-route 
voice-route 
voice-route 
voip 

voip 

voip 

x121 

x25 

x25 packet 
x25-layer-3 
Xx-Call 
xx-call-mlppp 
ibc-number 
index 

index 
iobc-number 
ibc 
cfg-pmap-c 
out-call-modem 
voip 

voip 

voip 

voip 
cfg-backup 
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Admin 
IBC 
Admin 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
IBC 
IBC 
VoIP 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
IBC 
IBC 
IBC 
IBC 
IBC 
Basic IP 
WAN 
VoIP 
VoIP 
VoIP 
VoIP 
Admin 


104 
87 
98 
47 
97 

103 

133 
48 

168 
48 

106 

138 
84 
84 

137 

160 

158 

158 

171 

106 

105 
75 
91 
91 
75 
85 
93 

121 
89 
82 

153 
80 
27 
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filter { all | arp | rarp } [caplen <bytes>] 

filter { tcp | udp } ..... 

filter <filter-name> 

filter dot11 [<macaddrl1> [<macaddr2>]] ..... 

filter dot11 11:22:33:44:55:66 data 

filter dot11l exclude <type> <sub-type> 

filter dot11 exclude 0 8 

filter icmp [sre <src-address>] [dst <dest-address>] 


filter ip [sre <src-address>] [dst <dest-address>] ..... 


filter-for-history { all| failures| overthresold| none } 


filter-list <acl-name> { in | out } 

firewall <firewall-name> [max-connections <max-cnx>] 
firewall display-filter <filter-name> 

firewall zone <zone-name> 

firmware-alternate <0-1> 
first—forward-to-—voicemail *84*0 ! first 
fixed-media-port 

fixed-—media-port 

fixed-slot <0Q-15> 

flash-relay { sip-info | in-band } 

flow-control { none | hardware | xon-xoff | both } 
flow-control { none | hardware } 

follow-me 

follow-me 

force-bearer-cap { speech-a | speech-u ..... 
force-clir <presentation code> <screening code> 
force-clir <presentation-code> <screening-code> 
force-numplan <numplan 0-127> { called | calling } 
force-prack [no-additional-offer] 

force-rec—inband 

force-ringing <nbr> 

force-tx—-inband 


fork-stop { cancel | no-cancel } 
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Prompt 

capture 

capture 

firewall 

capture 

capture 

capture 

capture 

capture 

capture 

conf-rtr 
config-router-xxx 
configure 

exec 

config-if 
config-if 

index 

h3823gw 
h3823gw 
config-if-qosclass 
voip 

async 
com-port-server 
ibc-number 
ibc-number 
conf-voice-route 
conf-voice-route 
voice-port 
conf-voice-route 
voip 

voip 

trunk 

voip 

voip 
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Admin 
Admin 
Advanced IP 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

IBC 

VoIP 

VoIP 
Bridging 
VoIP 

WAN 

WAN 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

IBC 

VoIP 

VoIP 


50 
50 
116 
50 
50 
50 
50 
50 
50 
81 
76 
115 
127 
115 
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forwarded-call 
forwarded-call { enabled | disabled } 


forward-to-voicemail { first | last } 
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forward-to-voicemail { first | last } 
fragment <16..1600> 
fragmentation-threshold <256-2346> 


frame relay interface-dlci <dlci-number> switched 


frame relay interface-dlci <dlci-number> switched 


frame relay interface-dlci <dlci-number> switched 
frame-length { 32 | 64 | 128 | 256 } 
frame-length { 32 | 64 | 128 | 256 } 


frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 
frame-relay 


frame-relay 


framing 
framing 


framing 


framing 
framing 


framing 


class <map-class-—name> 


interface-dlci <dlci-value> 


interface-queue priority [<1..255> <1..255> 


keepalive <5-30> 


1lmi-mode { uni | nui | nni | none } 


1imi-n391dte 
1mi-n392dce 
1imi-n392dte 
1lmi-n393dce 
1imi-n393dte 


<1-255> 
<1-10> 
<1-10> 
<1-10> 
<1-10> 


imi-norm { q933 | ansi } 
framing { CLRCH | G991 | DLCC | GENERIC } 


{ nil | ddf | mff-crc4 | mff-crc4-ext } 
{ nil | ddf | mff-crc4 | mff-crc4-ext } 
{ nil | £4 | £12 | esf | esf-crc6 | esf-crc6-jt 
framing { nil| £4| £12| esf| esf-crc6| esf-crc6-jt| £72 
{ none | df | mf | emf | sf | esf | auto-detect 
{ none | df | mf | emf | sf | esf | auto-detect 
{ 


none | df | mf | emf | sf | esf | auto-detect 


frequency <time-in-s:0-604800> 


frequency <time-in-s> 


frequency .... 
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Prompt 
ibc-number 
profile 
ibc-number 
profile 
config-map-class 
config-if 
config-if 
config-if 
config-if 
config-ima 
ima 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
sds 
config-e1 
ph-layer-e1 
ph-layer-t1 
config-t1 
config-if 
config-if 
config-if 
conf-rtr 
ppa-pm-cfg 
user-tone 


User Guide Page 


IBC 
IBC 
IBC 
IBC 
WAN 
Bridging 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
VoATM 
VoIP 
WAN 
Admin 
Admin 
VoIP 


72 
98 
72 
98 
83 
50 
144 
145 
147 
35 
17 
83 
83 
83 
82 
82 
82 
82 
82 
82 
82 
82 
41 
35 
79 
80 
36 
15 
57 
101 
79 
77 
40 
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CLI Prompt User Guide Page 
frequency .... user-tone VoIP 151 
ftp { <ipv4-address> | <ipv6é-address> | <name> [ipv4|ipv6] } ..... exec Admin 44 
ftp 200.13.0.1 exec Admin 44 
full-number <1-20 digits> global-dir IBC 74 
fxo-country { Australia | Austria | Belgium | Denmark ..... voice-port VoIP 45 
fxo-ringing-timeout <1-30sec> voice-port VoIP 44 
fxs—-call-waiting-timer <1..180: default 45 seconds> voice-port VoIP 47 
fxs-power-timeout init <hh:mm:ss> down <hh:mm:ss> ..... voice-port VoIP 45 
gl <signal> <MF-tone:0..15;0=none> cas-r2-profile VoIP 60 
gl caller-ani-is-restricted <0..15:default 12> cas-r2-profile VoIP 60 
gl no-more-ani-available <0..15:default 15> cas-r2-profile VoIP 60 
gl no-more-dnis-available <0..15:default 15> cas-r2-profile VoIP 60 
g2 <signal> <MF-tone:0..15;0=none> cas-r2-profile VoIP 60 
g2 collect-call <0..15:default 0> cas-r2-profile VoIP 60 
g2 international-priority-subscriber <0..15:def.9> cas-r2-profile VoIP 60 
g2 international-subscriber <0..15:default 7> cas-r2-profile VoIP 60 
g2 national-priority-subscriber <0..15:default 2> cas-r2-profile VoIP 60 
g2 national-subscriber <0..15:default 1> cas-r2-profile VoIP 60 
g703-g704—-interface config-if WAN 79 
g729-dynamic voip VoIP 80 
ga <signal> <MF-tone:0..15;0=none> cas-r2-profile VoIP 60 
ga address-complete-charge-setup <0..15:default 6> cas-r2-profile VoIP 61 
ga network-congestion <0..15:default 4> cas-r2-profile VoIP 61 
ga request-all-dnis-again <0..15:default 0> cas-r2-profile VoIP 61 
ga request-category <0..15:default 5> cas-r2-profile VoIP 61 
ga request-categoty—and-change-to-ge <0..15:def.0> cas-r2-profile VoIP 61 
ga request-change to g2 <0..15:default 3> cas-r2-profile VoIP 61 
ga request-dnis-1 <0..15:default 2> cas-r2-profile VoIP 61 
ga request-—dnis-2 <0..15:default 7> cas-r2-profile VoIP 61 
ga request-—dnis-3 <0..15:default 8> cas-r2-profile VoIP 61 
ga request-next-ani-digit <0..15:default 5> cas-r2-profile VoIP 61 
ga request-next-dnis-digit <0..15:default 1> cas-r2-profile VoIP 60 
gatekeeper [id <gatekeeper-identifier>] ..... h323gw VoIP 66 
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CLI 
gatekeeper { optional | Mandatory } 
gateway-selection { backup | random } 


gb <signal> <MF-tone:0..15; 0=none> 








gb accept-—call-no-charge <0..15:default 7> 
gb accept-call-with-charge <0..15:default 6> 
gb busy-number <0..15:default 3> 
gb line-out-of-order <0..15:default 8> 
gb network-congestion <0..15:default 4> 
gb number-changed <0..15:default 0> 
gb reject-collect-—call <0..15:default 0> 
gb special—info-tone <0..15:default 2> 
gb unallocated-number <0..15:default 5> 
ge <signal> <MF-tone:0..15; 0=none> 
gc request-—change-to-g2 <0..15:default 0O> 
gc request—next-—ani-digit <0..15:default 0> 


gc request—next-—dnis-—digit-—and-change-to-ga ..... 
global-directory 

group {1 | 2 | 5} 

group <1..10> ts <list> profile <index> [mode {first |last}] 
group <group-name> key <group-key> 

group-address <IP address or hostname> 

gshds1l 

gshds1l 

gshdsl-link { <0..3> | <0..7> } 

gw-address {implicit | autoconfig} 

gw-address autoconfig 

gw-address implicit 

gw-id <identifier> 

gw-interface <IP interface> 

gw-interface <source-interface> <unit> ..... 
gw-interface <source-interface> <unit> [intrusive ..... 
gw-interface ATM 0.1 


gw-interface—bw-ctrl 
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Prompt 

voip 

x121 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
cas-r2-profile 
ibc-user-config 
config-isakmp 
cas-r2 
crypto_ezvpn 
rtp-clock 
config-if 

ima 

ima 

h3823gw 
h3823gw 
h3823gw 
mgcpgw 
mgcpgw 
h3823gw 
sipgw 
mgcpgw 
h3823gw 


User Guide Page 


VoIP 
WAN 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
IBC 
Advanced IP 
VoIP 
Advanced IP 
VoIP 
WAN 
WAN 
WAN 
VoIP 
Admin 
Admin 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 


89 
160 
61 
61 
61 
61 
61 
61 
61 
61 
61 
61 
61 
61 
61 
61 
74 
38 
63 
32 
168 
13 
18 
18 
66 
124 
124 
152 
152 
66 
71 
152 
144 
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CLI Prompt User Guide Page 
gw-interface-bw-ctrl h323gw VoIP 145 
gw-interface-bw-ctrl sipgw VoIP 144 
gw-interface-bw-ctrl sipgw VoIP 145 
gw-ip-address { <IP-address>|<host-name> }[:<port>] voip VoIP 89 
gw-ip-address <IP-address>[:<port>] [via <IP-address>] voip VoIP 85 
gw-prefix <number> h323gw VoIP 68 
h235-authentication <username> <password> [<type>] h323gw VoIP 69 
h245-response-timeout <1-300> h3823gw VoIP 69 
h245-tunnel voip VoIP 90 
h323-gateway configure IBC 84 
h323-gateway configure VoIP 66 
h323-gateway configure VoIP 144 
h323-gateway configure VoIP 145 
h323-id <string> h3823gw VoIP 67 
handover { enable | disable } ibc-number IBC 75 
hardware-address <MAC-address> ethernet dhcp-config Basic IP 114 
hash { md5 | shal } config-isakmp Advanced IP 37 
haul { short | long } config-pri WAN 35 
header { short | long } xx-Call-mlppp WAN 105 
hic <0..4095> x25 packet WAN 154 
hic <0..4095> x25-layer-3 WAN 171 
hoc <0..4095> x25 packet WAN 154 
hoc <0..4095> x25-layer-3 WAN 171 
hops-of-statistics-kept <number-of-hops:1-20> conf-rtr Admin 82 
host <ip-address> dhcp-config Basic IP 114 
host <ip-address> dhcp-config Basic IP 114 
hostname <newname: string 1..64> exec Admin 12 
hours-of-statistics—-kept <number-of-hours:0-25> conf-rtr Admin 82 
how system statistics isdn-connections exec WAN 109 
hte <0..4095> x25 packet WAN 154 
hte <0..4095> x25-layer-3 WAN 171 
http-get-extra-parameters 1 auto-update Admin 103 
http-server { enabled [<path>] | disabled } configure Admin 85 
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CLI Prompt User Guide Page 
http-server acl <acl-name> configure Admin 86 
http-server bind <interface> <unit> configure Admin 86 
http-server bind any configure Admin 86 
http-server enabled <path> allow-web-users-only configure Admin 86 
http-server enabled device-—mode configure Admin 87 
http-server protocol { http-and-https | http-only ..... configure Admin 85 
http-server timeout { default | <10-100000> } configure Admin 87 
http-server user add <username> <password> <access-level> ..... configure Admin 86 
http-server user delete <username> configure Admin 86 
http-server vrf <vrf-name> configure Admin 86 
http-server wcf access-level assign ..... configure Admin 88 
http-server wcf access-level default <default-level> configure Admin 88 
http-server wef access-level default 15 configure Admin 88 
http-server wcf access-level delete ..... configure Admin 88 
http-server wef access-level reload configure Admin 88 
http-server wcf cli-exec-level { <10-15> | http-user } configure Admin 87 
http-server wcf download deny configure Admin 89 
http-server wcf download path <path-1> [max-size <size>] ..... configure Admin 89 
http-server wcf download path <path-n> [max-size <size>] ..... configure Admin 89 
http-server wcf download permit configure Admin 89 
http-server wcf exec-web-cli [<path>] configure Admin 87 
http-server wcf parse { running-config | saved-config } configure Admin 87 
http-server wcf simulation-—mode configure Admin 90 
http-server wcf upload deny configure Admin 89 
http-server wcf upload path <path-1> [max-size <size>] ..... configure Admin 90 
http-server wcf upload path <path-n> [max-size <size>] ..... configure Admin 90 
http-server wcf upload permit configure Admin 90 
hunting-group <group-id> [<priority>] profile IBC 98 
hunting-group <hunt-group-id 1-10> [<priority: 1-10>] index IBC 103 
hunting-mode { simultaneous | cyclic | priority } [<timeout>] index IBC 104 
hw-port 0 com-port-server WAN 178 
iax interface <type>.<unit> ibc IBC 87 
iax interface any ibc IBC 87 
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CLI 


iax port <0-65535> 
iax register expire <0-4294967295> 


ibe auto-provisioning renew-password 


Index of CLI of OneOS User Guides (EDITION 10) 


ibe dial <called-number> <calling-number> 
ibe load <ftp://<user>:<password>@<host>/path/ibc_tl.tar> 


ibc load <url> 


ibc load <url> moh [max-size <size>] 


ibc load <url> rbmsg { trunk | personal } <number> [max-size <size>] 


ibe load <url> vm type { name | unavailable | busy | temp } <number> ..... 


ibc reset-—phone-password <main-number> 


ibc reset-service simultaneous-ring 


ibc reset-web-password <main-number> 


ibc save { all | database | database-only [include <file>] ..... 


ibe unload { all | database | custom-database | system ..... 


ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 
ibc-service 


ibc-service 


ibc-user-configuration 


ibc-user-—configuration 
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Prompt 
ibc 

ibc 

exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
exec 
exec 


User Guide Page 


IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 


87 
88 
100 
108 
81 
81 
82 
82 
82 
111 
111 
111 
81 
81 
84 
85 
87 
88 
95 
96 
96 
99 
99 
99 
100 
102 
102 
105 
108 
111 
114 
67 
68 


CLI 

ibc-user-—configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-—configuration 
ibc-user-configuration 
ibc-user-configuration 
ibc-user-configuration 


ibc-user-—configuration 
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Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
eXec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 


User Guide Page 


IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 
IBC 


68 
68 
68 
69 
69 
69 
69 
69 
69 
70 
70 
70 
70 
70 
71 
71 
71 
71 
73 
73 
73 
73 
74 
74 
74 
74 
74 
75 
75 
75 
75 
76 
76 
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CLI Prompt User Guide Page 
ibc-user-—configuration exec IBC 106 
ibc-user-configuration exec IBC 107 
ibc-user-—configuration exec IBC 108 
ibc-user-—configuration exec IBC 108 
ibc-user-—configuration exec IBC 108 
ibc-user-configuration exec IBC 108 
ibc-user-configuration exec IBC 109 
ibc-user-configuration exec IBC 109 
ibc-user-—configuration exec IBC 109 
ibc-user-configuration exec IBC 109 
ibc-user-—configuration exec IBC 109 
icmp timeout <timeout> fw-params Advanced IP = 123 
ie-channel { first-message-only | all-message } isdn VoIP 54 
ie-display [called-name | calling-name] isdn VoIP 54 
ie-uui [service { 1 | 2 | 3 | 182 | 1&3 | 2&3 | 1to03 }] voice-port VoIP 42 
ie-uui [service { 1 | 2 | 3 | 182 | 1&3 | 2&3 | 1to03 }] voip VoIP 83 
ima config-if WAN 17 
ima config-if WAN 32 
ima config-if WAN 34 
immediate-accept cas-r2-profile VoIP 60 
impedance { zetsi | 600 | zbt3 | 600r | 600c | 900r ..... voice-port VoIP 45 
implicit-channel-act { yes | no } vmoa VoATM 18 
implicit-channel-act { yes | no } vioa VoATM 19 
implicit-routing { pots | pots-—group | voice-group ..... voip VoIP 82 
implicit-routing { pots | pots-group | voip | voip-group ..... pots VoIP 64 
import ca [purpose isakmp] certificate Admin 95 
import certificate [purpose isakmp] certificate Admin 95 
import pem [purpose https] certificate Admin 95 
import pkcs12 <key> [purpose isakmp] certificate Admin 95 
inactivity b-channel <0. .3600> config-if WAN 102 
inarp client ipoa WAN 49 
inarp no ipoa WAN 49 
incoming call [<name>] config-if WAN 103 
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CLI 
index { <idx> | 0 } 
index <id> 


index 1 


index-url http://<path>/<config-version> [serial-number <suffix>] 


index-url http://<path>/<software-version> [current-sw-version <suffix>] 


index-url http://<path>/<tar-version> [current-sw-version <suffix>] 





init-from <standard-profile-number> 
initial-check-delay <seconds> 

initial-ring <10-2000> 

initial-ring <10-2000> 

initiate-to ip <lns-ip> [backup] 

input-command { off | on | std } { tx | no-tx } 
input-gain <gain: -12..+12 dBm; default: 0 no gain> 
input-gain <gain> 

input-gain <gain> 

insert <index> 

insert 1 

insert-calling <number 0-35> [type <type value>] ..... 
insert-—calling-number <number> 

insert—non-isdn-PI 

insert-prefix <prefix 0-35> [cealling | called] 
insert-suffix <suffix 0-35> [calling | called] 
inservice 

inservice 

inspection 

install-—phone we 

install-profile 
install-profile <1-10> 
intercept-call 
inter-digit <50 to 1000 ms> 
inter-digit <50-1000 ms> 


*A2 ! pickup forwarded call 


interface { atm 0.<id> | serial 0.<id> } 


interface { bri | pri } <slot>/<port> 
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Prompt 
pv-number 
pv-number 
keypad 
cfg-update 
sw-update 
tar-res-update 
x3-pad 
watch-routes 
voice-port 
voice-port 
config-l2tp-group 
config-if 
voice-port 
voice-port 
voice-port 
voice-route 
voice-route 
conf-voice-route 
pots 

isdn 
conf-voice-route 
conf-voice-route 
slb-real-serv 
slb-vserver 
firewall 

index 

ibc 

index 

index 
voice-port 
voice-port 
configure 
configure 


User Guide Page 


IBC 

IBC 

IBC 
Admin 
Admin 
Admin 
WAN 
WAN 
VoIP 
VoIP 
Basic IP 
VoATM 
VoIP 
VoATM 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
Basic IP 
Basic IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 
VoIP 
VoIP 
WAN 
WAN 


102 
108 
88 
104 
103 
104 
166 
140 
43 
151 
46 
15 
38 
14 
150 
98 
98 
102 
64 
54 
102 
102 
146 
147 
118 
88 
96 
104 
92 
151 
40 
120 
100 


CLI 

interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 


interface 


{ 
{ 
{ 
{ 
{ 
{ 
{ 
{ 
{ 
{ 
{ 
{ 


{ 
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bri | pri } <slot>/<port> 


bvi <id> ..... 


ethernet | fastethernet | gigabitethernet ..... 


ethernet <slot>/<port>.<sub-interface> ..... 
ethernet <slot>/<port>[.<if-id>] ..... 
fastethernet | gigabitethernet} <module/port> 
fastethernet | gigabitethernet} <module/port> 
fastethernet | gigabitethernet} <module/port> 


fastethernet <slot>/<port> ..... 


fastethernet <slot>/<port>.<sub-interface> .... 


fastEthernet <x>/<y> | bvi <id> | .. } 
isdn <slot>/<port>.<id> ..... 


isdn-dialer | pstn } <slot>/<port>.<cnx-id> 


<ifname> <unit> 


<interface> 


Ke Be Reo UR OND BK. BNO BR BRO BE BR OD BROOD BOB BR BH 


type> <slot>/<port>[.<vlan-if>] 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 
type> <unit> 


type> <unit> 





type> <unit> 








type> <unit> 
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Prompt 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
sipserv 


config-auth-client 


configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


WAN 
Bridging 
Basic IP 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
VoIP 

WAN 

WAN 
Advanced IP 
Basic IP 
WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


102 
76 
11 
68 
75 
10 
10 
10 
69 
68 
136 
133 
138 
96 
113 
94 
14 
52 
56 
56 
56 
59 
101 
102 
17 
17 
55 
69 
70 
70 
71 
71 
71 


CLI 

interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 
interface 


interface 


type> 
type> 
type> 
type> 
type> 
type> 
type> 
type>. 


adsl <i 


< 
< 
< 
< 
< 
< 
< 
< 








Index of CLI of OneOS User Guides (EDITION 10) 


<unit> 
<unit> 
<unit> 
<unit> 
<unit> 
<unit> 


<unit> 





<unit> 


f-number> 


atm <atm-if> 


atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <in 
atm <ph 


atm <po 


atm <port-number 0-4>.<sub-interface 1-255> 


atm 0 
atm 0 
atm 0.< 
atm 0.< 


atm-aal 


atm-aal5 <port 0..4>.<sub-interface 1..255> 


bri <sl 
bri 5/< 
bvi <1. 


bvi <id 


dex1>.<index2> 
terface number> 
terface>.<subinterface> 
terface>.<subinterface> 
terface>.<subinterface> 
terface-number> 
terface-number> 
terface-number> 


terface-number> 





terface-number> 
ysical>.<sub-interface> 


rt number> 


id> 
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5 <0-3>.<1-255> 
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international-number-displayed-format { international ..... 
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international-numplan 
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invite-method-timeout <seconds> 

invite-response-timer <duration 10-50s> 
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ip access-group test out 
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ip access-list resequence <acl-name> [<1-100000>] 

ip access-list standard <acl-name: 1-150 char> 

ip access-list standard <acl-name: 1-150> 

ip access-list standard <acl-name: 1-150> 

ip access-list standard qos_acl 


ip accounting 
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accounting-list <acl-—name> 
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address { <a.b.c.d> <mask> [secondary] 
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b 
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dhcp | 


<address> [<mask>] 


<ip> <mask> 
<ip> <mask> 
<ip-address> 
<ip-address> 
<ip-address> 
<ip-address> 


<ip-address> 


0.0.0 


access-list <acl-name> { permit | deny } 


-d> <mask> [secondary] 
-d> <mask> [secondary] 
<mask> [secondary] 
-d> <mask> [secondary] 


-d> <mask> [secondary] 


dhcp 
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<ip-address> <netmask> } 


[secondary] 


<ip address> <subnet mask> 


[<mask>] 
[<mask>] 
[<netmask>] [secondary] 
[<network-mask>] 


[<network-mask>] 


<source-ip-addr> 
O. 
dhcp [client-id <cliid>] 


[hostname <hostname>] 


dhcp client-id <ethernet-interface> <unit> 


pool <pool-name> 


broadcast—address <ip-address> 


community-list <commun-list-number> { permit | deny } 


dhcp 
dhcp 
dhcp 
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[vrft 


<vrf-name>] 
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<vrf-name>] 
<vrf-name>] 


<vrf-name>] 


client broadcast-—flag 
excluded-address <start-—address> 
relay dhcp-relay <ip-address> .. 
relay information option 

relay information option ..... 


relay smart-relay 


Page 60/158 


Prompt 
config-if 
configure 
configure 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
ipoa 
config-if 
config-if 
config-if 
pppoa 
config-if 
config-virt-ppp 
config-virt-ppp 
route-xot 
config-virt-ppp 
config-if 
config-if 
config-if 
configure 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


Basic IP 
Basic IP 
Basic IP 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
WAN 
Basic IP 
Bridging 
WAN 
WAN 
Basic IP 
WAN 
WAN 
WAN 
WAN 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Basic IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


63 
63 
63 
46 
47 
47 
48 
48 
48 
74 
69 
49 
34 
55 
83 
50 
17 
88 
91 
159 
91 
111 
111 
113 
76 
17 
75 
112 
114 
118 
119 
119 
118 


CLI 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 
ip 


Index of CLI of OneOS User Guides (EDITION 10) 


dhcp client ignore-default-—route 
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dhcp client user-class-id <user-class-—id> 


dhcp database <url> [<update-interval>] 


dhcp pool 
dhcp pool 
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<pool-name> 
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<pool-name> 


dhcp relay dhcp-server <ip-address> 


dhcp vendorid <vendor-id> 


dhcp vendorid <vendor-id> standard 


directed-broadcast [<acl-name>] 
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domain-name <domain-name> [vrf <vrf-name>] 
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dyndns dyndns [dynamic | static | custom] 


dyndns eurodyndns [dynamic | static | custom] 


dyndns hosting <namel> [<name2> [<name3>]] 


dyndns interface <type> <unit> 


dyndns no-ip 
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ip dyndns wildcard { on | off } configure Basic IP 124 
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ip fragment default contig-if Basic IP 54 
ip fragment frag-list <1-255> configure Basic IP 54 
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ip ftp source-interface <source-interface> <unit> configure Admin 44 
ip helper address <A.B.C.D> config-if Basic IP 119 
ip helper-address <A.B.C.D> config-if Basic IP 22 
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ip icmp rate-limit unreachable [<1-4294967295>] configure Basic IP 20 
ip icmp redirect configure Basic IP 20 
ip igmp acces-group <name> contig-if Advanced IP 108 
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ip igmp version 2 config-if Advanced IP 107 
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inspect per-host address <A.B.C.D> max-sessions <5-10000> 


inspect per-host half-open [<5-100000>] 


inspect per-host max-sessions [<5-10000>] 


inspect port-timeout { tcp | udp } { <protocol-name> ... 


inspect stateful 

inspect tcp finrst-time <seconds> 

inspect tcp idle-time <seconds> 

inspect tcp synwait-time <seconds> 

inspect udp <seconds> 

irdp enable 

irdp holdtime <0-9000> 

irdp maxadvertinterval <4-1800> 

irdp minadvertinterval <3-1800> 

irdp multicast 

irdp preference <-2147483648 ... 2147483647> 

led track-interface <interface-type> <unit> 
load-sharing [vrf <vrf-name>] { per-destination ..... 
local [vrf <vrf-name>] policy-route-map <name> 
local access-list <aclname> { in | out } [<interface>] 
local pool <pool-name> <lowest-ip-address> ..... 
mroute <source-address> <mask> [<rpf-address> ..... 
mtu <bytes> 

multicast boundary <access-list> [in|out] 

multicast route-limit <limit> [<threshold>] 
multicast ttl-threshold <ttl-value> 
multicast-—routing 

nmame-server <dns-addressl> [<dns-address2>] ..... 
name-server 127.0.0.1 [vrf <vrf-name>] 

name-server timeout { 4 | 12 | 18 | 42 | 90..... 
nat inside bypass-list <acl-name> 

nat inside overload 


nat inside overload [user-list <acl-name>] 


nat inside pool <name> <start-address> <end-address> ... 
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outside pool <name> <start-address> <end-address> 


per-host [max-sessions <5-100000>] 


per-host address <A.B.C.D> max-sessions <5-100000> 


reserve-port <local-port-number> {tcp | udp} 
reserve-port range <start> <end> {tcp | udp} 
service sip udp [<port_number>] 


static <inside-local> { <inside-global> | self } 


static-ip <protocol> <inside-local-address> ..... 


static-napt {tcp | udp} <inside-local-address> .. 


static-napt port-range { tcp | udp } ..... 


static-napt tcp <local-address> <local-port> .... 


static-napt tcp <local-address> <local-port> .... 


translation dns-timeout <seconds> 
translation finrst-timeout <seconds> 
translation icmp-timeout <seconds> 
translation max-sessions <100-100000> 
translation others-timeout <seconds> 
translation port-timeout tcp <port nb> <seconds> 
translation port-timeout udp <port nb> <seconds> 
translation tcp-timeout <seconds> 
translation udp-timeout <seconds> 
two-way [restricted] 

authentication { message—digest | null } 
authentication-key <password> 

cost <cost> 

dead-interval <seconds> 

hello-interval <seconds> 

message-—digest-key <keyid> md5 <key> 
mtu-ignore 

network { point-to-point | broadcast ..... 
priority <0-255> 

retransmit-—interval <seconds> 


bsr-candidate <interface> ..... 
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pim register-source <interface> 
pim rp-address <ip-address> ..... 
pim rp-candidate <interface> ..... 
pim sparse-mode 

pim spt-threshold <rate-in-kbps> 


pkt-interceptor <if-type> <number/sub-if>[.index] 


pmtu 

policy-routing <routemap> 

prefix-list <list-—name> { deny | permit } ..... 
prefix-list foo deny 128.0.0.0/8 ge 24 le 24 
proxy-arp 

remote <ip-address> 

rip authentication key-chain <key-chain-name> 
rip metric <offset> 

rip receive version <1-2> 

rip send version <1-2> 

route ::/0 { <gateway> | <type> <unit> } 

route [vrf <name>] 0.0.0.0 0.0.0.0 <gateway> 
route [vrf <vrf-name>] <destination> <netmask> 


route <network> <mask> <ifname> <unit> ..... 





route <network> <mask> <next-—hop-neighbor-ip> 
route static bfd <ifname> <unit> <neighbor-ip> 
route-—cache 

routing 

slb serverfarm <farm-name> 

slb vserver vserverl 

source-route 

ssh auth-retries <retries> 

ssh auth-timeout <5-120> 

ssh disable 

ssh enable 

ssh max-session-channels <1-10> 


ssh max-sessions <1-5> 
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Prompt 

configure 
configure 
configure 
config-if 

configure 
configure 


config-l2tp-group 


config-if 
configure 
configure 
config-if 
ipoa 
config-if 
config-if 
config-if 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configuration 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 

Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Basic IP 
WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 


102 
101 
101 
101 
102 
52 
47 
106 
57 
58 
23 
49 
56 
59 
56 
56 
15 
18 
18 
96 
96 
96 
20 
18 
146 
147 
20 
47 
47 
47 
47 
48 
48 
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CLI Prompt User Guide Page 
ip ssh timeout <120-4294967295> configure Admin 47 
ip tcp adjust-mss { <bytes> | auto } contig-if Basic IP 22 
ip tcp adjust-mss <length> config-if Basic IP 48 
ip tcp keepalive retries <0-20> configure Basic IP 21 
ip tcp keepalive timeout <1-3600> configure Basic IP 21 
ip tcp syn initial-timeout <2-64 even> configure Basic IP 21 
ip tcp syn retries <1-10> configure Basic IP 21 
ip tftp source-interface <source-interface> <unit> configure Admin 43 
ip tos config-l2tp-group Basic IP 47 
ip unnumbered <interface-type> <unit> config-if Basic IP 34 
ip unnumbered <interface-type> <unit> config-virt-ppp WAN 88 
ip unnumbered <interface-type> <unit> config-virt-ppp WAN 91 
ip unnumbered <interface-type> <unit> pppoa WAN 50 
ip unnumbered <interface-type> <unit> route-xot WAN 159 
ip unreachables config-if Basic IP 20 
ip verify reverse-path contig-if Basic IP 54 
ip vrf <vrf-name> configure Basic IP 17 
ip vrf forwarding <vrf-name> config-if Basic IP 17 
ip vrf forwarding <vrf-name> config-sg-radius Admin 68 
ip vrf forwarding <vrf-name> config-sg-tacacs Admin 68 
ipep { static | dynamic | no } config-virt-ppp WAN 87 
ipep { static | dynamic | no } config-virt-ppp WAN 91 
ipep { static | dynamic } pppoa WAN 50 
ipcep dns-accept config-virt-ppp WAN 88 
ipcp dns-accept config-virt-ppp WAN 95 
ipcep dns-accept config-virt-ppp WAN 124 
ipcp dns-accept config-virt-ppp WAN 128 
ipcp dns-accept pppoa WAN 50 
ipcp mask-request config-virt-ppp WAN 87 
ipcp mask-request pppoa WAN 50 
ips { 16 | 32 | 64 | 128 | 256 | 512 | 1024 } x25 packet WAN 157 
ips { 16 | 32 | 64 | 128 | 256 | 512 | 1024 } x25-layer-3 WAN 171 
ipv6 access-group <ipv6-acl-name> { in | out } config-if Advanced IP 52 
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ipv6 acces 
ipv6 addre 
ipv6 addre 
ipv6 addre 
ipv6 addre 
ipv6 route 
ipv6 route 
ipv6 route 
ipv6 route 
ipv6 unica 
isdn 

isdn 

isdn 

isdn 

isdn test 
isdn-relea 
isdn-rever 
isdn-ringb 


isdn-setup 
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s-list <acl-name> 

ss <X:X:X::X> link-local 

ss autoconfig 

ss prefix <ipv6-address>/<prefix-len> 

ss prefix <X:X:X:X:X:X>/<0-128> 
<ipvé-address-prefix> { <gateway> ..... 
<network> <mask> <ifname> <unit> ..... 
<network> <mask> <next—hop-neighbor-ip> 
static bfd <ifname> <unit> <neighbor-ip> 


st-routing 


call <el64-nbr> 
se-tone 
se-ringback-tone 
ack—tone 
ack-inband 


issuer-name { co | nc | eq | ne } <string> 


jitter <20 
jitter <20 
jitter <bu 
jitter <bu 
jitter <le 


.. 1000 ms> 

. .1000> 
ffer-length-in-milliseconds> 
ffer-length-in-milliseconds> 


nght_in_ms> 


jitter-compensation { fixed | adaptive } 


keepalive 
keep-alive 
keepalive 
keepalive 
keepalive 
keepalive 


keepalive 


[ <period-in-seconds> [ <number-of-retries> ] ] 
<timer:0..3600> [retry <1..100>] 

<timer:0-3600> [retry <1-100>] 

frequency <15-1200> 


retries <2-60> 
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Prompt 
configure 
config-if-vrrp 
config-if 
config-if 
config-if-vrrp 
configure 
configure 
configure 
configure 
configure 
conf-if 
config-if 
config-if 
config-if 
exec 
voice-port 
voice-port 
voice-port 
voice-port 
cert-map 
voip 

voip 
vmoa 
vioa 
config-if 
voip 
config-apc 
mgcpgw 
config-if 
pppoa 


config-virt-ppp 


config-apc 
config-apc 
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Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

VoIP 

VoIP 

WAN 

WAN 

VoIP 

VoIP 

VoIP 

VoIP 

Admin 

VoIP 

VoIP 
VoATM 
VoATM 
VoATM 
VoIP 
Bridging 
VoIP 

Basic IP 
WAN 

WAN 
Bridging 
Bridging 


51 
132 
14 
14 
132 
15 
96 
96 
96 
15 
170 
55 
57 
100 
116 
42 
41 
41 
42 
96 
154 
82 
18 
19 
16 
82 
57 
152 
36 
51 
93 
57 
57 


CLI 

keepalive-period <1..3600> 
keep-alive-timer <10..600 seconds> 
keepalive-tries <1..10> 

key { rsa-1024 | rsa-512 } 

key <crypto-key> [0|3] 

key <key-id> 

key chain <key-chain-name> 
keypad { <0-9> | # | * } 
keypad-profile 

key-string <key-string> 
key-usage server-authentication 
key-value <slot> <key-string> 
k-window <1..128> 


k-window <1..128> 


k-window <1..128> (default 


1l2cp <profile-name> 
12cp-profile <profile-name> 
12tp enable 

12tp enable 

12tp hidden 

12tp hidden 

12tp sequencing 

12tp sequencing 

12tp session-limit <1-300> 
12tp tunnel authentication 
12tp tunnel authentication 
12tp tunnel hello <interval> 
12tp tunnel hello <interval> 


12tp tunnel inactivity timeout <interval> 


12tp tunnel inactivity timeout <interval> 


12tp tunnel password <password> 


12tp tunnel password <password> 


12tp tunnel receive-window <number-of-packets> 
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Prompt 

x121 

mgcpgw 

x121 

cert-conf 
crypto_group 
config-keychain 
configure 
receptionist/x 

ibc 
config-keychain-ke 
cert-conf 
config-if 

isdn 

isdn 

conf-pll 

config-if 
configure 
configure 
configure 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
configure 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 


User Guide Page 


WAN 160 
VoIP 152 
WAN 160 
Admin 93 


Advanced IP 34 
Advanced IP 56 
Advanced IP 56 


IBC 107 
IBC 88 
Advanced IP 56 
Admin 93 
Bridging 48 
VoIP 53 
WAN 101 
WAN 170 
Bridging 88 
Bridging 87 
Basic IP A 
Basic IP 46 
Basic IP 42 
Basic IP 46 
Basic IP 42 
Basic IP 47 
Basic IP 4 
Basic IP 4 
Basic IP 46 
Basic IP 42 
Basic IP 47 
Basic IP 42 
Basic IP 47 
Basic IP A 
Basic IP 46 
Basic IP 42 


CLI 

12tp tunnel 
12tp tunnel 
12tp tunnel 
12tp tunnel 
12tp tunnel 


12tp-group <group-name> 


12tp-group <group-name> 


receive-window <number-of-packets> 


retransmit 
retransmit 
retransmit 


retransmit 


12tp-group default 
13-power-mode { disabled | enabled } 


lac-incoming 


retries 
retries 
timeout 


timeout 
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<retries> 
<retries> 
max <interval> 


max <interval> 


language { en | es | fr | pl | ru | reset } 


language { reset | en 


lapb { dte | dce 
layerl-emulation 
layerl-emulation 


layer2-emulation 


} 
{ 
{ 
{ 


layer2-emulation { te 


es | fr | pl | ru } 


ldap-server address { <interface> | any } 


ldap-server authenticate simple <password> 


lease <days> 


lease infinite 


leave-voicemail 


led-alarm-report 
les-cap { enabled | disabled } 
les-common-control { enabled | disabled } 
lic <0..4095> 
lic <0..4095> 


license activate advanced-ipv6 


888* 


! leaving a message 


license activate com—-port-server 


license activate ezvpnserver 
1ife-—line-hold 
1ife-—line-hold 


lifetime <1- 


131071> 


Prompt 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
config-l2tp-group 
configure 
configure 
configure 
config-if 
config-l2tp-group 
ibc-number 
profile 

x25 

isdn 

isdn 

isdn 

isdn 

configure 
configure 
dhcp-config 
dhcp-config 
index 

voice-port 

vmoa 

vmoa 

x25 packet 
x25-layer-3 
configure 
configure 
configure 

isdn 

voice-port 
config-isakmp 
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Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
WAN 
Basic IP 
IBC 

IBC 
WAN 
WAN 
VoIP 
WAN 
VoIP 
IBC 

IBC 
Basic IP 
Basic IP 
IBC 
VoIP 
VoATM 
VoATM 
WAN 
WAN 
Advanced IP 
WAN 
Advanced IP 
VoIP 
VoIP 
Advanced IP 


47 
42 
47 
42 
47 
41 
46 
41 
37 
47 
109 
98 
153 
100 
55 
100 
52 
100 
100 
116 
116 
93 
41 
18 
18 
154 
171 
14 
176 
33 
55 
41 
38 
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line-code { ami | b8zs } config-t1 WAN 36 
line-code { ami | b8zs } ph-layer-t1 WAN 80 
linecode { ami | hdb3 | b8zs } config-if VoIP 57 
linecode { ami | hdb3 | b8zs } config-if WAN 101 
linecode { ami | hdb3 | bz8s } config-if VoATM 15 
line-code { ami | hdb3 } config-e1 WAN 35 
line-code { ami | hdb3 } ph-layer-e1 WAN 79 
linecode hdb3 config-if WAN 101 
lineprobing { adaptive | normal } dsl-group WAN 22 
linerate { <value> | dynamic } shdsl WAN 18 
linerate { fixed <speed> ..... sdsl WAN 41 
linerate adaptive <valuel> <value2> dsl-group WAN 22 
linerate adaptive <valuel> <value2> gshds! WAN 13 
linerate fixed <value> dsl-group WAN 22 
linerate fixed <value> gshds! WAN 13 
lines {1 | 2 ]|3 | 4 | 1-2 | 1-3 | 1-4 } dsl-group WAN 23 
listen-message *38% ! listen to message index IBC 91 
lives-of-history-kept <nb-of-history-kept:0-2> conf-rtr Admin 81 
1ns-incoming config-I2tp-group Basic IP 41 
load-interval mean-rate <4-4294967295 seconds> configure Admin 57 
load-interval mean-rate default configur Admin 57 
loc <0..4095> x25 packet WAN 154 
loc <0..4095> x25-layer-3 WAN 171 
local name <hostname> config-l2tp-group Basic IP 41 
local name <LAC-hostname> config-l2tp-group Basic IP 46 
local username <name> secret <password> iax IBC 85 
log events ibc IBC 114 
logging { buffered | console | file | syslog} ..... configure Admin 35 
logging alg { all | ftp | tftp | sip | h323 } firewall Advanced IP 124 
logging alg destination { syslog | messages | console } ..... firewall Advanced IP 124 
logging attack { all | syn-flooding | ping-of-death ..... firewall Advanced IP 125 
logging attack destination { syslog | messages | console } ..... firewall Advanced IP 125 
logging buffered debug configure Admin 36 
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CLI 

logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
logging 
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buffered debug 

buffered size <16364..131072 bytes> 
config-history enable 

config-history max-size <10..256 Kbytes> 


configuration { all | reconfig | config-error } 


configuration destination { syslog | messages 


general { all | system-errors | memory } 


general destination {syslog | messages | console } 


syslog split-CRLF 
telnet enable 
telnet max-filesize <82..8200 bytes> 


timestamp { datetime [msec] [timezone] .. 


traffic { all | connection | drop-policy 


traffic destination { syslog | messages | console} 


login <internal-number> 


login-as—dualphone *113* 





login-as—dualphone <main-number-fixed-line> 


login-as—wirelinephone *112* 


login-as-—wirelinephone <internal-—number> 


login-simultaneous-ring <external-—number> 


logout <internal-number> 


logout-—all 


loop 


loop atm-ces 


loop atm-ces 


loop pri 


loop serial 


loopback-routing 


loss-of-registration reset after <minutes> 


loss-of-registration reset after <minutes> 


loss-of-registration reset after <minutes>..... 


1s 
1s 
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Prompt 
exec 
configure 
configure 
configure 
firewall 
firewall 
firewall 
firewall 
configure 
configure 
configure 
configure 
firewall 
firewall 
ibc-number 
index 
ibc-number 
index 
ibc-number 
ibc-number 
ibc-number 
ibc-number 
voice-port 
config-if 
vtoacss 
vtoaccs 
configure 


conf-voice-route 
out-call-cellular 


out-call-edge 
out-call-edge 
exec 
exec 


User Guide Page 


VoIP 

Admin 
Admin 
Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 
Admin 
Admin 
Admin 
Advanced IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

IBC 

VoIP 
VoATM 
VoATM 
VoATM 
VoATM 
VoIP 

WAN 

WAN 

WAN 

Admin 
Admin 


123 
36 
37 
36 

125 

125 

125 

126 
36 
42 
42 
36 

126 

126 
68 
89 
68 
89 
68 
69 
69 
70 
41 
16 
23 
23 
16 

101 

129 

125 

125 
15 
20 


CLI 
1s 
1s 
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ltc <0..4095> 
ltc <0..4095> 


mac-address { <xx:xXxX:XxX!:XxX!XX:XX> ..... 


magic 
magic 
magic 


magic 


{ negotiation | not-negotiable } 
number { negotiation | not-negotiable } 
number not-—negotiable 

number not—negotiable 


main-external <1-20 digits> 


main-number <1-20 digits> 


map p-bits <value> ..... 


Map-class frame-relay <map-class-—name> 


Map-class frame-relay <map-class-—name> 


match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 
match 


[not] cos <cosl> [<cos2> [<cos3> [<cos4>]]] 


[not] vlan <vlan-idl> [<vlan-id2> ..... 
{ all | any | none } 

access-group qos_acl 

address <acl-—name> 

address <acl-—name> 

address <acl-—name> 


any 





as-path <as-—path-access-—list-—name> 
certificate <name> 

community <community-list-number> ..... 
identity { address <address>..... 
input-interface <type> <unit> 
input-interface Atm 0.1 

ip { address | next-hop } ..... 

ip { address | next-hop } ..... 

ip { address | next-hop } ..... 

ip class-map c2 


ip dscp <valuel> [<value2>] .. [<value8>] 
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Prompt 

exec 

exec 

x25 packet 
x25-layer-3 
config-if 

pppoa 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
index 

index 
config-xconnect-qos-map 
configure 
configure 
config-cmap 
config-cmap 
fw-filter 
config-cmap 
crypto_ezvpn 
crypto-isakmp 
crypto-manual 
config-cmap 
config-route-map 
crypto_profile 
config-route-map 
crypto_profile 
config-cmap 
config-cmap 
config-route-map 
config-route-map 
config-route-map 
config-cmap 
config-cmap 


User Guide Page 


Admin 
Admin 

WAN 

WAN 
Bridging 
WAN 

WAN 

WAN 

WAN 

IBC 

IBC 
Bridging 
WAN 

WAN 

Basic IP 
Basic IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 


23 
35 
154 
171 


CLI 

match ip dscp 
match ip prec 
match ip qos- 
Match ip rtp 

match ip rtp 

match metric 

match not acc 
match not any 
match not inp 
match not ip 

match not ip 

match not ip 

match not ip 

match not ip 

match tag <0. 
match-option 

match-option 

max channels 

max channels 

max channels 

max channels 

max ve <value 
max vp <value 
max-—associati 
max—bandwidth 
max—bandwidth 
max—bandwidth 
max—bandwidth 
max—bandwidth 
max—bandwidth 
max-calls <ma 
Mmax-conn <0.. 


max-conn <0.. 
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35 
edence <valuel> [<value2>] [<value4>] 
group <group-value> 
<lower-port> <port-range> 
1024 10000 
<0-4294967295> 


ess-group qos_acl 


ut—-interface <type> <unit> 
class-map <class-—name> 
dscp <valuel> [<value2>] [<value8>] 
precedence <value 1> [<value2>] [<value4>] 
qos-group <group-value> 
rtp <lower-port> <port-range> 
-4294967295> 
<option-codel> <stringl> { exact-match ..... 
60 "OneAccess" partial-match ..... 
<0..2> 
<0..30> 
<number> 
<value> 
> 
> 
ons <1-255> 
<0-2147483647 bps> 
<0-2147483647 bps> 
<0-2147483647 bps> 
<0-2147483647> 
<0-2147483647> 
<0-2147483647> 
x-number> ..... 
32> 
32> 
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Prompt 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-route-map 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-cmap 
config-route-map 
dhcp-config 
dhcp-config 
isdn 

isdn 

isdn 

drv 

drv 

drv 
conf-ssid 
h3823gw 
sipgw 
sipserv 
h323gw 
sipgw 
sipserv 
trunk 

pots 

voip 
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Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Basic IP 
Basic IP 
VoIP 
VoIP 
WAN 
WAN 
WAN 
WAN 
Bridging 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
IBC 
VoIP 
VoIP 


89 
89 
89 
88 
89 
77 
88 
88 
88 
89 
88 
89 
89 
88 
91 
117 
Az 
55 
57 
100 
11 
12 
12 
46 
144 
144 
144 
145 
145 
145 
87 
65 
83 
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max—connections <max-connections> firewall Advanced IP 122 
max-—conn-q850cause <cause> pots VoIP 65 
max—conn-q850cause <cause> voip VoIP 83 
Mmax-—conns-—per-rule <max-conns-per-rule> fw-params Advanced IP 122 
max-delay <milliseconds> config-ima WAN 35 
max-delay <milliseconds> ima WAN 17 
max-expiry 3600 ibc IBC 84 
maximum-paths <nb-of-routes> config-router Advanced IP 70 
maximum-paths eibgp <nb-of-routes> config-router Advanced IP 71 
maximum-prefix <number> [warning-only] config-router-xxx Advanced IP 68 
max-link <1..30> xx-Call-mlppp WAN 104 
max—-radio-associations <1-255> config-ssid Bridging 49 
max-revunit <40..4000> xx-call-mlppp WAN 105 
max-ringing <1-180 sec> voice-port VoIP 44 
max-tx-ring <value> gshdsl WAN 14 
MmMax-tx-ring <value> ima WAN 18 
max-users { default | <number> } ibc IBC 102 
meansq { no | check [<sq-time-check> [<sq-threshold>]] } dsl-group WAN 23 
media-type { rj45 | sfp } config-if Bridging 10 
mep ais period <period> vlan <vid> cos <cos> ..... config-ecfm Bridging 25 
mep crosscheck mpid <mpid> vlan <vid> ..... config-ecfm Bridging 24 
mep framedelay { mac <macaddress> ..... config-ecfm Bridging 24 
mep frameloss { mac <macaddress> ..... config-ecfm Bridging 25 
message [<filename>] [dial <number>] receptionist/x IBC 107 
message [<filename>] [dial <number>] ..... keypad-level1 IBC 107 
message-waiting-indication sipgw VoIP 75 
metering voice-port VoIP 51 
mf-back-timeout <1..100:default 5s> cas-r2-profile VoIP 60 
mf-fwd-timeout <1..100:default 30s> cas-r2-profile VoIP 60 
mf-threshold <0..500:default Oms> cas-r2-profile VoIP 60 
mgcp-dppots <dial-peer pots identifier> voip VoIP 153 
mgcp-ep <endpoint name> voip VoIP 153 
mgcp-gateway configure VoIP 152 
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CLI Prompt User Guide Page 
mgcp-gateway configure VoIP 152 
mgcp-t38-mode { none | loose | strict } voip VoIP 154 
minCIR <0..200000> config-map-class WAN 82 
min-disk-space <kbytes> ibc IBC 102 
min-interval <minutes> auto-update Admin 102 
mlppp <mlppp-id> Xx-Call WAN 104 
mlppp dial-pool <1-255> config-if WAN 57 
mode { 11b [11-only|11b-only]..... config-if Bridging 49 
mode { 2_wire | 4_wire_byte_interleave [enhanced ..... gshds! WAN 13 
mode { receiver | transmitter } rtp-clock VoIP 168 
mode { transport | tunnel } crypto-trans Advanced IP 25 
mode autoconfig { 2-wire | 4-wire-enhanced ..... gshds! WAN 14 
mode autosense gshds! WAN 14 
mode concentrator config-proto WAN 57 
mode-dslam { default | METALLINK } gshdsl WAN 14 
modem out-call WAN 121 
modem { pulse-dial | tone-dial } physical-layer WAN 120 
modem mode { AUTO | GDMT | GDMT_B | GDMT_B_DT ..... config-if WAN 37 
modem ring-nbr-to-answer <n> physical-layer WAN 120 
modem-passthrough voip VoIP 82 
modem-passthrough voip VoIP 154 
modify-tone { dial | network-failure | congestion | busy ..... voice-port VoIP 39 
modify-tone { dial | network-failure | congestion | busy ..... voice-port VoIP 151 
modulation { v28 | v35 | vil-basic | vl1-rs449 | vi1-rs530 ..... ph_layer WAN 78 
modulation { V90 | NEGOTIATE | v22B } out-call-modem WAN 121 
modulo { 8 [K <l..7>] | 128 [K <1..127>] } x25 lapb WAN 153 
modulo-window { 8 | 128 } isdn VoIP 56 
modulo-window { 8 | 128 } isdn WAN 101 
modulo-window <8|128> (default = 128) conf-pll WAN 170 
monitor capture <device-id> [console | file <fname>] [verbose <0-3>] exec Admin 51 
monitor event exec VoATM 33 
monitor events exec Admin 35 
monitor global-statistics exec Admin 57 
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CLI Prompt User Guide Page 
monitor trace exec Admin 36 
monitor trace exec VoIP 123 
monitor xping exec Admin 39 
monitoring-interface ..... config-if-vrrp Basic IP 134 
monitor-user **32* ! query user status index IBC 91 
mru local <size> { yes | no } { yes | no } config-virt-ppp WAN 92 
mru local <size> { yes | no } { yes | no } pppoa WAN 50 
mru remote <size> { yes | no } { yes | no } config-virt-ppp WAN 92 
mru remote <size> { yes | no } { yes | no } pppoa WAN 50 
mtu <1..1500> physical-layer WAN 119 
mtu <1-1600> ph_layer WAN 77 
mtu <size> drv WAN 12 
multilink { fragment-size <bytes> | fragment-delay <ms> } pppoa WAN 52 
multilink discriminator <class> [<string>] pppoa WAN 52 
multilink discriminator <class> <string> config-virt-ppp WAN 89 
multilink fragment-size <bytes> config-virt-ppp WAN 89 
multilink header { long | short } config-virt-ppp WAN 89 
multilink header { long | short } pppoa WAN 52 
multilink interleave config-virt-ppp WAN 89 
multilink interleave pppoa WAN 52 
multilink max-revunit <bytes> config-virt-ppp WAN 89 
multilink max-revunit <bytes> pppoa WAN 52 
multi-mac-address { enable | disable } configure Bridging 76 
mv OneOs OneOs.old eXeC Admin 23 
mv OneOs.new OneOs exec Admin 23 
N2 <1..255> x25 lapb WAN 153 
n200-counter <1..20> (default = 3 ) conf-pll WAN 171 
n200-counter <1-20:default 3> isdn VoIP 56 
n200-counter <1-20:default 3> isdn VoIP 57 
n202-counter <1-20:default 2> isdn VoIP 56 
name <1..32 char> profile IBC 97 
name <name> [<first-—name>] index IBC 103 
name <profile-name> profile IBC 96 
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name <s 


tring> 
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national-number-displayed-format { international ..... 


national-number-displayed-format { international ..... 


nationa 


nationa 


1-numplan 


1-numplan 


national-numplan { not-supported | supported }..... 


national-prefix <nn> 


national-prefix <prefix> 


native-dot1Q <vlan-id> [default-pri <0-7>] 


negotiation auto 


neighbo 
neighbo 
neighbo 
neighbo 


r <ip-address> 


r <ip-address> 


r <ip-address> 


r <neighbor-ip-address> 


netbios-—name-server <ip-address> [ip-address] 


netbios-node-type { b-node | h-node | m-node | p-node } 


netmask 
netmask 
network 
network 
network 
network 
network 
new-pas 
next—ho 
no aaa 
no aaa 
no aaa 
no aaa 
no aaa 
no aaa 
no aaa 


no aaa 


<mask> 


<netmask> 


<network>/<len> [route-map <name>] 


<network>/<len> backdoor 


<network>/<length> area <area-id> 


<start-—ip- 


address> <number> 





range <start-ip-address> <end-ip-address> 


sword 
p-self 
accounting 
accounting 
accounting 


accounting 


*14* 


commands <level> 
exec 
network <acc-service> ..... 


system 


authentication banner sequence <1-40> *<string>* 


authentication enable ..... 


authentication login ..... 


authentication login <list-name> { radius ..... 
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Prompt 
full-number 
ibc-number 
trunk 

pots 

voip 
pots/voip 
num-plan-mgt 
ioc 

config-if 
config-if 
config-router 
config-router 
config-router 
config-router 
dhcp-config 
dhcp-config 
crypto_group 
dhcp-config 
config-router 
config-router 
config-router 
dhcp-config 
dhcp-config 
index 


config-router-xxx 


configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 


User Guide Page 


IBC 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

VoIP 

IBC 
Bridging 
Bridging 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
IBC 
Advanced IP 
Admin 
Admin 

Basic IP 
Admin 
Admin 
Admin 
Admin 
Advanced IP 


74 
76 
86 
65 
84 
104 
97 
111 
55 
10 
67 
67 
76 
87 
115 
115 
35 
115 
66 
71 
86 
114 
114 
89 
72 
69 
69 
118 
69 
68 
68 
68 
33 
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no 
no 
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no 
no 
no 
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no 
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no 
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no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 


no 
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aaa authorization command <level> [default] ..... 


aaa authorization exec ..... 


aaa group server { radius | tacacs } <group-name> 


accounting 

acl 

acl <acl-name> 

acs auth password <string> [serial-number] 
activate-shaping 


address <E.164-number> 





address <E.164-number> 





address <virtual-router-ip-address> [<mask>] 


address incoming <E.164-number> [secondary] 





address outgoing <E.164-number> [secondary] 
address-collection <collection-name> 
address-range <value> 

admin-phone 

adsl 

aggregate-address <network>/<len> 

ais-shut 

alert-—ie-channel 

alert-—ie-progress 

alert-—ie-signal 

alg ftp <alg-name> 

alg tftp <alg-name> 

allowas-in 

alternate-external <1-20 digits> 
alternate-external-identity <1-20 digits> 
alternate-number <1-20 digits> 

altgk <index 1-5> [priority <1-127>] id..... 
altgk-timeout <seconds> 

alt-—prefix 

alt-subject-name { co | nc | eq | ne } <string> 


alt-subject-—name hostname <name> 
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Prompt 
configure 
configure 
configure 
dhcp-config 
crypto_group 
com-port-server 
cwmp 
config-map-class 
in-call 

out-call 
config-if-vrrp 
bo-call 

bo-call 

firewall 
fw-addr-collect 
receptionist/x 
config-if 
config-router 
stm1 

isdn 

isdn 

isdn 

firewall 

firewall 
config-router-xxx 
index 

index 

index 
h323gw-altgk 
h3823gw 
conf-voice-route 
cert-map 
cert-conf 


User Guide Page 


Admin 
Admin 
Admin 

Basic IP 
Advanced IP 
WAN 

Admin 

WAN 

WAN 

WAN 

Basic IP 
WAN 

WAN 
Advanced IP 
Advanced IP 
IBC 

WAN 
Advanced IP 
WAN 

VoIP 

VoIP 

VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

Admin 
Admin 


68 
69 
68 
118 
36 
178 
112 
83 
103 
103 
132 
104 
104 
120 
120 
107 
38 
78 
43 
53 
53 
53 
121 
122 
69 
103 
103 
102 
67 
66 
99 
96 
93 


CLI 
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no alt-subject-name ip-address <ip-address> 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


alt-subject-—name user <name> 


ampdu 


analog-reverse-ringback-tone 


ani-first 


aoc-d-service { transparent | forced } 
aoc-e-service { transparent | forced } 
aoc-format { etsi | ecma | sip-aoc99-tls } 


ap-controller 


arp ping 


attach <filter-list> <interface-type> <port> 


audit voip-session enable 


authenticate 
authentication 


autoconfig 


autoconfiguration <method> 


auto-install auto <min-ext> <max-ext> install-profile <n> 


auto-install keypad internal <pattern> 


automatic—call [[[[ <facility—-#1>[[[,<facility-—#2>], 


auto-provisioning generate-password 


auto-update 


backup pstn 2/0.<id> 


backup-cause 


backup-software <path/filename> 


bandwidth-control 
bandwidth-control 
bandwidth-control 
bandwidth-control 
bandwidth-control 
bandwidth-control 


ratio 
ratio 
ratio 
ratio 
ratio 


ratio 


<ratiot> ..... 
<ratiot> ..... 
<ratiot> ..... 
100 rate current-rate 
100 rate current-rate 


100 rate current-rate 


bandwidth-interface <type> <unit> 


bandwidth-interface <type> <unit> 


bandwidth-interface <type> <unit> 
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Prompt 
cert-conf 
cert-conf 
config-if 
voice-port 


cas-r2-profile 


voice-port 
voice-port 
voip 
configure 
dhcp-config 
capture 
voice-global 
iax 
config-area 
dsl-group 
configure 
ioc 

ibc 

pad 

ibc 
configure 
config-if 
voice-route 
cwmp 
h3823gw 
sipgw 
sipserv 
h3823gw 
sipgw 
sipserv 
h3823gw 
sipgw 
sipserv 


User Guide Page 


Admin 
Admin 
Bridging 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
Bridging 
Basic IP 
Admin 
VoIP 
IBC 
Advanced IP 
WAN 
Admin 
IBC 

IBC 
WAN 
IBC 
Admin 
WAN 
VoIP 
Admin 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 


93 
93 
52 
46 
59 
40 
41 
83 
56 
118 
50 
133 
85 
88 
24 
123 
99 
99 
168 
100 
102 
120 
106 
113 
144 
144 
144 
145 
145 
145 
144 
144 
144 
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CLI 

no banner { motd | exec } [sequence <1-40>] 
no bfd interval 

no bgp always—compare-med 

no bgp bestpath as-path ignore 

no bgp bestpath med confed 

no bgp bestpath med missing-as-worst 

no bgp client-to-client reflection 

no bgp cluster-id <IP-address> 

no bgp confederation identifier <autonomous-system> 
no bgp dampening 

no bgp dampening <half-life> [<reuse> <suppress> ..... 
no bgp default local-preference <value> 

no bgp deterministic med 

no bgp fast-external-failover 

no bind <interface/unit[.sub]> 

no bind ssh <interface> 

no bind ssh acl <acl-name> 

no bind ssh any 

no bind ssh vrf <vrf-name> 

no bind syslog-server <interface> 

no bind telnet <interface> 

no bind telnet acl <acl-name> 

no bind telnet acl ipv6 <ipv6-acl> 

no bind telnet vrf <vrf-name> 

no both-way call [<name>] 

no bridge-group <1..255> mac-address-—learning 
no bridge-group <1..255> transparency 

no bridge-uri-host <hostname-or-ip> 

no bridge-uri-host <hostname-or-ip> 

no bye-on-refer 

no bye-on-refer-—accept 

no bye-timer <duration 0-24h> 





no callback-address <E.164-number> 
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Prompt 
configure 
config-if 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 
config-router 


com-port-server 


configure 
configure 
configure 
configure 
exec 
exec 
configure 
configure 
configure 
config-if 
configure 
configure 
sipgw 
sipgw 
sipgw 
sipgw 
sipgw 
bo-call 


User Guide Page 


Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

Admin 
Admin 
Admin 
Admin 
Bridging 
Admin 
Admin 
Admin 
Admin 

WAN 
Bridging 
Bridging 
VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

WAN 


63 
96 
73 
72 
73 
73 
79 
79 
78 
79 
80 
72 
73 
82 
178 
47 
47 
47 
47 
57 
AY 
At 
42 
42 
104 
74 
74 
48 
75 
73 
73 
75 
104 
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no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


no 


Index of CLI of OneOS User Guides (EDITION 10) 


callback-address <E.164-number> 





called-name-ie [dest-sub-address] 

calling-name-ie { origin-sub-address | display | keypad } 
calling-number-checking 

calling-number-restrictive 

call-—media-—independent 

cfb 

cfb 

cfb activation <string> deactivation <string> ..... 
cfd 

cfd 

cfnr 

cfnr 

cfnr activation <string> deactivation <string> ..... 
cfu 

cfu 

cfu activation <string> deactivation <string> ..... 
checklist 

check-list <name> 

class-id 

client authentication list <list-—name> 
clip-privacy-uri <uri> [incoming | outgoing | both-way] 
clip-unsubscribe-uri <uri> 
coder-selection-priority 

compatible rfc1583 

concentrator name 

config-—update 

connect-timer <duration 60-300s> 

contact <1-128 characters> 

country-prefix 

crypto dynamic <template-name> 

crypto ipsec client ezvpn <name> 


crypto ipsec client ezvpn <name> 
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Prompt 
out-call 

isdn 

isdn 

sipgw 

trunk 

voip 
ibc-number 
profile 
service-profil 
ibc-number 
profile 
ibc-number 
profile 
service-profil 
ibc-number 
profile 
service-profil 
cfg-backup 
configure 
dhcp-config 
crypto_profile 
sipgw 

sipgw 

voip 
config-router 
config-proto 
auto-update 
sipgw 

index 

ioc 
configure 
config-if 
configure 


User Guide Page 


WAN 

VoIP 

VoIP 

VoIP 

IBC 

VoIP 

IBC 

IBC 

VoIP 

IBC 

IBC 

IBC 

IBC 

VoIP 

IBC 

IBC 

VoIP 

Admin 
Admin 

Basic IP 
Advanced IP 
VoIP 

VoIP 

VoIP 
Advanced IP 
WAN 

Admin 

VoIP 

IBC 

IBC 
Advanced IP 
Advanced IP 
Advanced IP 


103 
54 
54 
74 
87 
90 
72 
97 
47 
72 
97 
72 
97 
47 
72 
97 
47 
27 
26 

116 
34 
74 
74 
86 
92 
57 

105 
75 

103 

112 
29 
32 
31 
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no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
no 
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no 
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no 


no 


crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
crypto 
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ipsec transform-set <name> 


isakmp 
isakmp 
isakmp 
isakmp 
isakmp 
isakmp 
isakmp 
isakmp 
isakmp 
isakmp 


map 


client configuration group { default ..... 
enable 

identity 

keepalive 

key <key> { address <A.B.C.D> [<mask>] ..... 
nat keepalive 

nat-traversal port 

nat-traversal udp-encapsulation 
nat-traversal vendorid 


profile <name> 


map <name> 


map <name> 


Map dynamic <name> <sequence-number> <template-name> 


pki certificate map <name> [<priority>] 


pki trustpoint <name> 


csta max-monitored-users <1-100> 


csta-s 


erver 


csta-server authenticate 


csta-server keepalive 


cug <0 


-.99> 


customization <at-—command-string> 


dce 

debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 
debug 


aaa 


ap-controller association 


ap-controller keepalive 


ap-controller profile 


arp 


autoconfiguration 


crypto ipsec [core | crypto | data | sa | spd] 


crypto isakmp [config | crypto | exchange | keepalive 
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Prompt 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-if 
configure 
configure 
configure 
configure 
configure 
index 
ioc 

ibc 

ioc 
x25-layer-3 
out-call-modem 
ph_layer 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 
Admin 

IBC 

IBC 

IBC 

IBC 

WAN 

WAN 

WAN 

IBC 

Admin 
Bridging 
Bridging 
Bridging 
Basic IP 
Admin 
Advanced IP 
Advanced IP 


24 
34 
37 
37 
39 
37 
41 
41 
41 
41 
39 
30 
25 
27 
29 
96 
97 
105 
105 
105 
105 
171 
121 
78 
115 
69 
62 
62 
62 
31 
130 
43 
43 
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CLI Prompt User Guide Page 
no debug cwmp { all | application | session | data } exec Admin 120 
no debug dialer-mlppp exec WAN 59 
no debug dot11 beacon exec Bridging 61 
no debug dot11 init exec Bridging 61 
no debug dot1l mgt exec Bridging 61 
no debug dot11 probe exec Bridging 61 
no debug dot11 station [{ all |arp | dhcp | dotix | errors ..... exec Bridging 61 
no debug dot11 wps exec Bridging 63 
no debug ethernet cfm packets eXeC Bridging 31 
no debug h323 exec VoIP 133 
no debug ibc iax exec IBC 88 
no debug ip bfd [fsm | packet | socket] exec Advanced IP 96 
no debug ip cache exec Basic IP 31 
no debug ip dns-proxy exec Basic IP 130 
no debug ip dyndns exec Basic IP 125 
no debug ip interface exec Basic IP 31 
no debug ip multicast exec Advanced IP 106 
no debug ip nat per-host exec Basic IP 78 
no debug ip pim exec Advanced IP 106 
no debug ip pim assert exec Advanced IP 106 
no debug ip pim bootstrap exec Advanced IP 106 
no debug ip pim cand-rp exec Advanced IP 106 
no debug ip pim detail exec Advanced IP 106 
no debug ip pim group exec Advanced IP 106 
no debug ip pim hello exec Advanced IP 106 
no debug ip pim join exec Advanced IP 106 
no debug ip pim register exec Advanced IP 106 
no debug ip pim route exec Advanced IP 106 
no debug ip pim rpf exec Advanced IP 106 
no debug ip routing exec Basic IP 31 
no debug ip ssh exec Admin 48 
no debug ipv6 access-list exec Advanced IP 53 
no debug ipv6 nd exec Advanced IP 17 
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debug ipv6 packet {in | out} 


debug isdn { 5/<0..7> | 2/0 | all } [layer { 
debug isdn { 5/<0..7> | 2/0 | all } [layer { 


debug mgcp 

debug ppp 

debug ppp 

debug pppoe 

debug sip 

debug sntp-server 

debug syslog-server 

debug tacacs 

debug x25 frames all 

debug x25 packets all 

debug xot routing 

debug xot socket 

debug xot stack 

default—identity 

default-—information originate [always] ... 
default-originate [route-map] 
default-—routing 

deny { tcp | udp } ..... 

deny <dial-prefix> 

deny <source-address> [<wildcard>] [log] 
deny <src-ipv6-prefix> <dest-ipv6-prefix> 
deny any [log] 

deny icmp ..... 

deny ip <protocol-nbr> ..... 

description 

description <description-of-the-interface> 
device-host-—name <host-—name> 

dhcp 

dialed-supp-service-profile <0..4> 


dialed-supp-service-profile <0..4> 
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Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
trunk 
config-router 


config-router-xxx 


trunk 


config-ipv6-ac 
out-call-restriction 


ip-acl-std 


config-ipv6-ac 


ip-acl-std 


config-ipv6-ac 
config-ipv6-ac 
config-router-xxx 


cont-if 

sipgw 
crypto_group 
voice-global 
voice-port 
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Advanced IP 
VoIP 

WAN 

VoIP 

WAN 

WAN 

WAN 

VoIP 

Admin 
Bridging 
Admin 

WAN 

WAN 

WAN 

WAN 

WAN 

IBC 
Advanced IP 
Advanced IP 
IBC 
Advanced IP 
IBC 

Basic IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

VoIP 
Advanced IP 
VoIP 

VoIP 


17 
122 
116 
161 

97 
116 

97 
133 

72 

57 

67 
163 
163 
163 
163 
163 

86 

90 

68 

86 

52 

95 

53 

51 

53 

52 

51 

68 

70 

73 

36 

47 

47 
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dialer-group delayed-backup 

dialer-group down-if-failed 

dialer-group ip in 

dialer-group ip out 

dial-peer 

direct-call <number> 

directory <short number> 

discard-3xx 

disconnect-timeout on-no-response after <minutes> 
disconnect-timeout on-no-response after <minutes> 
disconnect-timeout on-no-traffic after <minutes> 
disconnect-timeout on-no-traffic after <minutes> 
discriminator remote allow-any 

distance 

distance bgp 

dns 

domain 

dot1ll qos wmm 

dot1ll qos wmm uapsd 


dotiq tunneling ethertype { 0x9100| 0x88a8| 0x8100 } 


double-answer 
drop-threshold 

dscp <dscp-value> cos <0-7> 
dsl-group 

dst-zone 

dte 

dtmf-relay 

dtmf-relay 
dynamic-coder-selection 90 
dynamic-coder-selection 90 
dynamic-coder-selection 90 
dynamic-coder-selection ratio <ratio%> 


dynamic-coder-selection ratio <ratio%> 
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Prompt 
config-if 
config-if 
config-if 
config-if 
conf-voice-route 
pots 
ibc-number 
sipgw 
out-call 
out-call 
out-call 
out-call 
xx-call-mlppp 
router-rip 
config-router 
crypto_group 
crypto_group 
config-if 
config-if 
config-if 
cas-r2-profile 
config-l2cp-profile 
dscp-cos-mapping 
conf-if 
fw-zone-pair 
ph_layer 
voip 

voip 

H323gw 
sipgw 
sipserv 
H323gw 


sipgw 
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WAN 

WAN 

WAN 

VoIP 

VoIP 

IBC 

VoIP 

WAN 

WAN 
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Advanced IP 
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Bridging 
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35 
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69 
117 
78 
89 
91 
145 
145 
145 
145 
145 
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CLI Prompt User Guide Page 
no dynamic-coder-selection ratio <ratio%> sipserv VoIP 145 
no early-media cas-r2-profile VoIP 60 
no ebgp-multihop config-router-xxx Advanced IP 68 
no echo-cancellation voice-port VoATM 13 
no echo-cancellation voice-port VoIP 37 
no echo-cancellation voice-port VoIP 150 
no echo-cancellation-length { low | medium | high } voice-port VoATM 14 
no echo-disable { voicemodem | modem } voice-port VoATM 14 
no echo-disable { voicemodem | modem } voice-port VoIP 37 
no email <email> ibc-number IBC 108 
no emergency conf-voice-route VoIP 103 
no emergency <1..200> pots VoIP 65 
no enrollment url http://ip_address/scep_path cert-conf Admin 93 
no enrollment url tftp://ip_address/filename cert-conf Admin 93 
no ethernet cfm cc enable level <lvl> vlan <vid> configure Bridging 23 
no ethernet cfm cc level <lvl> vlan <vid> ..... configure Bridging 23 
no ethernet cfm domain <domain-name> level <lvl> configure Bridging 23 
no ethernet cfm enable configure Bridging 23 
no ethernet cfm mep crosscheck start-delay <secs> configure Bridging 24 
no ethernet cfm mep level <lvl> [inward | outward] ..... config-if Bridging 26 
no ethernet cfm mip level <lvl> vlan <vid> ..... config-if Bridging 26 
no excess-rate-priority cfg-pmap-c Basic IP 93 
no facility isdn VoIP 53 
no fair-—queue cfg-pmap-c Basic IP 93 
no fast-—connect voip VoIP 90 
no fax-relay { passthrough | t38 | t38orpassthrough ..... voip VoIP 80 
no filter { all | arp | rarp } [caplen <bytes>] capture Admin 50 
no filter { tcp | udp} ..... capture Admin 50 
no filter <filter-name> firewall Advanced IP 116 
no filter dot11 [<macaddri> [<macaddr2>]] ..... capture Admin 50 
no filter dot1l exclude <type> <sub-type> capture Admin 50 
no filter icmp [src <src-address>] [dst <dest-address>] ..... capture Admin 50 
no filter ip [sre <src-address>] [dst <dest-address>] ..... capture Admin 50 
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firewall <firewall-—name> 
firewall zone [<zone-name>] 
fixed-media-port 
fixed-media-port 
flash-relay 

follow-me 
force—bearer-cap 
force-clir 

force-numplan 

force-prack 
force-rec—inband 
force-ringing 
force-tx—-inband 
forwarded-call 
full-number <full-number> 
g711-plc 

g729-—dynamic 


gatekeeper 





gatekeeper [id <gatekeeper-identifier>] ..... 
gatekeeper { optional | Mandatory } 

group <group-name> key <group-key> 

gshdsl 

gshdsl-link { <0..3> | <0..7> } 

guest—mode 

gw-interface <source-interface> <unit> ..... 
gw-interface <source-interface> <unit> [intrusive 
gw-interface-bw-ctrl 

gw-interface-bw-ctrl 

gw-interface-bw-ctrl 

gw-interface-bw-ctrl 

gw-ip-address 

gw-ip-address 

h235-authentication <username> <password> [<type>] 
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Prompt 
configure 
config-if 
h3823gw 
h3823gw 

voip 
ibc-number 
conf-voice-route 
conf-voice-route 
conf-voice-route 
voip 

voip 

trunk 

voip 
ibc-number 
global-dir 
voip 

voip 

voip 

h3823gw 

voip 
crypto_ezvpn 
config-if 

ima 

conf-ssid 
h3823gw 
sipgw 
h3823gw 
h3823gw 
sipgw 

sipgw 

voip 

voip 

h3823gw 


User Guide Page 
Advanced IP 115 
Advanced IP 115 


VoIP 68 
VoIP 70 
VoIP 89 
IBC 73 
VoIP 103 
VoIP 103 
VoIP 103 
VoIP 85 
VoIP 90 
IBC 86 
VoIP 90 
IBC 72 
IBC 74 
VoIP 80 
VoIP 80 
VoIP 89 
VoIP 66 
VoIP 89 
Advanced IP 32 
WAN 13 
WAN 18 
Bridging 46 
VoIP 66 
VoIP 71 
VoIP 144 
VoIP 145 
VoIP 144 
VoIP 145 
VoIP 85 
VoIP 89 
VoIP 69 
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CLI Prompt User Guide Page 
no h245-tunnel voip VoIP 90 
no http-get-extra-parameters 1 auto-update Admin 103 
no http-server acl configure Admin 86 
no http-server bind <interface> <unit> configure Admin 86 
no http-server bind <interface> <unit> configure Admin 86 
no http-server vrf [<vrf-name>] configure Admin 86 
no http-server wcf exec-web-cli [<path>] configure Admin 87 
no http-server wcf simulation-mode configure Admin 90 
no hunting-group profile IBC 98 
no hunting-group <hunt-group-id 1-10> [<priority: 1-10>] index IBC 103 
no iax port ibc IBC 87 
no iax register expire ibc IBC 88 
no ie-display isdn VoIP 54 
no ie-progress isdn VoIP 53 
no ie-uui isdn VoIP 53 
no ie-uui [service { 1 | 2 | 3 | 182 | 183 | 283 | 1to3 }] voip VoIP 83 
no ima config-if WAN 17 
no ima config-if WAN 32 
no ima config-if WAN 34 
no immediate-accept cas-r2-profile VoIP 60 
no implicit-routing { pots | pots-—group | voice-group ..... voip VoIP 82 
no implicit-routing { pots | pots-—group | voip | voip-group ..... pots VoIP 64 
no incoming call [<name>] config-if WAN 103 
no index <idx> pv-number IBC 102 
no insert-calling conf-voice-route VoIP 102 
no insert-calling-number <number> pots VoIP 64 
no insert-non-isdn-PI isdn VoIP 54 
no insert-prefix { calling | called } conf-voice-route VoIP 102 
no insert-suffix { calling | called } conf-voice-route VoIP 102 
no inspection firewall Advanced IP 118 
no install-profile <1-10> index IBC 104 
no interface { bri | pri } <slot>/<port> configure WAN 100 
no interface adsl 0 configure WAN 38 
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CLI 

no interface dialer-mlppp <0-65535> 

no interface loopback <unit> 

no interface pstn 2/0 

no interface tunnel <unit> 

no interface x25-dchannel <slot/port.sub-interface> 
no interface—-bw-ctrl 

no interface—-bw-ctrl 

no international-number-displayed-format 

no international-prefix 

no interop { info_103_0 | info_103_1 | info_103_20 ..... 
no intraforwarding 

no intrusive-voiceport { atm-if-status ..... 

no intrusive-voiceport { atm-if-status ..... 

no intrusive-voiceport both-way { atm-if-status ..... 
no invite-response-timer <duration 10-50s> 

no ip access-group { in | out } 

no ip access-list extended <acl-name> 

no ip access-list resequence <acl-name> 

no ip access-list standard <acl-name> 

no ip accounting 

no ip accounting-list 

no ip accounting-threshold 

no ip address 

no ip address 

no ip address dhcp 

no ip address dhcp 

no ip dhcp [vrf <vrf-name>] client broadcast-flag 

no ip dhcp [vrf <vrf-name>] excluded-address all 

no ip dhcp [vrf <vrf-name>] relay dhcp-relay 

no ip dhcp [vrf <vrf-name>] relay information option 
no ip dhcp [vrf <vrf-name>] relay information option ..... 
no ip dhcp [vrf <vrf-name>] relay smart-—relay 


no ip dhcp client ignore-—default-route 
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Prompt 
configure 
configure 
configure 
configure 
configure 
sipserv 
sipserv 
ibc-number 
ibc 
config-if 
conf-ssid 
sipgw 
sipgw 
sipgw 
sipgw 
config-if 
configure 
configure 
configure 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
config-if 
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WAN 
Basic IP 
WAN 
Basic IP 
WAN 
VoIP 
VoIP 
IBC 

IBC 
WAN 
Bridging 
VoIP 
VoIP 
VoIP 
VoIP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
WAN 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
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21 
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dhcp client lease-opt-less 

dhcp client user-class-id <user-class-—id> 
dhcp database 

dhcp pool <pool-name> 

dhcp relay dhcp-server 

dhcp-server 

directed-—broadcast 

dns-proxy cache [vrf <vrf-name>] 

dns-proxy dns-server [vrf <vrf-name>] 
dns-proxy dns-server learn [vrf <vrf-name>] 
dns-proxy dns-server learn priority { dhcp | ipep ..... 
dns-proxy exclude-address <interface> 
domain-name <your-domain> [vrf <vrf-name>] 
dyndns hosting 

dyndns interface 

dyndns service 

dyndns username 

forward-protocol udp <1-65535> 

ftp source-interface <source-interface> <unit> 
helper address <A.B.C.D> 

helper-address <A.B.C.D> 

host <hostname> <ip-address> [wrf <vrf-name> 
icmp redirect 

igmp access-—group 

igmp static-group <group-address> [source <source-address>] 
igmp-snooping bridge-group <1..255> 

inspect audit 

inspect per—-host 

inspect per-host address [<A.B.C.D>] 

inspect port-timeout { tcp | udp } ..... 
inspect stateful 

irdp holdtime 


irdp maxadvertinterval 
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Prompt 

config-if 

config-if 

configure 
configure 
configure 
configure 
config-if 

configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-if 

config-if 

configure 
configure 
config-if 

config-if 

configure 
configure 
configure 
configure 
configure 
configure 
config-if 

config-if 
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Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Admin 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Bridging 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 


111 
111 
113 
113 
119 
118 
22 
127 
127 
128 
128 
129 
19 
124 
124 
124 
124 
22 
44 
119 
22 
20 
20 
108 
108 
75 
57 
58 
58 
57 
57 
140 
140 
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CLI 

no ip irdp minadvertinterval 

no ip irdp multicast 

no ip irdp preference 

no ip led track-interface <interface-type> <unit> 
no ip local [vrf <vrf-name>] policy-route-map <name> 
no ip local access-list { in | out } [<interface>] 
no ip mroute <source-address> <mask> [<rpf-address> 
no ip multicast boundary <access-list> [in] out] 

no ip multicast route-limit <limit> [<threshold>] 

no ip multicast ttl-threshold 

no ip multicast-routing 

no ip name-server [vrf <vrf-name>] 

no ip name-server <dns-addressl> [<dns-address2>] .. 
no ip name-server timeout { 4 | 12 | 18 | 42 | 90 .. 
no ip nat inside bypass-list 

no ip nat inside overload 

no ip nat inside pool <name> 

no ip nat outside pool <name> 

no ip nat per-—-host 

no ip nat per-host address <A.B.C.D> 


no ip nat reserve-port <local-port-number> {tcp | udp} 


no ip nat reserve-port range <start> <end> {tcp | udp} 


no ip nat service sip udp 


no ip nat static <inside-local> {<inside-global> | self} ..... 


no ip nat static-ip <protocol> <inside-local-address> ..... 


no ip nat static-napt {tcp | udp} <inside-local-address> ..... 


no ip nat static-napt port-range { tcp | udp } ..... 
no ip nat two-way 

no ip ospf authentication 

no ip ospf cost 

no ip ospf dead-interval 

no ip ospf hello-interval 


no ip ospf mtu-ignore 
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Prompt 
config-if 
config-if 
config-if 
configure 
configure 
configure 
configure 
config-if 
configure 
config-if 
configure 
configure 
configure 
configure 
config-if 
config-if 
config-if 
config-if 
configure 
configure 
config-if 
config-if 
configure 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
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Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 


140 
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ospf retransmit-—interval 

pim bsr-candidate 

pim register-source 

pim rp-address <ip-address> 

pim rp-candidate 

pim sparse-mode 

pim spt-threshold 

pkt-—interceptor 

pmtu 

prefix-list <list-name> [{ deny | permit } .... 
proxy-arp 

route [vrf <name>] 0.0.0.0 0.0.0.0 <gateway> 
route [vrf <vrf-name>] <destination> <netmask> 


route <network> <mask> <ifname> <unit> ..... 





route <network> <mask> <next-—hop-—neighbor-ip> 
route static bfd <ifname> <unit> <neighbor-ip> 
route-cache 

routing 

source-route 

tcp adjust-mss { <bytes> auto } 

tftp source-interface <source-interface> <unit> 
tos 

unnumbered 

unnumbered 

unnumbered 

unreachables 

verify reverse-path 

vrf <vrf-name> 

vrf forwarding 

vrf forwarding <vrf-—name> 


vrf forwarding <vrf-—name> 


ipcp dns-accept 


ipcp mask-request 
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Prompt 
config-if 
configure 
configure 
configure 
configure 
config-if 
configure 
configure 
config-l2tp-group 
configure 
config-if 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-if 
configure 
config-l2tp-group 
config-if 
config-virt-ppp 
config-virt-ppp 
config-if 
config-if 
configure 
config-if 
config-sg-radius 
config-sg-tacacs 
config-virt-ppp 
config-virt-ppp 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 

Basic IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Admin 

Basic IP 
Basic IP 
WAN 

WAN 

Basic IP 
Basic IP 
Basic IP 
Basic IP 
Admin 
Admin 

WAN 

WAN 


92 
102 
102 
101 
102 
101 
102 

52 

47 

58 

23 

18 

18 

96 

96 

96 

20 

18 

20 

22 

43 

47 

34 

88 

91 

20 
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17 

17 

68 

68 

88 

87 
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ipv6 access-group {in | out} 
ipv6 address <X:X:X::X> link-local 


ipv6 address autoconfig 


ipv6 address prefix <ipv6-address>/<prefix-len> 


ipv6 address prefix <X:X:X:X:X:X>/<0-128> 


ipv6é route <ipv6-address-prefix> { <gateway> 


ipv6 route <network> <mask> <ifname> <unit> 





ipv6 route <network> <mask> <next-—hop-neighbor-ip> 


ipv6 route static bfd <ifname> <unit> <neighbor-ip> 


ipv6 unicast-routing 
isdn-call-deflection 
isdn-call-forwarding 
isdn-call-rerouting 

isdn-release-tone 
isdn-reverse-ringback-tone 
isdn-ringback-tone 

isdn-setupack-inband 

issuer-name { co | nc | eq | ne } <string> 
jitter <20..1000> 

keepalive 

keepalive 

keepalive 

keep-alive 

keepalive <timer:0..3600> [retry <1..100>] 
keepalive <timer:0-3600> [retry <1-100>] 
keepalive-—period <1..3600> 
keepalive-tries <1..10> 

key 

key { rsa-1024 | rsa-512 } 

keypad { <0-9> | # | * } 

key-usage server-authentication 
12cp-profile <profile-name> 


lapd-disconnection-timeout 
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Prompt 
config-if 
config-if-vrrp 
config-if 
config-if 
config-if-vrrp 
configure 
configure 
configure 
configure 
configure 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
cert-map 
voip 
config-apc 
config-if 
config-if 
mgcpgw 
pppoa 


config-virt-ppp 


x121 

x121 
crypto_group 
cert-conf 
receptionist/x 
cert-conf 
configure 
isdn 


User Guide Page 


Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

Admin 

VoIP 
Bridging 
Basic IP 
Bridging 
VoIP 

WAN 

WAN 

WAN 

WAN 
Advanced IP 
Admin 

IBC 

Admin 
Bridging 
VoIP 


52 
132 
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96 
96 
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42 
42 
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41 
42 
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CLI Prompt User Guide Page 
no layer2-ns-check isdn VoIP 52 
no ldap-server configure IBC 100 
no ldap-server authenticate configure IBC 100 
no led-alarm-report voice-port VoIP 41 
no life-line-hold isdn VoIP 55 
no life-line-hold voice-port VoIP 41 
no log events ibc IBC 114 
no logging { buffered | console | file | syslog } ..... configure Admin 35 
no logging alg { all | ftp | tftp | sip | h323 } firewall Advanced IP 124 
no logging alg destination { syslog | messages | console } firewall Advanced IP 124 
no logging attack { all | syn-flooding | ping-of-death .... firewall Advanced IP 125 
no logging attack destination { syslog | messages ..... firewall Advanced IP 125 
no logging config—-history configure Admin 36 
no logging configuration { all | reconfig | config-error } firewall Advanced IP 125 
no logging configuration destination { syslog | messages firewall Advanced IP 125 
no logging general { all | system-errors | memory } firewall Advanced IP 126 
no logging general destination { syslog | messages ..... firewall Advanced IP 126 
no logging syslog split-CRLF configure Admin 36 
no logging telnet configure Admin 42 
no logging timestamp { datetime [msec] [timezone] ..... configure Admin 36 
no logging traffic { all | connection | drop-policy ..... firewall Advanced IP 126 
no logging traffic destination { syslog | messages ..... firewall Advanced IP 126 
no login-simultaneous-ring ibc-number IBC 69 
no loop voice-port VoIP 41 
no loop pri vtoaccs VoATM 23 
no loopback-routing conf-voice-route VoIP 101 
no loss-of-registration reset after <minutes> out-call-cellular WAN 129 
no loss-of-registration reset after <minutes> out-call-edge WAN 125 
no main-external <1-20 digits> index IBC 102 
no map p-bits <value> config-xconnect-qos-map Bridging 85 
no match [not] cos <cosl> [<cos2> [<cos3> [<cos4>]]] config-cmap Basic IP 89 
no match [not] vlan <vlan-idl> [<vlan-id2> config-cmap Basic IP 89 
no match address crypto_ezvpn Advanced IP 31 
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CLI Prompt User Guide Page 
no match address crypto-isakmp Advanced IP 27 
no match address crypto-manual Advanced IP 25 
no match certificate <name> crypto_profile Advanced IP 40 
no match identity { address <address>..... crypto_profile Advanced IP 40 
no max-bandwidth <0-2147483647 bps> h323gw VoIP 144 
no max-bandwidth <0-2147483647 bps> sipgw VoIP 144 
no max-bandwidth <0-2147483647 bps> sipserv VoIP 144 
no max-bandwidth <0-2147483647> h3823gw VoIP 145 
no max-bandwidth <0-2147483647> sipgw VoIP 145 
no max-bandwidth <0-2147483647> sipserv VoIP 145 
no max-calls trunk IBC 87 
no max-conn <0. .32> pots VoIP 65 
no maximum-paths config-router Advanced IP 71 
no maximum-prefix [warning-only] config-router-xxx Advanced IP 68 
no mep ais period <period> vlan <vid> cos <cos> ..... config-ecfm Bridging 25 
no mep crosscheck mpid <mpid> vlan <vid> ..... config-ecfm Bridging 24 
no mep framedelay { mac <macaddress> ..... config-ecfm Bridging 24 
no mep frameloss { mac <macaddress> ..... config-ecfm Bridging 25 
no message-waiting-indication sipgw VoIP 75 
no min-disk-space ibc IBC 102 
no mode autoconfig gshdsl WAN 14 
no modem-passthrough voip VoIP 82 
no modulation ph_layer WAN 78 
no multilink discriminator <class> <string> config-virt-ppp WAN 89 
no multilink interleave config-virt-ppp WAN 89 
no name profile IBC 97 
no name <name> [<first-name>] index IBC 103 
no national-number-displayed-—format ibc-number IBC 77 
no national-prefix ibc IBC 112 
no native-dot1Q contig-if Bridging 55 
no negotiation config-if Bridging 10 
no netmask crypto_group Advanced IP 35 
no network <network>/<len> config-router Advanced IP 66 
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next—hop-self 

nssa [dont-translate] [no-summary] 
nui-list 

nui-nua <nui>.<nua-x121> 

number <1-3> 

num-plan-management 

oam ais-rdi 

oam end-cc 

oam end-loopback 

oam seg-cc 

oam seg-loopback 

oam-pvc intrusive 

oam-pvc manage 

ocsp <url> 

outbound-proxy <IP-address or domain-name> 
out-call-restriction-profile <1-10> 
outgoing call [<name>] 
outgoing-call [<name>] 

overflow 

overflow 

overflow external 

parameter <parameter-name> 
parameters 

password 

password 

payload-64k-unrestricted <96-127> [10|20] 
peer 

peer address 

peer default ip pool 

peer-group <peer-group-—name> 
peer-group <peer-group-name> 
permanent-—layerl 


permanent-—layer2 
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Prompt 
config-router-xxx 
config-area 
pad 
pad-nui-list 
ibc-follow-me 
voice-global 
pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

trustpoint 
sipgw 

index 
config-if 
config-if 
ibc-number 
profile 
config-router 
firewall 
fw-policy 
config-router-xxx 
config-virt-ppp 
sipgw 
crypto_ezvpn 
iax 
config-virt-ppp 
config-router 
config-router-neighbor 
isdn 

isdn 


User Guide Page 


Advanced IP 
Advanced IP 
WAN 

WAN 

IBC 

VoIP 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

WAN 

Admin 

VoIP 

IBC 

WAN 

WAN 

IBC 

IBC 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

VoIP 
Advanced IP 
IBC 

WAN 
Advanced IP 
Advanced IP 
VoIP 

VoIP 


72 
88 
168 
168 
73 
97 
63 
63 
63 
63 
63 
64 
62 
97 
71 
104 
103 
120 
73 
98 
92 
122 
119 
69 
89 
76 
31 
85 
91 
67 
67 
55 
52 
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permit { tcp | udp } ..... 

permit <dial-prefix> 

permit <source-address> [<wildcard>] [log] 

permit <src-ipv6é-prefix> <dest-ipv6-prefix> ..... 


permit any [log] 


permit icmp ..... 

permit ip <protocol-nbr> ..... 

pfs 

phone-key <index> { quick-calls | busy-lamp-field } .... 
ping 

pll {1 |2|3 | 4 } tei <0..63> 


polarity-inversion 

policy 

policy <policy-name> 

pool 

pots-group <0..30> [priority <0..30>] 
power-on-registration reset after <minutes> 
power-on-registration reset after <minutes>..... 
power-source-one 

ppa-pm responder 

ppa-pm session <session-id> 

pppoe enable dialer-pool-number <id> 
preempt 

prefix 

prefix-type 

pri-link 2/<0..7> 

priority <0..30> 

priority <0..30> 

privacy-—hookflash 

profile <index:0..29> 

profile-associate <AP-MAC-addr> <virtual-profile-name> 
profile-default <virtual-profile-name> 


progress 
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Prompt 
config-ipv6-acl 


out-call-restriction 


ip-acl-std 
config-ipv6-acl 
ip-acl-std 
config-ipv6-acl 
config-ipv6-acl 
crypto_group 
phone-conf 
config-chk-list 
conf-pll 
voice-port 
fw-zone-pair 
firewall 
crypto_group 
pots 
out-call-cellular 
out-call-edge 
voice-port 
configure 
configure 
config-if 
config-if-vrrp 
conf-voice-route 
conf-voice-route 
config-ima 
pots 

voip 

sipgw 

cas-12 
config-apc 
config-apc 
isdn 
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Advanced IP 
IBC 

Basic IP 
Advanced IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

Admin 

WAN 

VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
VoIP 

WAN 

WAN 

VoIP 

Admin 
Admin 

WAN 

Basic IP 
VoIP 

VoIP 

WAN 

VoIP 

VoIP 

VoIP 

VoIP 
Bridging 
Bridging 
VoIP 


52 
95 
53 
51 
53 
52 
51 
35 
76 
27 
171 
44 
118 
117 
35 
64 
129 
124 
41 
76 
76 
95 
133 
99 
100 
35 
64 
83 
74 
62 
56 
56 
53 
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no 
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protocol <12-protocol> 

prox-—dns-add { <proxy-ip-address>[:<port>] ..... 
prox-dns-add { <proxy-ip-address>[:<port>] ..... 
pvc { ipoa | pppoa | pppoeoa } vpi <vpi> vci <vci> 
q951-conformance { transparent | modified } 
r2-reverse-ringback-tone 

radius-server { <address> | <host> } [<auth-port>] 
random-—detect 

random-detect cos <cos-value> 

random-—detect cos—based 

random-detect dscp <dscp-value> 

random-detect dscp-—based 

random-detect explicit—congestion—-notification 
random-detect exponential-weighting-constant 
random-detect prec-—based 

random-detect precedence <prec-value> 
random-detect qos-group <qos-group-value> 
random-detect qos-group—based 
ras—bandwidth-control 

ras-—full-reg-timeout <timeout> 
ras—-intrusive-voiceport { registration-status ..... 
reboot—recovery-on-error 

reconnection 

reconnection { automatic | datagram } 

record ip <protocol> 

record tcp dst-port <tcpDstStartPort> ..... 

record udp dst-port <udpDstStartPort> ..... 
redistribute { bgp | rip | static | connected } ... 
redistribute { rip | ospf } [metric <metric>] ..... 
redistribute connected [metric <metric>] ..... 
redistribute static [metric <metric>] ..... 
reg-dns-add { <ip-address>[:<port>] | <dns-name> } 


register 
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Prompt 


config-l2cp-profile 


conf-voice-route 
sipgw 
configure 
pots 
voice-port 
configure 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
h3823gw 
h3823gw 
h3823gw 
configure 
pppoa 
config-virt-ppp 
fw-service 
fw-service 
fw-service 
config-router 
config-router 
config-router 
config-router 
sipgw 

iax 
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Bridging 
VoIP 

VoIP 

WAN 

VoIP 

VoIP 

Admin 

Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
VoIP 

VoIP 

VoIP 

Admin 

WAN 

WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
VoIP 

IBC 


88 
100 
72 
48 
65 
63 
65 
93 
94 
94 
94 
93 
95 
95 
94 
94 
94 
94 
69 
69 
67 
128 
52 
93 
120 
121 
121 
90 
71 
71 
71 
71 
86 
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CLI Prompt User Guide Page 
no registrar-hostname <string> sipserv VoIP 136 
no registration-timeout <duration 1-30s> sipgw VoIP 76 
no reg-ka-mode { percent | fixed | minus } <value-less> ..... sipgw VoIP 72 
no reinit config-if WAN 96 
no reinit pppoa WAN 53 
no remark ip-acl-std Basic IP 53 
no remote-as <number> config-router-xxx Advanced IP 67 
no report { all ..... stm1 WAN 43 
no request-primitive-timer <seconds> sipgw VoIP 75 
no resource threshold { all | dsO | bandwidth } ..... h323gw VoIP 67 
no reverse-route crypto-template Advanced IP 29 
no revocation-check [crl] [ocsp] [none] trustpoint Admin 97 
no role <1-32 characters> index IBC 103 
no route <index> voice-route VoIP 98 
no route x25 configure WAN 158 
no route x25 configure WAN 172 
no route xot configure WAN 160 
no route-map <map-name> { in | out } config-router-xxx Advanced IP 69 
no route-reflector-—client config-router-xxx Advanced IP 79 
no rtcp-xr voip VoIP 83 
no rtp-inband-notification voip VoIP 85 
no rtp-multicast voice-global VoIP 168 
no rtp-permanent voip VoIP 86 
no rtr schedule <entry-—number> configure Admin 80 
no rtr session <session-id> configure Admin 80 
no rule <rule-name> fw-filter Advanced IP 118 
no rule <rule-name> fw-policy Advanced IP 119 
no rule <rule-name> alg fw-policy AdvancedIP 119 
no rule <rule-name> alg ftp fw-policy Advanced IP 119 
no rule <rule-name> alg tftp fw-policy Advanced IP 119 
no rule <rule-name> destination fw-filter Advanced IP 118 
no rule <rule-name> filter fw-filter Advanced IP 119 
no rule <rule-name> filter fw-policy Advanced IP 119 
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rule <rule-name> 
rule <rule-name> 
rule <rule-name> 
rule <rule-name> 


save-password 


Index of CLI of OneOS User Guides (EDITION 10) 


parameters 
service 
source 


tos 


scheduled-cfu { all | Plage <schedule-id> 


scheduled-cfu <day-id> <schedule-id> 


send-community 


serial <slot>/<port> 
server { <A.B.C.D> | <X:X:X::X> ..... 
server { <A.B.C.D> | <X:X:X::X> ..... 


service <ma-name> vlan <vid> 


service <service-— 


service name 


service name 


name> 


service translation 


service-policy <policy-name> 


service-profile 


services-profile 


<1-10> 





set <sequence-lin 


number> <command-line> 


set aggressive-—mode 


set atm-clp 
set cos <0..7> 


set fr-de 


set ip dscp { <0-63> | ef | afl1 | af12 | af13 


set ip precedence <0Q-7> 


set isakmp-profile 


set peer { <A.B.C.D> | <hostname> } 
set peer { <A.B.C.D> | <hostname> } 
set pfs 

set gqos-group <value> 


set security-association inbound 


set security-association lifetime { seconds 
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Prompt 
fw-policy 
fw-filter 

fw-filter 

fw-filter 
crypto_group 
profile 
ibc-number 
config-router-xxx 
route-x25 
config-sg-radius 
config-sg-tacacs 
config-ecfm 
firewall 
config-proto 
config-proto 
configure 
cfg-pmap-c 
profile 

index 
config-vprofile 
config-isakmp-peer 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
crypto-isakmp 
crypto-isakmp 
crypto-manual 
crypto-isakmp 
cfg-pmap-c 
crypto-manual 
crypto-isakmp 


User Guide Page 
Advanced IP 119 
Advanced IP 119 
Advanced IP 119 
Advanced IP 119 
Advanced IP 35 


IBC 98 
IBC 72 
Advanced IP 68 
WAN 158 
Admin 68 
Admin 68 
Bridging 24 
Advanced IP 120 
WAN 57 
WAN 57 
WAN 148 
Basic IP 96 
IBC 98 
IBC 104 
Bridging 56 
Advanced IP 39 
Basic IP 95 
Basic IP 95 
Basic IP 95 
Basic IP 95 
Basic IP 95 


Advanced IP 28 
Advanced IP 27 
Advanced IP 25 
Advanced IP 28 
Basic IP 95 
Advanced IP 26 
Advanced IP 28 
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CLI Prompt User Guide Page 
no set security-association outbound crypto-manual Advanced IP 26 
no set transform-set crypto-isakmp Advanced IP 27 
no set transform-set crypto-manual Advanced IP 25 
no set type crypto-isakmp Advanced IP 28 
no set-param <proprietary-managed-object-name> <value> ..... cwmp Admin 113 
no set-portability { enable | in-progress | done } ..... sipgw VoIP 78 
no setup-ie-hlc isdn VoIP 54 
no setup-ie-llc isdn VoIP 54 
no shutdown com-port-server WAN 179 
no shutdown cont-if WAN 69 
no shutdown cont-if WAN 170 
no shutdown config-apc Bridging 57 
no shutdown config-if Basic IP 23 
no shutdown contig-if Basic IP 36 
no shutdown config-if Bridging 48 
no shutdown config-if VoATM 15 
no shutdown config-if VoATM 16 
no shutdown config-if VoIP 55 
no shutdown config-if VoIP 57 
no shutdown contig-if VoIP 62 
no shutdown config-if VoIP 63 
no shutdown contig-if WAN 101 
no shutdown config-if WAN 101 
no shutdown config-if WAN 153 
no shutdown config-router-xxx Advanced IP 69 
no shutdown h323gw VoIP 66 
no shutdown ibc IBC 84 
no shutdown ibc IBC 100 
no shutdown mgcpgw VoIP 152 
no shutdown mgcpgw VoIP 152 
no shutdown pots VoIP 48 
no shutdown rtp-clock VoIP 169 
no shutdown sipgw VoIP 71 
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CLI Prompt User Guide Page 
no shutdown sipserv VoIP 136 
no shutdown vmoabri VoATM 21 
no shutdown vmoapri VoATM 21 
no shutdown voip VoIP 84 
no shutdown vtoaccs VoATM 22 
no shutdown vtoaccs VoATM 22 
no shutdown-threshold config-l2cp-profile Bridging 87 
no silence-detection { vad | vadceng } voip VoIP 80 
no sip-183-alerting voip VoIP 87 
no sip-asserted-id sipgw VoIP 75 
no sip-asserted-id voip VoIP 86 
no sip-authentication conf-voice-route VoIP 101 
no sip-authentication <username: 1-120 char> ..... sipgw VoIP 72 
no sip-default—from voip VoIP 87 
no sip-device—host-—name conf-voice-route VoIP 101 
no sip-from-display <string-up-to-50-char> sipgw VoIP 74 
no sip-gw-registration config-chk-list Admin 27 
no sip-monitoring voip VoIP 88 
no sip-overlap-type voip VoIP 89 
no sip-phone-context { unknown national | international ..... voip VoIP 88 
no sip-preferred-id sipgw VoIP 75 
no sip-preferred-id voip VoIP 86 
no sip-sdp-on-alert voip VoIP 85 
no sip-to-isdn-cause <sip-cause:400-606> voip VoIP 87 
no sip-ua voip VoIP 85 
no sip-uas—authentication conf-voice-route VoIP 101 
no sip-uri-escape sipgw VoIP 74 
no sip—-username conf-voice-route VoIP 101 
no sip-username <string 1-120> conf-voice-route VoIP 101 
no sip-username <username> sipgw VoIP 72 
no snmp acl traps configure Basic IP 58 
no snmp chassis-id <text: 1-255> configure Admin 31 
no snmp contact <text: 1-255 char> configure Admin 31 
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CLI Prompt User Guide Page 
no snmp engine-id <engineId> remote <A.B.C.D> configure Admin 31 
no snmp group <group-name> {vl |v2c | v3 | v3auth | v3priv} configure Admin 29 
no snmp informs retry-count <0-255> configure Admin 31 
no snmp informs timeout <2-60> configure Admin 31 
no snmp location <text: 1-255 char> configure Admin 31 
no snmp max-message-size configure Admin 32 
no snmp mib-ifdescr short configure Admin 28 
no snmp set-read-community configure Admin 29 
no snmp set-write-community configure Admin 29 
no snmp traps { standard | acl | bgp | ipsec | isakmp ..... configure Admin 32 
no snmp traps bgp configure Advanced IP 81 
no snmp traps ipsec configure Advanced IP 42 
no snmp traps isakmp configure Advanced IP 42 
no snmp traps nat configure Basic IP 74 
no snmp traps shdsl configure WAN 24 
no snmp traps vrrp configure Basic IP 134 
no snmp trap-source vrf <vrf-name> configure Admin 28 
no snmp user <user-name> v3 configure Admin 30 
no snmp user <user-name> v3 remote engine-id <enginelId> configure Admin 31 
no snmp user <user-name> v3 remote ip-address <A.B.C.D> configure Admin 31 
no snmp view <view-name> [<oid>] configure Admin 29 
no snmp vrf <vrf-name> configure Admin 28 
no snmp-sysdescr-hw-ident h323gw VoIP 70 
no sntp broadcast client configure Admin 71 
no sntp server 200.19.0.1 configure Admin 71 
no sntp-server broadcast <intf-name> <intf-index> ..... configure Admin 72 
no sntp-server client-reference configure Admin 72 
no sntp-server multicast <intfname> <intfindex> ..... configure Admin 72 
no sntp-server unicast [src-port <src-port>] configure Admin 72 
no sntp-server vrf <vrf-name> configure Admin 72 
no soft-reconfiguration inbound config-router-xxx Advanced IP 82 
no software-update auto-update Admin 104 
no source-file <filename-path> config-vprofile Bridging 56 
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no 
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source-interface 

source-interface 

source-profile <vitual-profile-name> 
split-—dns 

src-zone 

start—h245-discarded 

stealth on-deny 

stealth on-drop 

stealth on-tcp-error 

structured 

stub [no-summary] 

subject C <name> 

subject CN <name> 

subject email-address <name> 

subject L <name> 

subject O <name> 

subject OU <name> 

subject ST <name> 

subject-name { co | nc | eq | ne } <string> 
subscribe packet-size 

subscribe window-size 
subscription-duration <seconds> 
suppress-calling-number <1-35> 
suppress-prefix { calling | called } 
suppress-tx-—inband 

switchport vlan mapping { <C-vlan-id>..... 
sync-interface <ip interface name> <unit> 
syslog server { <host-name> | <A.B.C.D > } <facility-number> 
syslog-server vrf <vrf—-name> 

system enable-secure-crashlogs 
t38-redundancy <0-4> 

tacacs use-username 


tacacs-server <host> [<auth-port>] 
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Prompt 
auto-update 
cwmp 


config-vprofile 
crypto_group 


fw-zone-pair 
h323gw 
fw-params 
fw-params 
fw-params 
voiceoa 
config-area 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-map 
x25-layer-3 
x25-layer-3 
sipgw 

pots 


conf-voice-route 


voip 
config-if 
rtp-clock 
configure 
configure 
configure 
voip 
configure 
configure 
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Admin 
Admin 
Bridging 
Advanced IP 
Advanced IP 
VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
VoATM 
Advanced IP 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 

WAN 

WAN 

VoIP 

VoIP 

VoIP 

VoIP 
Bridging 
VoIP 

Admin 
Bridging 
Admin 

VoIP 

Admin 
Admin 


103 
113 
56 
36 
118 
69 
124 
124 
124 
17 
88 
92 
92 
93 
92 
92 
92 
92 
96 
171 
171 
46 
64 
102 
90 
69 
169 
73 
57 
21 
81 
67 
66 
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no tacacs-server 1.2.3.4 477 configure Admin 66 
no tacacs-server 1.2.3.5 configure Admin 66 
no tar-ressource-update <id> auto-update Admin 104 
no tcp-keepalive h323gw VoIP 68 
no tcp-keepalive h323gw VoIP 70 
no tei-remove dl-connection-release isdn VoIP 52 
no tftp-relay server { <IP-address> | <hostname> } configure Admin 43 
no tftp-server [<root-dir>] [address <interface><unit>] configure Admin 43 
no timer-cu <milliseconds> voiceoa VoATM 17 
no timer-max-detection <1..120> voip VoIP 82 
no timers config-router-xxx Advanced IP 74 
no timers bgp config-router Advanced IP 74 
no track <obj-id> rtr <session-id> reachability configure Basic IP 18 
no transfer-source cwmp Admin 113 
no translate { calling | called } conf-voice-route VoIP 102 
no trigger daily-restart-timer auto-update Admin 102 
no trigger gateway-association cwmp Admin 113 
no trigger monitored-interface <type> <unit> auto-update Admin 102 
no trigger monitored-interface <type> <unit> [delayed-start <seconds>] cwmp Admin 112 
no trunking-mode sipgw VoIP 73 
no trunking-—mode voip VoIP 86 
no trunk-name trunk IBC 85 
no trustpoint <name> crypto_profile Advanced IP 40 
no tunnel checksum config-if Basic IP 35 
no tunnel destination config-if Basic IP 34 
no tunnel dscp config-if Basic IP 36 
no tunnel key config-if Basic IP 35 
no tunnel mode contig-if Basic IP 35 
no tunnel path-mtu-discovery config-if Basic IP 35 
no tunnel precedence contig-if Basic IP 36 
no tunnel sequence-datagrams config-if Basic IP 35 
no tunnel source config-if Basic IP 34 
no update arp dhcp-config Basic IP 117 


Page 105/158 


Index of CLI of OneOS User Guides (EDITION 10) 


CLI 

no update-source 

no username <user-name> 

no username <user-name> password <user-password> 
no user-ring <freq> <ton-1> <toff-1> <ton-2> <toff-2> 
no validate-update-source 

no verify 

no virtual mac—address 

no virtual-link <A.B.C.D> 

no virtual-profile <vitual-profile-name> 

no virtual-template x25-layer3 <id:1..32> 

no virtual-template x3-pad <user-profile-id> 
no voice-group <0..30> [priority <0..30>] 

no voice-group <id:0-30> [priority <0-30>] 
no voicemail 

no voicemail [internal email-notify] 

no voicemail-dns-add <ip-or-hostname> [:<port>] ..... 
no voip-call <identifier> 

no voip-group <id:0-30> [priority <0-30>] 

no vrf 

no vrf [session | transfer] 

no vrf <name> 

no vrf <vrf-name> 

no vrf <vrf-name> 

no vrf <vrf-name> 

no vrf <vrf-name> 

no waiting-ccbs 

no weight 

no wildcard 

no wins 

no x121 <x121-address> 

no x121 <x121-address> 

no x121 <x121-pattern> 

no x121 <x121-pattern> 
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Prompt 
config-router-xxx 
configure 
crypto_ezvpn 
voice-port 
router-rip 
ph_layer 
config-if-vrrp 
config-area 
config-apc 
configure 
configure 
pots 

voip 

profile 

index 

sipgw 
configure 
voip 
dhcp-config 
cwmp 
firewall 
auto-update 
conf-rtr 
crypto_profile 
ppa-pm-cfg 
ibc-number 
config-router-xxx 
conf-voice-route 
crypto_group 
pad 
route-xot 
route-x25 
route-x25 
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Advanced IP 
Advanced IP 
Advanced IP 
VoIP 
Advanced IP 
WAN 

Basic IP 
Advanced IP 
Bridging 
WAN 

WAN 

VoIP 

VoIP 

IBC 

IBC 

VoIP 

VoIP 

VoIP 

Basic IP 
Admin 
Advanced IP 
Admin 
Admin 
Advanced IP 
Admin 

IBC 
Advanced IP 
VoIP 
Advanced IP 
WAN 

WAN 

WAN 

WAN 


68 
34 
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61 
77 
132 
88 
56 
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83 
98 
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46 
126 
83 
113 
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115 
102 
80 
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76 
71 
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35 
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158 
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no 
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no 


no 


no 
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x25 traffic-generator 
x25-address <x121-address> 


x25-dchannel 
x25-incoming 
x25-incoming 
x25-incoming 
x25-incoming 
x25-incoming 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 


xconnect 


<slot/port.sub-interface> 

convert calling-address <match-mask> [<string>] 
convert calling-address <match-mask> ..... 
convert cug <0..99> to <0..99> 

insert cug <0..99> 

insert cug <cug-value> 

convert called-address <match-mask> ..... 
convert called-address <match-mask> [<string>] 
convert cug <0..99> to <0.99> 

insert cug <0..99> 

suppress called-address 

suppress called-address 

suppress calling-—address 


suppress calling-—address 


xconnect-qos-map <qos-map-id> 


xot 


xping <session-name> 


zone <zone-name> 


zone-pair <zone-pair-—name> 


no-additional-offer deactivated 


no-additional-offer in-invite-200 


nocug <00..99> 


nox25-address <x121-address> 


nssa [dont-translate] [no-summary] 


nui-list 


nui-nua <nui>.<nua-x121> 


number { <mobile-name> | <mobile-main-number> } 
number { <name> | <main-number> } 
number { <name> | <main-number> } 
number { <name> | <main-number> } 


Page 107/158 


Prompt 
configure 
x25-layer-3 
route-x25 

x25 packet 
x25-layer-3 
x25-layer-3 
x25-layer-3 
x25 packet 
x25-layer-3 
x25 packet 
x25-layer-3 
x25-layer-3 
x25 packet 
x25-layer-3 
x25 packet 
x25-layer-3 
config-if 
configure 
route-x25 
exec 

firewall 

firewall 

voip 

voip 

x25 packet 
x25 packet 
config-area 
pad 
pad-nui-list 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 


User Guide Page 


WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
WAN 
Bridging 
Bridging 
WAN 
Admin 
Advanced IP 
Advanced IP 
VoIP 
VoIP 
WAN 
WAN 
Advanced IP 
WAN 
WAN 
IBC 

IBC 

IBC 

IBC 


163 
171 
172 
157 
171 
171 
171 
157 
171 
155 
171 
171 
155 
171 
155 
171 
84 
85 
158 
39 
115 
117 
85 
85 
154 
154 
88 
168 
168 
68 
69 
69 
69 


CLI 

number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
number 
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number 
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number 
number 
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number 
number 
number 
number 
number 
number 


<name> 
<name> 
<name> 
<name> 
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<name> 


<main-number> 
<main-number> 
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<main-number> 
<main-number> 
<main-number> 


<main-number> 


cee ee ee a no on on 
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Prompt 

ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
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number { <name> | <main-number> } 
number { <name> | <main-number> } 
number { <name> | <main-number> } 


number <1-3> <number> [<timer>] 

number <fixed-phone> 

number <main-number> 

number <main-number> 

number <main-number> 

numbering-plan 

numbering-plan 

number-type hunt-group <hunt-group id> 

number-type internal-service 

number-type legacy-subscriber routing-prefix <prefix> 


number-type sip-subscriber [auth-password <password> ..... 


num—plan-management 

numplan-preprocessing 

numplan-preprocessing 

numplan-preprocessing { none | calling-number ..... 
oam { disable | auto | active | passive } 

oam ais-rdi 

oam disabled 

oam end-cc 

oam end-loopback 

oam seg-cc 

oam seg-loopback 

oam-1lb retry <up-count> <down-count> <retry-frequency> 
oam-1lb retry <up-count> <down-count> <retry-frequency> 
oam-man aisrdi-down <3-60> aisrdi-up <3-60> 

oam-pvc [manage] <frequency> 

oam-pvc [manage] <frequency> 

oam-pvc [manage] intrusive 

oam-pvc manage 


ocsp <url> 
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Prompt 
ibc-user-config 
ibc-user-config 


ibc-user-configuration 


ibc-follow-me 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc-user-config 
ibc 

ibc 

index 

index 

index 

index 
voice-global 
pots 

voip 

pots/voip 
cont-if 

pvc 

config-if 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

pvc 

trustpoint 
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off-hook-announcement { caller | caller-forwarder ..... 
on any-update { reboot | stop } 

on update-failure { continue | stop | reboot } 

on update-failure continue | stop | reboot } 
on update-failure continue] stop |reboot } 


continue | stop | reboot } 


{ 
{ 

on update-success { continue | stop | reboot } 
on update-success { 
{ 


on update-success continue | stop | reboot } 
onecall-login *115* 
on-hook-min-duration <20..10000 ms> 

operator { euroisdn | euronumeris } 

ops { 16 | 32 | 64 | 128 | 256 | 512 | 1024 } 
ops { 16 | 32 | 64 | 128 | 256 | 512 | 1024 } 
option ascii <option-code> <ascii-string> 
option decimal <option-code> <decimal-number> 


option hex <option-code> <hexadecimal-number> 





option ip <option-code> <ip-address> 

origin ipcp 

os-update {enabled| disabled} 

outbound-proxy <IP-address or domain-name> 
out-—call-restriction 

out-call-restriction-profile <1..10> 
out-—call-restriction-profile <1-10> 

outgoing call [<name>] 

outgoing-call 

outgoing-call 

outgoing-call [<name>] 

outgoing-call { enabled | disabled } 

output-gain <gain: -12..+12 dBm; default: 0 no gain> 
output-gain <gain> 

output-gain <gain> 

output-indication { off | on | std } { rx | no-rx } 


overflow <number> 
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Prompt 
ibc-number 
auto-update 
sw-update 


tar-res-update 


cfg-update 
cfg-update 
sw-update 


tar-res-update 


index 
voice-port 
isdn 

x25 packet 
x25-layer-3 
dhcp-config 
dhcp-config 
dhcp-config 
dhcp-config 
dhcp-config 
oaac-mthd2 
sipgw 

ioc 

profile 
index 
config-if 
config-if 
config-if 
config-if 
ibc-number 
voice-port 
voice-port 
voice-port 
config-if 
ibc-number 
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Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
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VoIP 
VoIP 
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Admin 
VoIP 
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overflow <overflow-number> 

overflow external <nb-external-routes> <silent-time> 
owner <string> 

owner <string> 

packet { dte | dce } 

packet { dte | dce } 

packet count <number> 

padt clear-pppoe-dialer <id> 

padt clear-pppoe-dialer <id> 

parameter <parameter-name> 

parameters 

parameters <params> 

parity { none | even | forced-to-0 | forced-to-1 } 
parity { none | even | odd } 

passive-interface <type> <unit> 

passive-interface <type> <unit> 

passphrase <psk-string> 

passphrase <psk-string> 

passthrough-codec { g7lla | g71lu } 
passthrough-mode { direct | reinvite } 
passthrough-mode { direct | request-mode | tcsnull } 
passthrough-symetric { enable | disable } 


wi 


password 
Password “” 

password <password> 

password <password> 

password <password> [<0-1>] 

password <password> [<crypto-algorithm>] 
password <password> [<crypto-algorithm>] 
password <ppp-password> 

paths-of-statistics-kept <number-of-paths:1-128> 
payload-64k-unrestricted <0-255> 
payload-64k-unrestricted <96-127> [10|20] 
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Prompt 
profile 
config-router 
conf-rtr 
ppa-pm-cfg 
x25 
x25-layer-3 
ppa-pm-cfg 
config-if 
pppoeoa 
firewall 
x3-pad 
fw-policy 
async 
com-port-server 
config-router 
router-rip 
conf-ssid 
conf-ssid 

voip 

voip 

voip 

voip 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
config-router-xxx 
config-virt-ppp 
pppoa 
config-virt-ppp 
conf-rtr 
h3823gw 


sipgw 
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payload-type <number 0-127> 

peer { <A.B.C.D> | <hostname> } 

peer address { <ip-address> | <hostname> } 


peer default ip pool <pool-name> 

peer username <name> secret <password> 

peer username <username> password <password> [<encryption>] 
peer-group <name> 

peer-group <peer-group-name> 

peer-group <peer-group-name> 

permanent-—layerl1 

permanent-—layer2 

permanent—logical—-link 

permanent—-logical-link <pll-—number> 

permit { tcp | udp } ..... 

permit { tcp | udp } <source-address> <source-wildcard> ..... 
permit { tcp | udp } <source-address> <source-wildcard> ..... 
permit <dial-prefix> 

permit <ip-address> <wildcard> 

permit <source-address> [<wildcard>] [log] [sequence <1-100000>] 
permit <src-ipv6-prefix> <dest-ipv6-prefix> ..... 

permit 1.2.3.4 

permit any 

permit any [log] 

permit call-waiting 

permit ccbs 

permit cf-all 

permit cf-extern 

permit clip 

permit clir 

permit disa <disa-profile:1-10> 

permit dnd 

permit external-call 


permit follow-me 
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Prompt 
rtp-clock 
crypto_ezvpn 
iax 
config-virt-ppp 
iax 

configure 
config-router 
config-router 


config-router-neighbor 


isdn 

isdn 

isdn 

conf-if 
config-ipv6-acl 
ip-acl-ext 
ip-acl-ext 
out-call-restriction 
ip-acl-std 
ip-acl-std 
config-ipv6-acl 
ip-acl-std 
ip-acl-std 
ip-acl-std 
profile 

profile 

profile 

profile 

profile 

profile 

profile 

profile 

profile 

profile 
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permit group-mgmt 

permit icmp ..... 

permit icmp <source-address> <source-wildcard> ..... 
permit icmp <source-address> <source-wildcard> ..... 
permit ip [<protocol-id>] <source-address> ..... 
permit ip [<protocol-id>] <source-address> ..... 
permit ip <protocol-nbr> ..... 

permit park 

permit phone-login 

permit pickup 

permit ring-back-message 

permit screen-forwarder 

permit second-forwarding 

permit user-login 

permit vocal-pres 

pfs 

phone-configuration 

phone-key <index> { quick-calls | busy-lamp-field } ..... 
phone-password <old-user-password> <new-user-password> 
phy crossover { default | MDI | MDIx | auto } 

phy extended-distance { default | normal | enabled } 
phy twisted-pair { default | unshielded | shielded } 
physical-interface { el | el } 

physical-interface { el | t1 } 

physical-interface { El | T1 } 

physical-interface El 

physical-layer 

physical-layer 

physical-layer 

physical-layer 

physical-layer 

pickup *44 ! pickup from group 
pickup-nb *aa* ! pickup given number 


Page 113/158 


Prompt 
profile 
config-ipv6-acl 
ip-acl-ext 
ip-acl-ext 
ip-acl-ext 
ip-acl-ext 
config-ipv6-acl 
profile 
profile 
profile 
profile 
profile 
profile 
profile 
profile 
crypto_group 
ibc-number 
phone-conf 
ibc-number 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
index 
index 
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ping [-t] <target> [<source-address>] [<options>] 
ping 220.13.1.3 20.13.0.10 


ping atm port <0-3> vpi <0-255> vei <32-2048> ..... 


[vr£ <vrf-name>] 


ping ethernet { <macaddress> | multicast } level <lvl> vlan <vid> ..... 


ping ethernet 00:C0:89:10:A8:CE level 3 vlan 0 
ping init-delay <seconds> 

ping retries-interval <seconds> 

Ping source <interface> <unit> 


ping target <ip-address> 


ping6 <destination-ipvé> [size <bytes>] [repeat <ntimes>] 


pll {1|2|3 | 4 } tei <0..63> 

pmmsmode { normal | globespan } 
polarity-inversion 

police {cir <cir> | cir-percent <percent>} [<cbs>] 
police color-aware <green-dscp> ..... 

police conform-action { transmit | drop | ..... 
police exceed-action { transmit | drop | ..... 
police pir {<pir> | pir-percent <percent>} [<pbs>] 
police violate-action { transmit | drop | ..... 
policy <policy-name> 

policy <policy-name> 

policy-map <policy-name> 

policy-route-map <policy-—name> 

polling 

pool <pool-name> 

pool-number <1-255> 

port <p> 

port 5/<p> 

port 5/<port> 

port-type { el | t1 } 

port-type { el | t1 } 

post-—update-action { http-server-enable ..... 
pots <pots number> 
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Prompt 

exec 

exec 

exec 

exec 

exec 
config-chk-list 
config-chk-list 
config-chk-list 
config-chk-list 
exec 

conf-pll 
dsl-group 
voice-port 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
cfg-pmap-c 
firewall 
fw-zone-pair 
configure 
configure 
h3823gw 
crypto_group 
config-if 

pots 

pots 

pots 
config-pri 
ph-layer-e1t1 
tar-res-update 
voip-call 
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pots-group <0..30> [priority <0..30>] 
pots-group <y> 


power local { full | min | half | quarter | eighth } 


power-on-registration reset after <min> GSM-or-—GPRS 
power-on-registration reset after <minutes> 
power-on-registration reset after <minutes>..... 
power-—source-one 

ppa-pm default udp port <port-—number> 

ppa-pm responder port <port-number> ..... 


ppa-pm responder vrf <vrf-name> 


ppa-pm schedule <session-id> start { now <HH:MM:SS> } 


ppa-pm session <session-id> 


pppoe enable <bba-group-name> 


pppoe enable group <bba-group-name> dialer—pool-number 


pppoe-client dial-pool-number <dial-pool-number> 
ppp-profile <ppp-virtual-template-id> 

ppp-profile <profile-id> 

predictor leastconns 

preempt <1-3600> 

prefix <conf-bridge-number> length <len> 

prefix <pattern> [to <last-number>] ..... 

prefix <phone-nbr> length <length> 

prefix-type { incoming | outgoing | mixed } ..... 
pre-update-action { http-server-disable ..... 
pri-link 2/<0..7> 

priority <0..30> 

priority <0..30> 

priority <1..8> 

priority <1-255> 

priority <kbps> [<burst-in-bytes>] [excess—allowed] 
priority <priority> 

priority percent <1-99> [<burst>] [excess—allowed] 


priority qos-group <0..63> 
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Prompt 

pots 

pots 

config-if 
out-call-edge 
out-call-cellular 
out-call-edge 
voice-port 
configure 
configure 
configure 
configure 
configure 
config-if 
config-if 
config-if 
config-if 


configure-virtual-ppp 


slb-serverfarm 
config-if-vrrp 
voice-route 
conf-voice-route 
conf-voice-route 
conf-voice-route 
tar-res-update 
config-ima 

pots 

voip 
config-virt-pvc 
config-if-vrrp 
cfg-pmap-c 
voiceoa 
cfg-pmap-c 
config-map-class 
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privacy—-hookflash sipgw VoIP 74 
privilege { if-adsl | if-atm | if-bri | if-dotllradio ..... configure Admin 61 
privilege { if-adsl | if-atm | if-bri | if-dotllradio ..... configure Admin 61 
privilege configure <level> <command-string> configure Admin 61 
privilege configure reset <command-string> configure Admin 61 
privilege exec level <level> <command-string> configure Admin 61 
privilege exec reset <command-string> configure Admin 61 
privilege-level { <0-15> | admin | manager | user } index IBC 102 
product-class-specification { cert-or-mb-type ..... cwmp Admin 112 
profile <0..32> out-call WAN 121 
profile <0-10> config-if WAN 57 
profile <1..10> install-profile IBC 97 
profile <1-10> out-call-restriction IBC 95 
profile <1-10> services-profile IBC 96 
profile <index:0..29> cas-r2 VoIP 59 
profile <profile-number> contig-if WAN 80 
profile <virt-—ppp-profile> out-call WAN 125 
profile <virt-—ppp-profile> out-call WAN 129 
profile <virtual-template-id> Xx-Call WAN 106 
profile-associate <AP-MAC-addr> <virtual-profile-name> config-apc Bridging 56 
profile-default <virtual-profile-name> config-apc Bridging 56 
profile-pve <virtual-template-id> aal5 WAN 46 
profile-pve <virtual-template-id> config-pvc WAN 57 
protocol { raw | rfc2217} ..... com-port-server WAN 178 
protocol <12-protocol> ..... config-l2cp-profile Bridging 87 
protocol pppoeoa config-if WAN 57 
protocol pppoeoa config-if WAN 57 
protocol-emulation { isdn-te | isdn-nt | qsig } isdn WAN 100 
protocol-emulation { isdn-te | isdn-nt } isdn VoIP 52 
provisionning-mode { discover | template | none } config-apc Bridging 56 
prox-dns-add { <proxy-ip-address>[:<port>] ..... conf-voice-route VoIP 100 
prox-dns-add { <proxy-ip-address>[:<port>] ..... sipgw VoIP 72 
prox-ka sipgw VoIP 73 
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CLI Prompt User Guide Page 
pstn test call <e164-nbr> <slot>/<port>.<sub-interface> exec WAN 121 
pvc { ipoa | pppoa | Ppppoeoa } vpi <vpi> vei <vci> config-if Basic IP 86 
pve { ipoa | pppoa | pppoeoa } vpi <vpi> vei <vci> config-if Basic IP 86 
pve { ipoa | pppoa | pppoeoa } vpi <vpi> vei <vci> ..... config-if WAN 48 
pvc frame-relay vpi <vpi-number> vei <vci-number> config-if WAN 144 
pvc frame-relay vpi <vpi-number> vei <vci-number> config-if WAN 145 
pve fr-atm-srv vpi <vpi-number> vei <vci-number> config-if WAN 147 
pvc ipoa vpi <numberl> vei <number2> contig-if WAN 49 
Pvc ipoa vpi <vpi> vei <vci> config-if WAN 49 
pvc pppoa vpi <vpi> vci <vci> config-if WAN 50 
Pvc pppoeoa vpi <vpi> vci <vci> config-if WAN 54 
Pvc voiceoa vpi <vpi> vei <vci> [<vc-name>] config-if WAN 48 
pvc voiceoa vpi <vpi-id> vei <vci-id> <identifier> config-if VoATM 17 
pve vpi <0-255> vei <0-2048> contig-if WAN 57 
pve vpi <vpi> vei <vci> [<vc-name>] config-if WAN 46 
pwd exec Admin 15 
q850-cause-on-no-response <isdn-cause:1-127> voip VoIP 87 
q931-connection-timeout <1-300> h3823gw VoIP 68 
q931-response-timeout <1-300> h323gw VoIP 68 
q951-conformance { transparent | modified } pots VoIP 65 
qos { cbr | vbr-rt } per <pcr-value> voiceoa VoATM 17 
qos { ubr per <pcr-in-bps> | ..... pvc WAN 49 
qos <type> per <value> ser <value> mbs <value> ipoa WAN 49 
qos cbr per <32000..line-rate> config-virt-pvc WAN 45 
qos qos-default config-virt-pvc WAN 45 
qos ubr per <32000..line-rate> config-virt-pvc WAN 45 
qos ubrplus per <32000..line-rate> ..... config-virt-pvc WAN 45 
qos vbr per <32000..line-rate> ..... config-virt-pvc WAN 45 
qos vbr-rt pr <32000..line-rate> ..... config-virt-pvc WAN 45 
queue-limit <queue-size> cfg-pmap-c Basic IP 93 
r2-reverse-—ringback-tone voice-port VoIP 63 
radio-access-technology {2G-only | 3G-only |auto} out-call-cellular WAN 128 
radio-access-technology <rat> out-call-cellular WAN 129 
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CLI Prompt User Guide Page 
radius-server { <ipv4-address> | < ipv6é-address> ..... configure Admin 65 
vadius-server <ip-1> <key> configure Basic IP 118 
vadius-server <ip-2> <key> configure Basic IP 118 
radius-server <ip-address> <key> [<port>] ..... configure Bridging 47 
vadius-server <RADIUS-server-ip> [:<RADIUS-UDP-port>] <shared-key> configure WAN 92 
random-—detect cfg-pmap-c Basic IP 93 
random-detect cos <cos-value> <min> <max> [<mark-pro>] cfg-pmap-c Basic IP 94 
random-detect cos-based cfg-pmap-c Basic IP 94 
random-detect dscp <dscp-value> <min> <max> [<mark-pro>] cfg-pmap-c Basic IP 94 
random-detect dscp-—based cfg-pmap-c Basic IP 93 
random-detect explicit—congestion-notification cfg-pmap-c Basic IP 95 
random-detect exponential-—weighting-—constant cfg-pmap-c Basic IP 94 
random-detect prec-—based cfg-pmap-c Basic IP 94 
random-detect precedence <prec-value> <min> <max> [<mark-pro>] cfg-pmap-c Basic IP 94 
random-detect qos-group <qos-group-value> <min> <max> [<mark-pro>] cfg-pmap-c Basic IP 94 
random-detect qos—group—based cfg-pmap-c Basic IP 94 
range <A.B.C.D>/<length> config-area Advanced IP 87 
range vc min <value> max <value> drv WAN 12 
range vp min <value> max <value> drv WAN 12 
ras—bandwidth-control h323gw VoIP 69 
ras—full-reg-timeout <timeout> h3823gw VoIP 69 
ras-intrusive-voiceport { registration-status ..... h323gw VoIP 67 
ras-keepalive-timeout <1. .200> h3823gw VoIP 69 
ras-max-retries <1..200> h3823gw VoIP 68 
ras-multicast <IP-address>:<port> h3823gw VoIP 68 
ras-port <0-65535> h3823gw VoIP 68 
ras—response-timeout <1-300> h3823gw VoIP 68 
ras-timetolive <1..300> h3823gw VoIP 69 
rate { 300 | 600 | 1200 | 2400 | 4800 | 9600 ..... com-port-server WAN 179 
rate {300| 600| 1200| 2400] 4800] 9600| 38400] 57600| 115200} async WAN 167 
rate <1200-8100000> ph_layer WAN 78 
rev-login <other-internal-number> ibc-number IBC 69 
rev-logout <other-internal-number> ibc-number IBC 69 
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real <ip-address> [<port>] 

reboot 

reboot 

reboot [ after <seconds> ..... 

reboot cancel 

reboot-check [at <hh>:<mm>:<ss>] <sw-image> <config-file> 
reboot-check cancel 

reboot—phone 

reboot-—recovery-on-error 

recall-last-caller-called *52 ! recall last call 
recall-last-missed-call *51 ! recall missed call 
receive-buffer-size <1..1024> 

receive-buffer-size <1..128> 

receive-timer <3..100> 

receptionist <0-9> 

reconnection 

reconnection { automatic | datagram } 

reconnection { automatic | datagram } 

reconnection { automatic | datagram } 

record ip <protocol> 


record tcp dst-port <tcpDstStartPort> [<tcpDstEndPort>] .... 
record udp dst-port <udpDstStartPort> [<udpDstEndPort>] .... 





record-message *39% ! record IVR message 
record-ring—back-message *35%*2 ! start record 
redial—last-—called *54 ! recall last outgoing 
redial-—last-caller *53 ! recall last incoming 


redistribute { bgp | rip | static | connected } ..... 
redistribute { connected | static | bgp | ospf } ..... 
redistribute { rip | ospf } [metric <metric>] ..... 
redistribute connected [metric <metric>] ..... 
redistribute static [metric <metric>] ..... 

reg-dns-add { <ip-address>[:<port>] | <dns-name> } ..... 


regex-prefix <regular-expression> ..... 
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Prompt 
slb-serverfarm 
exec 

exec 

exec 

exec 

exec 

exec 
ibc-number 
configure 
index 

index 
com-port-server 
async 
com-port-server 
ibc-user-config 
pppoa 
config-virt-ppp 
config-virt-ppp 
config-virt-ppp 
fw-service 
fw-service 
fw-service 
index 

index 

index 

index 
config-router 
router-rip 
config-router 
config-router 
config-router 
sipgw 
conf-voice-route 


User Guide Page 


Basic IP 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 

IBC 

Admin 

IBC 

IBC 

WAN 

WAN 

WAN 

IBC 

WAN 

WAN 

WAN 

WAN 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

IBC 

IBC 

IBC 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
VoIP 

VoIP 


146 
15 
119 
20 
20 
21 
21 
106 
128 
92 
92 
178 
167 
178 
107 
52 
93 
124 
128 
120 
120 
121 
91 
91 
92 
92 
90 
57 
71 
71 
71 
71 
99 
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reg-failure-timer <duration 1-50s> 
reg-interval-timeout <duration 1-43200s> max-retry-nb <0-30> 
register 

register outbound 

registrar { required | optional } 

registrar disabled 

registrar—-hostname <string> 

registration-timeout <duration 1-30s> 

reg-ka <interval> 

reg-ka <seconds> 

reg-ka-mode { percent | fixed | minus } <value-less> ..... 
reinit <down-time> <mid-time> [<up-time>] ..... 
reinit <down-time> <mid-time> [<up-time>] [<day-of-the-week>] 
remaining-bw-share <weight> 

remark <description-text> 

remark <description-text> 

remote-as <number> 

remove { class | value } <value> 

rename <new-name> 

rename <new-policy-—name> 

report { all ..... 

request-—data-size <data-size-in-bytes: 64-16384> 
request-—primitive-timer <seconds> 

resequence <start> [<increment>] 

resequence <start> [<increment>] 

reset-login 

reset-—login *100 

reset-—parameters 

reset-parameters { mailbox | directory | ring-back } 
reset-parameters all 

resource threshold { all | dsO | bandwidth } ..... 
restore factory-setting 


restore-logged-dualphones *116*1 
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Prompt 
sipgw 
sipgw 
h3823gw 

iax 

sipserv 
sipserv 
sipserv 
sipgw 

sipgw 
sipserv 
sipgw 
config-if 
pppoa 
cfg-pmap-c 
ip-acl-ext 
ip-acl-std 
config-router-xxx 
backup-cause 
config-cmap 
config-pmap 
stm1 
conf-rtr 
sipgw 
fw-filter 
fw-policy 
ibc-number 
index 
ibc-number 
ibc-number 
ibc-number 
h3823gw 
exec 

index 


User Guide Page 


VoIP 76 
VoIP 76 
VoIP 69 
IBC 86 
VoIP 136 
VoIP 136 
VoIP 136 
VoIP 76 
VoIP 72 
VoIP 136 
VoIP 72 
WAN 96 
WAN 52 
Basic IP 92 
Basic IP 53 
Basic IP 53 
Advanced IP 67 
VoIP 106 
Basic IP 87 
Basic IP 90 
WAN 43 
Admin 79 
VoIP 75 


Advanced IP 118 
Advanced IP 119 


IBC 70 
IBC 89 
IBC 109 
IBC 109 
IBC 109 
VoIP 67 
Admin 22 
IBC 89 
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retry-time min <0-3600> max <0-3600> 

retry-time min <seconds> max <seconds> 

reverse-route 

revocation-check [crl] [ocsp] [none] 

ring { Australia | Austria | Belgium | Denmark | France 
ring { Australia | Austria | Belgium | Denmark | France 
ring { France | Germany | USA | Italy | Spain | UK ..... 
ring-back-message { enabled | disabled } 
ring-back-message { enabled | disabled } 
ring-back-message { enabled | disabled } 
ringing-timeout <5-180sec> 

ringing-timeout <5-180sec> 

ring-level { normal | high | max } 

ring-level { normal | high | max } 

ring-level { normal | min | high | max } 

ring-number <1-40 pulses> 

rm /BSA/persist/cwmp.ini 

role <1-32 characters> 

route <1..200> 

route <index> 

route <route> 

route 1 

route x25 

route x25 

route xot 

route-map <map-name> { in | out } 

route-map <map-tag> { permit | deny } <sequence-number> 
route-map <map-tag> { permit | deny } <sequence-number> 
route-map <map-tag> { permit | deny } <sequence-number> 
route-map <route-map-name> { in | out } 

router bgp <autonomous-system> 

router bgp <autonomous-system> [vrf <vrf-name>] 


router ospf 
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Prompt 


config-virt-ppp 


pppoa 


crypto-template 


trustpoint 
voice-port 
voice-port 
voice-port 
ibc-number 
profile 
trunk 
ibc-number 
profile 
voice-port 
voice-port 
voice-port 
voice-port 
exec 
index 
voice-route 
voice-route 
voice-route 
voice-route 
configure 
configure 
configure 


config-router-xxx 


configure 
configure 
configure 


configure-router-xxx 


configure 
configure 
configure 


User Guide Page 


WAN 

WAN 
Advanced IP 
Admin 

VoIP 

VoIP 
VoATM 

IBC 

IBC 

IBC 

IBC 

IBC 

VoATM 
VoIP 

VoIP 

VoIP 

Admin 

IBC 

VoIP 

VoIP 

VoIP 

VoIP 

WAN 

WAN 

WAN 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 


93 
52 
29 
97 
43 
150 
14 
70 
98 
86 
73 
98 
14 
151 
43 
44 
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103 
137 
98 
48 
98 
158 
172 
159 
69 
59 
76 
90 
77 
76 
66 
86 


CLI 
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router ospf 


router ospf 


router ospf 


router ospf 


router rip 


router rip 


router rip 


router rip 


route-reflector-client 
router-id <A.B.C.D> 


routing-prefix <pattern> 


rtcp-xr 


rtp-dscp <0-63> 


rtp-inband-notification 


rtp-multicast 


rtp-permanent 
rtp-port-range <0-65535> <0-65535> 
rtp-port-range <0-65535> <0-65535> 


rtp-port-range <min> <max> 
rtp-port-range 10000 10200 
rtp-port-range 32000 36000 
rtp-port-range min <0-65535> max <0-65535> 


rtr 
rtr 
rtr 
rtr 
rtr 
rtr 
rtr 


rts 


reaction-configuration <session-id> action-type ... 
reaction-configuration <session-id> threshold-type 

reaction-configuration <session-id> timeout-enable 

reaction-trigger <calling-session> <called-session> 
schedule <entry-number> [ageout <0-2073600>] ..... 

schedule 1 life 300 start-time now 

session <session-id> 

threshold <0-2347> 


rule <name> [alg ftp <alg-name>] [alg tftp <alg-name>] 


rule <name> [filter <filter> | not-filter <filter>] ... 


rule <rule-name> [filter <filter>] ..... 
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Prompt 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-router-xxx 
config-router 
trunk 
voip 
sipgw 
voip 
voice-global 
voip 
mgcpgw 
sipgw 
sipserv 
ioc 
mgcpgw 
h323gw 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
config-if 
fw-policy 
fw-filter 
fw-policy 
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Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
IBC 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

IBC 

VoIP 

VoIP 

Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Bridging 
Advanced IP 
Advanced IP 
Advanced IP 


87 
88 
89 
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56 
60 
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152 
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83 
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rule <rule-name> [seq-nr <0..2147483647>] fw-filter Advanced IP 118 
rule <rule-name> [seq-nr <0..2147483647>] fw-policy Advanced IP 119 
rule <rule-name> [source <source> | not-source <source>] ..... fw-filter Advanced IP 116 
samples-of-history-kept <number-of-history-samples:1-30> conf-rtr Admin 81 
save running-config [to <filename>] exec Admin 19 
save—password crypto_group Advanced IP 35 
scheduled-cfu <day-id> <schedule-id> ibc-number IBC 72 
scheduled-cfu <day-id> <schedule-id> <hhl:mm1> <hh2:mm2> ..... ibc-number IBC 72 
scheduled-cfu <day-id> <schedule-id> <start-time> ..... profile IBC 98 
screened-forwarder { enabled | disabled } ibc-number IBC 70 
screened-forwarder { enabled | disabled } profile IBC 98 
sd-ber <3..9> sim1 WAN 43 
sdsl config-if WAN 41 
second-forwarding { enabled | disabled } ibc-number IBC 72 
second-forwarding { enabled | disabled } profile IBC 98 
second-step-dialing { enable | disable } voice-port VoIP 40 
seizure-ack-timeout <1..100:default 8s> cas-r2-profile VoIP 60 
self-identity { address ..... crypto_profile Advanced IP 39 
send-—community config-router-xxx Advanced IP 68 
serial <slot/port> <dlci-serial> [<dlci-atm>] config-vc-group WAN 145 
serial <slot>/<port> route-x25 WAN 158 
serial-capture vxx0 [console | file] [verbose { 1 | 2 | 3 }] exec WAN 81 
serial-heccoset config-if-e1 WAN 33 
serial-number { default | bnumber } cwmp Admin 112 
serial-scramble config-if-e1 WAN 33 
server { <A.B.C.D> | <X:X:X::X> ..... config-sg-radius Admin 68 
server { <A.B.C.D> | <X:X:X::X> ..... config-sg-tacacs Admin 68 
server <ip-1> config-sg-radius Basic IP 118 
server <ip-2> config-sg-radius Basic IP 118 
server <server-ip-address> config-sg-radius Bridging 47 
serverfarm <name> slb-vserver Basic IP 147 
serverfarm farml slb-vserver Basic IP 147 
service <ma-name> vlan <vid> config-ecfm Bridging 24 
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service <service-name> firewall Advanced IP 120 
service clock-recovery pots VoIP 168 
service name <name> config-proto WAN 57 
service name <name> config-proto WAN 57 
service name <string> pppoeoa WAN 54 
service voice-bridge <max-call> pots VoIP 48 
service-keypad <1-5> index IBC 104 
service-keypad <1-5> profile IBC 98 
service-name <sv—name> pppoe WAN 95 
service-policy <policy-name> cfg-pmap-c Basic IP 96 
service-policy input <policy-map> config-if Basic IP 96 
service-policy output <policy-map> config-if Basic IP 96 
service-policy output test configure-virtual-ppp Basic IP 41 
service-profile <1-10> profile IBC 98 
services-—profile ibc IBC 96 
services-profile <1-10> index IBC 104 
set <sequence-line-number> <command-line> config-vprofile Bridging 56 
set aggressive-mode password <psk> config-isakmp-peer Advanced IP 39 
set atm-clp cfg-pmap-c Basic IP 95 
set atm-clp cfg-prmap-c Basic IP 105 


Advanced IP 77 
Advanced IP 77 
Advanced IP 77 


set comm-list <1-99> delete 
set community { add | replace } { <1-4294967295> ..... 


config-route-map 
config-route-map 


set community none config-route-map 


set cos <0..7> cfg-pmap-c Basic IP 95 
set cos <0..7> cfg-pmap-c Basic IP 105 
set fr-de cfg-pmap-c Basic IP 95 
set fr-de cfg-prmap-c Basic IP 105 
set interface <type> <unit> cfg-prmap-c Basic IP 106 
set interface atm 0.1 cfg-prmap-c Basic IP 106 
set interface null 0 cfg-prmap-c Basic IP 106 
set ip df { 0 | 1 } cfg-prmap-c Basic IP 105 
set ip dscp { <0-63> | ef | afl1 | af12 | af13 ..... cfg-pmap-c Basic IP 95 
set ip dscp { <0-63> | ef | afli | af12 | af13 ..... cfg-prmap-c Basic IP 104 
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set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 
set 


set 
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ip next—-hop <ip-address> 


ip next—-hop <ip-address> 


ip next—-hop <ip-address> 


ip precedence <0-7> 


ip precedence <0-7> 


isakmp-profile <isakmp-profile-name> 


local-preference 


local-preference <0-4294967295> 


metric [+|-]<metric> 
metric <+-metric> 
metric <metric> 
metric <number> 


metric-type { type-1 


| type-2 } 


multiple-conf-sessions disable 


multiple-—conf-sessions enable 


peer { <A.B.C.D> | <hostname> } 


peer { <A.B.C.D> | <hostname> } 


pfs { groupl | group2 | group5 } 


qos-group <0-99> 
qos-group <value> 
security-—association 
security—association 
security-—association 
security—association 
security-—association 
security—association 
security—association 
security-—association 
tag <0..4294967295> 
transform-set <name> 


transform-set <name> 


inbound ah <spi> ..... 
inbound esp <spi> ..... 
inbound ipcomp <cpi> 
lifetime kilobytes ..... 
lifetime seconds <1-131071> 
outbound ah <spi> ..... 
outbound esp <spi> ..... 


outbound ipcomp <cpi> 


type { incoming | leased-line | dial } 


weight <weight> 
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Prompt 
cfg-prmap-c 
config-route-map 
config-route-map 
cfg-pmap-c 
cfg-prmap-c 
crypto-isakmp 
config-route-map 
config-route-map 
config-route-map 
config-route-map 
config-route-map 
config-route-map 
config-route-map 
configure 
configure 
crypto-isakmp 
crypto-manual 
crypto-isakmp 
cfg-prmap-c 
cfg-pmap-c 
crypto-manual 
crypto-manual 
crypto-manual 
crypto-isakmp 
crypto-isakmp 
crypto-manual 
crypto-manual 
crypto-manual 
config-route-map 
crypto-isakmp 
crypto-manual 
crypto-isakmp 
config-route-map 
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Basic IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Admin 
Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
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77 
95 

105 
28 
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77 
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19 
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28 

105 
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26 
27 
27 
26 
26 
26 
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27 
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74 
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set-cfb *22* ! activation index IBC 90 
set-cfdi *24* ! activation index IBC 90 
set-cfdi-cfb *26* ! activation index IBC 90 
set-cfdi-cfnr *25* ! activation index IBC 90 
set-cfdi-cfnr-cfb *27* ! activation index IBC 90 
set-cfnr *21* ! activation index IBC 90 
set-cfnr-cfb *23* ! activation index IBC 90 
set-cfu *28* ! activation index IBC 90 
set-language *9 ! language of IBC index IBC 93 
set—overflowing *36* ! activation index IBC 91 
set-param <proprietary-managed-object-name> <value> ..... cwmp Admin 113 
set-portability { enable | in-progress | done } ..... h323gw VoIP 67 
set-portability { enable | in-progress | done } ..... sipgw VoIP 78 
set-portability { enable | in-progress | done } ..... sipserv VoIP 136 
setup-follow-me *85*2 ! using IVR index IBC 93 
sf-ber <3..9> stm1 WAN 43 
sg3tog3 { enable | disable } [<timer:100-3000ms>] voip VoIP 82 
short-number <1-20 digits> full-number IBC 74 
show { el | vxx } exec WAN 86 
show aaa exec Admin 69 
show ADSL exec WAN 38 
show ap-controller association [detailed] exec Bridging 63 
show ap-controller default-—profile exec Bridging 63 
show ap-controller dot1l <parameter> [<AP-MAC-addr>] exec Bridging 63 
show ap-controller keepalive statistics exec Bridging 63 
show ap-controller profile-assoc exec Bridging 63 
show ap-controller provisionning—mode exec Bridging 63 
show ap-controller virtual-profile <virtual-profile-name> exec Bridging 63 
show arp exec Basic IP 25 
show arp statistics exec Basic IP 25 
show association { cwmp | secured-association } exec Basic IP 119 
show atm pvc port <atm-port> vpi <VP-identifier> vei <VC-identifier> exec WAN 65 
show atm pvc port 0 vpi 0 vci 33 exec WAN 65 
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show atm traffic exec WAN 65 
show authentication status exec WAN 135 
show autoconfiguration exec Admin 130 
show auto-update setup exec Admin 106 
show auto-update statistics exec Admin 106 
show blacklist { console | tshell | telnet, | ssh | http-server } exec Admin 99 
show blacklist log exec Admin 99 
show bridge-group exec Bridging 70 
show bridge-group cache [<group-id>] exec Bridging 81 
show cellular-radio equipment exec WAN 127 
show cellular-radio equipment exec WAN 131 
show cellular-radio network exec WAN 131 
show certificates exec Admin 91 
show certificates exec Admin 91 
show check-list [<check-list-name>] exec Admin 27 
show class-map [<class-name>] exec Basic IP 101 
show class-map ef exec Basic IP 101 
show command-config exec Admin 37 
show com-port-server stats [index <index>] exec WAN 181 
show com-port-server stats history [index <index>] exec WAN 181 
show com-port-server stats history reset [index <index>] exec WAN 181 
show com-port-server stats reset [index <index>] exec WAN 181 
show com-port-server status exec WAN 180 
show com-port-server status exec WAN 180 
show com-port-server status exec WAN 180 
show com-port-server status [index <index>] exec WAN 180 
show configuration authentication exec WAN 135 
show configuration interface { fastethernet | gigabitethernet } ..... exec Bridging 12 
show configuration interface {fastethernet | gigabitethernet} <unit> exec Bridging 11 
show configuration interface dialer-mlppp <id> exec WAN 59 
show configuration interface fastethernet 0 exec Bridging 11 
show configuration interface isdn exec WAN 106 
show configuration interface serial [0/0] exec WAN 86 
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cwmp statistics 
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cidr-only [vrf <vrf-name>] 
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dhcp [vrf <vrf-name>] server pool 


dhcp [vrf <vrf-name>] statistics 
dhcp database 
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fragment configuration 


fragment statistics 
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interface dotllradio 
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show ip multicast cache exec Advanced IP 105 
show ip multicast statistics exec Advanced IP 105 
show ip name-server exec Basic IP 28 
show ip name-server [vrf <vrf-name>] exec Basic IP 28 
show ip name-server vrf red exec Basic IP 28 
show ip nat config exec Basic IP 76 
show ip nat mappings inside exec Basic IP 77 
show ip nat mappings outside exec Basic IP 77 
show ip nat per—-host exec Basic IP 77 
show ip nat pool exec Basic IP 77 
show ip nat sessions exec Basic IP 76 
show ip nat sessions exec VoIP 140 
show ip nat statistics exec Basic IP 76 
show ip nat timers exec Basic IP 77 
show ip ospf exec Advanced IP 93 
show ip ospf border-routers exec Advanced IP 93 
show ip ospf database [ asbr-summary ..... exec Advanced IP 93 
show ip ospf interface [<interface-type> <unit>] exec Advanced IP 93 
show ip ospf neighbor [all | <A.B.C.D> | detail] exec Advanced IP 93 
show ip ospf route exec Advanced IP 93 
show ip pim interface exec Advanced IP 105 
show ip pim neighbors exec Advanced IP 105 
show ip pim route exec Advanced IP 105 
show ip pim rp exec Advanced IP 106 
show ip pim rp—-hash <group-address> exec Advanced IP 106 
show ip pim statistics exec Advanced IP 106 
show ip pkt-interceptor statistics exec Admin 52 
show ip prefix-list [detail | summary] exec Advanced IP 58 
show ip prefix-list <name> [<network>/<len>] exec Advanced IP 58 
show ip prefix-list <name> [<network>/<len>] first-match exec Advanced IP 58 
show ip prefix-list <name> [<network>/<len>] longer exec Advanced IP 58 
show ip prefix-list <name> [detail | summary] exec Advanced IP 58 
show ip protocols exec Advanced IP 63 
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ssh 
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isdn status [<slot>/<port> | all] 
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12cp status [<profilel-name>] 


12tp session 


Page 134/158 


Prompt 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
eXec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 


User Guide Page 


Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Basic IP 
Admin 

Basic IP 
Basic IP 
Basic IP 
Basic IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
Advanced IP 
VoATM 
VoIP 

WAN 

WAN 

WAN 
Bridging 
Bridging 
Bridging 
Basic IP 


63 
63 
63 
62 
62 
27 
27 
148 
148 
148 
148 
148 
148 
48 
28 
29 
27 
27 
53 
16 
16 
16 
16 
16 
29 
113 
108 
108 
108 
89 
89 
89 
45 


CLI 

show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 


show 


Index of CLI of OneOS User Guides (EDITION 10) 


12tp session 

12tp session all 

12tp session all 

12tp tunnel [all] 
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policy-—interface [input | ouput] [<intf> <unit>] [class <cls>] 
policy-interface Atm 0.1 

policy-map demo 

policy-map demo class afl 
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policy—route-map 

ppa-pm responder 
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privilege 

privilege 
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privilege command exec <command-string> 
privilege command exec configure 
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show rtr operational-state 999 exec Admin 81 
show running-config exec Admin 16 
show running-config exec WAN 164 
show running-config exec WAN 174 
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show running-config | <word> exec Admin 16 
show sdsl exec WAN 42 
show snmp community exec Admin 33 
show snmp engine-id exec Admin 33 
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show soft-file info /BSA/binaries/OneOs exec Admin 16 
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show ssh exec Admin 48 
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Bridging 
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WAN 
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Bridging 
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108 
49 
121 
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150 
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53 
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169 
82 
161 
173 
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44 
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57 
27 
16 
21 
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11 
109 
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110 
75 
11 
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114 
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show system statistics pri reset exec WAN 114 
show system statistics pri sequencer exec WAN 115 
show system statistics pri sequencer reset exec WAN 115 
show system statistics pri short exec WAN 113 
show system statistics vdsl exec WAN 72 
show system statistics vdsl log exec WAN 74 
show system statistics vdsl log file exec WAN 74 
show system status exec Admin 53 
show tacacs-server exec Admin 66 
show tacacs-server exec Admin 66 
show tcp sessions exec Basic IP 29 
show tcp statistics exec Advanced IP 70 
show tcp statistics exec Basic IP 28 
show track [<obj-id] exec Basic IP 28 
show transceiver equipment exec Bridging 12 
show transceiver equipment exec Bridging 12 
show transceiver equipment exec Bridging 12 
show udp sessions exec Basic IP 29 
show udp statistics exec Basic IP 29 
show vdsl 0 exec WAN 72 
show version exec Admin 16 
show virtual-template ppp <id> exec WAN 97 
show virtual-template x25-layer3 <id> exec WAN 172 
show virtual-template x25-layer3 1 exec WAN 172 
show virtual-template x3-pad <template-id> exec WAN 169 
show vlans exec Bridging 70 
show voice <function> [<parameter> [{ index <index> | all }]] exec VoATM 28 
show voice <function> [<parameter> [{ index <index> | all }]] exec VoIP 111 
show voice <parameters> <index> exec VoIP 157 
show voice audit exec VoIP 133 
show voice cfx { <voice_port:5/x> | all } exec VoIP 43 
show voice cfx { <voice_port:5/x> | all } reset exec VoIP 43 
show voice cfx all exec VoIP 43 
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show 
show 
show 
show 
show 
show 
show 
show 
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show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 
show 


show 


voice 
voice 
voice 
voice 
voice 
voice 
voice 
voice 
voice 
voice 
voice 
voice 
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voice 
voice 
voice 
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voice 
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voice 
voice 
voice 
voice 
voice 
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voice 


voice 


Index of CLI of OneOS User Guides (EDITION 10) 


clocking 


debug 
debug 
debug 
debug 
debug 
debug 


memory [appli | netb | all] 
memory-graph [appli | netb | all] 
message-—exchanges 

sip-stack [<reset>] 

voip-—comm 


voip-session 


dial-peer voice vmoabri index 0 


dial-peer voice vmoafxs index 2 


dial-peer voice vmoapri index 0 


dial-peer voice voip <id> 


dial-peer voice voip all [<type>] [reset] 


dial-peer voice voip all [<type>] [reset] 


dial-peer voice voip index <port-—id> [<type>] [reset] 


dial-peer voice voip index <port-id> [<type>] [reset] 


dial-peer voice voip index 0 


dial-peer voice voip index 0 


dial-peer voice vtoaccs ind 0 


dial-peer voice vtoaces ind 0 


global information 


global memory 


h323-gateway 


hardware full 


hardware full 


1life-line 


mgcp-gateway 


mos 


mos 


mos reset 


mos reset 


rtpcall { short | full } { any | @rr } i.né¢s« 


rtpcall { short | full } { any | err } ..... 


rtpcall full any ind 2 
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31 
145 
116 
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32 
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118 

29 
113 

41 
159 
118 
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130 
161 
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show 
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show 
show 
show 
show 
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show 
show 
show 
show 
show 
show 
show 
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show 
show 
show 
show 
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show 
show 
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voice 
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rtpcall full any index 2 


rtpcall short any min 1 max 3 


rtpcall short any min 1 max 3 


running-config 


running-config 


sip-gateway 


sip-gateway endpoints 


sip-server 
sip-server 
version 


version 


endpoints 


vmoa-connection index 0 


voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 


voice-port 


voip-call { any | err } { all | min <vall> max <val2> 


bri { all 
bri index 
bri index 
bri index 
fxo all 

fxo index 
fxs all 

fxs index 
fxs index 
fxs index 
pri index 


pri index 


voip-call any all 


voip-test 


| index <index> } 
0 
0 
0 


12 


oooeooeo 


vtoa-connection index 0 


vrrp interface fastethernet 0/0 


vrrp statistics 


vrrp vrid 1 


vxx <slot>/<port> 


x25 
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exec 
exec 
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exec 
exec 
exec 
exec 
exec 
exec 
exec 
exec 


User Guide Page 


VoIP 
VoIP 
VoIP 
VoATM 
VoIP 
VoIP 
VoIP 
VoIP 
VoIP 
VoATM 
VoIP 
VoATM 
WAN 
VoATM 
VoIP 
WAN 
VoIP 
VoIP 
VoIP 
VoATM 
VoIP 
VoIP 
VoATM 
VoIP 
VoIP 
VoIP 
VoIP 
VoATM 
Basic IP 
Basic IP 
Basic IP 
WAN 
WAN 


130 
130 
162 

28 
111 
119 
140 
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140 

29 
113 

32 
173 

29 
113 
173 
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30 
115 
157 

30 
114 
132 
132 
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33 
138 
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169 
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show x25 exec WAN 173 
show x25 route exec WAN 174 
show xconnect configuration exec Bridging 85 
show xconnect configuration <interface> exec Bridging 85 
show xconnect statistics eXeC Bridging 85 
show xconnect statistics <interface> exec Bridging 85 
show xot exec WAN 162 
shutdown com-port-server WAN 178 
shutdown cont-if WAN 69 
shutdown cont-if WAN 170 
shutdown config-if Basic IP 23 
shutdown contig-if Basic IP 36 
shutdown config-if VoATM 15 
shutdown contig-if VoATM 16 
shutdown config-if VoIP 55 
shutdown config-if VoIP 57 
shutdown config-if VoIP 62 
shutdown config-if VoIP 63 
shutdown config-if WAN 100 
shutdown contig-if WAN 101 
shutdown config-if WAN 153 
shutdown config-router-xxx Advanced IP 69 
shutdown h323gw VoIP 66 
shutdown ibc IBC 84 
shutdown ibc IBC 100 
shutdown mgcpgw VoIP 152 
shutdown rtp-clock VoIP 169 
shutdown sipgw VoIP 71 
shutdown vmoa VoATM 18 
shutdown vmoabri VoATM 21 
shutdown vmoafxs VoATM 23 
shutdown vmoapri VoATM 21 
shutdown voip VoIP 84 
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shutdown 

shutdown 

shutdown 

shutdown-threshold <shutdown-threshold> 
sig-conf {on-hook | off-hook | ring | flash |pulse-dial} 
sig-dscp <0-63> 

signal-analysis 

sig-port 5200 

sig-protocol { h323 | sip | mgcp } 

sig-protocol h323 

sig-protocol h323 

sig-protocol mgcp 

sig-protocol sip 

sig-protocol sip 

sig-protocol sip 

silence-detection { vad | vadcng } 
silence-detection { vad | vadcng } 
silence-detection { vad | vadcng } 
sip-183-alerting 

sip-aoc-ie { generic-cpk | generic | xml | raw } 
sip-asserted-id 

sip-asserted-id 

sip-authentication <username: 1-120 char> ..... 


sip-authentication <username: 1-120 char> ..... 





sip-called-number <comma-separated-ordered-header-list> 
sip-default-from <string up to 50 char> 
sip-device-host-name <host-name: 1-35> 

sip-from-display <string-up-to-50-char> 

sip-gateway 

sip-gateway 

sip-gateway 

sip-gateway 


sip-gateway 
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vtoa 

vtoaccs 
vtoaccs 


config-l2cp-profile 


voice-port 
sipgw 
voice-port 
ioc 

voip 

voip 

voip 

voip 

voip 

voip 

voip 
voatm-trans 
voip 

voip 

voip 

voip 

sipgw 

voip 
conf-voice-route 
sipgw 
sipgw 

voip 
conf-voice-route 
sipgw 
configure 
configure 
configure 
configure 
configure 
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VoIP 
VoIP 
VoIP 
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153 


137 


153 
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144 
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sip-gw-registration config-chk-list Admin 27 
sip-monitoring [<method>] [send | receive] <3..600 seconds> voip VoIP 88 
sip-overlap-type { rfc3578 | zhang-overlap } voip VoIP 89 
sip-phone-context <name> { unknown | national ..... voip VoIP 87 
sip-preferred-id sipgw VoIP 75 
sip-preferred-id voip VoIP 86 
sip-privacy-header { user | id | user-id } voip VoIP 87 
sip-proxy { internal | address <A.B.C.D>[:<port>] } ibc IBC 84 
sip-proxy back-to-back voice-global VoIP 139 
sip-proxy bridge voice-global VoIP 139 
sip-proxy bridge-transparent voice-global VoIP 139 
sip-sdp-on-alert [send-receive | receive-only | send-only] voip VoIP 85 
sip-server configure VoIP 136 
sip-server configure VoIP 144 
sip-server configure VoIP 145 
sip-to-isdn-cause <sip-cause:400-606> <isdn-cause:1-127> voip VoIP 87 
sip-ua { ip-dynamic [restricted | open] ..... voip VoIP 85 
sip-ua { ip-dynamic { restricted | open} ..... voip VoIP 137 
sip-ua ip-static <address of ibc> voip IBC 84 
sip-uas-authentication <username> [<password>] ..... conf-voice-route VoIP 137 
sip-uas-authentication <usrname> <password> <type> conf-voice-route VoIP 101 
sip-uri-escape sipgw VoIP 74 
sip-username <string 1-120> conf-voice-route VoIP 101 
sip-username <username> sipgw VoIP 72 
sip-uus-ie { user-to-user | mime } voip VoIP 87 
smtp auth-name <authentication-name> configure IBC 108 
smtp auth-password <authentication-password> configure IBC 108 
smtp local-email <local-email-address> configure IBC 108 
smtp local-name <local-user-name> configure IBC 108 
smtp server <smtp-server-address> configure IBC 108 
snmp { set-read-community | set-write-community } ..... configure Admin 29 
snmp acl traps configure Basic IP 58 
snmp chassis-—id <text: 1-255> configure Admin 31 
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snmp config ifdescr-—no-space 

snmp config ifdescr-—with-space 

snmp contact <text: 1-255 char> 

snmp discover remote-agent <A.B.C.D> 
snmp engine-id <enginelId> 


snmp engine-id <engineId> remote <A.B.C.D> ..... 


snmp group <group-name> {vl | v2c | v3 | v3auth | v3priv} ... 


snmp informs retry-count <0-255> 

snmp informs timeout <2-60> 

snmp location <text: 1-255 char> 

snmp max-message-size <size: 484-8192> 

snmp mib-ifdescr short 

snmp set-read-community <ro-community> [<encryption>] ..... 
snmp set-write-community <rw-community> [<encryption>] ..... 
snmp source { <interface> | any } 

snmp traps { standard | acl | bgp | ipsec | isakmp ..... 
snmp traps bgp 

snmp traps ipsec 

snmp traps isakmp 

snmp traps nat 

snmp traps shdsl 

snmp traps vrrp 

snmp trap-source { <interface> | any } 

snmp trap-source vrf <vrf-—name> 

snmp user <user-name> <group-name> v3 ..... 

snmp user <user-name> <group-name> v3 ..... 

snmp user <user-name> <group-name> v3 ..... 

snmp user <user-name> <group-name> v3 ..... 

snmp user username groupname v3 auth md5 authpassword 
snmp user username groupname v3 priv des encpassword 
snmp view <view-name> <oid> { included | excluded } 

snmp vrf <vrf-name> 


snmp-sysdescr-—-hw-ident 
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configure 
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configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
h3823gw 
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Admin 
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Admin 
Admin 
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Admin 
Admin 
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Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Advanced IP 
Advanced IP 
Advanced IP 
Basic IP 
WAN 
Basic IP 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
VoIP 


28 
28 
31 
30 
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31 
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31 
31 
31 
32 
28 
28 
28 
28 
32 
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sntp broadcast client [vrf <vrf-name>] 


sntp poll-interval <seconds> 


sntp server <ipv4-address> [<source-if> <unit>] 


sntp server <ipv6-address> [<source-if> <unit>] 


sntp-server 
sntp-server 
sntp-server 
sntp-server 
sntp-server 


sntp-time 


broadcast <intf-name> <intf-index> ..... 


client-reference 
multicast <intfname> <intfindex> 
unicast [src-port <src-port>] 


vrf <vrf-name> 


soft-reconfiguration inbound 


softswitch-profile { default | broadworks } 


software-update <sequence-id> 


source { address <ip> | interface <type> <unit> } 


source-address <IP address or hostname> 


source-file 


<filename-path> 


source-interface <type> <unit> 


source-interface <type> <unit> 


source-profile <vitual-profile-name> 
speed { auto | 10 | 100 } 

speed { best | 1 | 2] 5.5 | 11 ..... 
split-dns <domain-name> 


srce-zone <zone-name> 


ssid 
ssid 
ssid 
ssid 
ssid 
ssid 
ssid 
ssid 
ssid 


ssid 


<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 
<ssid-name> 


<ssid-name> 
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configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
voice-port 


config-router-xxx 


sipgw 
auto-update 
ppa-pm-cfg 
rtp-clock 
config-vprofile 
auto-update 
cwmp 
config-vprofile 
config-if 
config-ssid 
crypto_group 
fw-zone-pair 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
config-if 
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Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
VoIP 
Advanced IP 
VoIP 
Admin 
Admin 
VoIP 
Bridging 
Admin 
Admin 
Bridging 
Bridging 
Bridging 
Advanced IP 
Advanced IP 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 
Bridging 


71 
71 
71 
71 
72 
72 
72 
72 
72 
41 
82 
73 
103 
76 
168 
56 
103 
113 
56 
10 
49 
36 
118 
46 
46 
46 
47 
47 
47 
48 
48 
48 
60 
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start [auto] 
start—h245-discarded 
startup-file <file name> 
static-tei <0..63> 


static-tei <0..63> 





statistics-distribution-interval <time-steps-—in-ms:1-100> 
stealth on-deny 

stealth on-drop 

stealth on-tcp-error 

stml 

stop [auto] 

stop-bit { 1 | 2 } 

stop-bit { 1 | 2 } 

structured { pf | no-pf } [length <1-47>] { pointer ..... 
stub [no-summary] 

sub-interface <name> 

subject C <name> 

subject CN <name> 

subject email-address <name> 

subject L <name> 

subject O <name> 

subject OU <name> 

subject ST <name> 

subject-name { co | nc | eq | ne } <string> 
subscribe packet-size 

subscribe window-size 

subscription-duration <seconds> 
subscription-failed <seconds> 
suppress-calling-number <1-35> 

suppress-prefix <prefix 0-35> [calling | called] 
suppress-tx-inband 

suspend-logged-dualphones *116*0 

switchport vlan mapping { <C-vlan-id> ..... 
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voip-call 
h3823gw 
conf-voice-route 
isdn 

isdn 
conf-rtr 
fw-params 
fw-params 
fw-params 
config-if 
voip-call 
async 
com-port-server 
voiceoa 
config-area 
out-call 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-conf 
cert-map 
x25-layer-3 
x25-layer-3 
sipgw 
sipgw 

pots 
conf-voice-route 
voip 

index 
config-if 
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VoIP 

VoIP 

VoIP 

VoIP 

WAN 

Admin 
Advanced IP 
Advanced IP 
Advanced IP 
WAN 

VoIP 

WAN 

WAN 
VoATM 
Advanced IP 
WAN 

Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 
Admin 

WAN 

WAN 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

IBC 

Bridging 


126 
69 
103 
55 
101 
82 
124 
124 
124 
43 
126 
167 
179 
17 
88 
120 
92 
92 
93 
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92 
92 
96 
171 
171 
46 
46 
64 
101 
90 
89 
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sync encoding { nrz | nrzi } ph_layer WAN 78 
synchro { check | default | no } gshds! WAN 14 
synchro { check | no } shdsl-link WAN 18 
sync-interface <ip interface name> <unit> rtp-clock VoIP 169 
sync-pair { auto | normal | crossed } gshds! WAN 14 
syslog server { <hostname> [ipv4|ipv6] | <A.B.C.D> ..... configure Admin 73 
syslog server { <hostname> | <A.B.C.D> } <0-23> ..... configure Admin 73 
syslog server hostn1 20 atm 0.1 configure Admin 73 
syslog server hostn2 21 atm 0.2 configure Admin 73 
syslog-server disable configure Bridging 57 
syslog-server enable configure Bridging 57 
syslog-server vrf <vrf-name> configure Bridging 57 
system clean-crashlogs [-force] exec Admin 21 
system enable-secure-crashlogs configure Admin 21 
t1 config-if WAN 33 
T1 <1..640> x25 lapb WAN 153 
T2 <1..160> x25 lapb WAN 153 
t200-timer <0. .63) (default = conf-pll WAN 171 
t200-timer <0-63: default 1 second> isdn VoIP 56 
t200-timer <0-63: default 1 second> isdn VoIP 58 
t202-timer <0-63: default 2 seconds> isdn VoIP 56 
t203-timer <0. .63) (default = conf-pll WAN 171 
t203-timer <0-63: default 10 seconds> isdn VoIP 56 
t203-timer <0-63: default 10 seconds> isdn VoIP 58 
t301-timer <10-2000: default 180 seconds> isdn VoIP 52 
t302-timer <1-200: default 15 seconds> isdn VoIP 52 
t303-timer <1-200: default 4 seconds> isdn VoIP 52 
t304-timer <5-50: default 30 seconds> isdn VoIP 52 
t305-timer <1-200: default 30 seconds> isdn VoIP 52 
t306-timer <1-400: default 30 seconds> isdn VoIP 53 
t308-timer <1-200: default 4 seconds> isdn VoIP 53 
t309-timer <4-180: default 90 seconds> isdn VoIP 53 
t310-timer <1-400: default 30 seconds> isdn VoIP 53 
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t313-timer <1-200: default 4 seconds> 
t38-ecm { enable | disable } 

t38-rate { 4800 | 7200 | 9600 | 14400 } 
t38-redundancy <0-4> 

t38-redundancy <0-4> 


tacacs-server { <ipv4-address> | < ipvé6é-address> ..... 


tacacs-server 1.2.3.4 477 iopme 
tacacs-server 1.2.3.5 iopmeu 

tag <string> 

tag ppp-max-payload 

tag ppp-max-payload 

target <TargetDir> [clean-up [all-sub-dir]] 
target address <inet-address> [port <port-number>] 
targetmargin { normal | forced } 
tar-resource-update <sequence-id> 
tclayermode { single | all } 

tcp connection-timeout <1. .4294967295> 

tcp fin-rst-timeout <1. .4294967295> 

tcp watch-timeout <1. .4294967295> 
tcp-keepalive 

tcp-keepalive 

tcp-port <6000..10000> 

tei-negotiation { dynamic static } 
tei-negotiation dynamic 

tei-negotiation static 

tei-remove dl-connection-release 


tei-remove dl-connection-release 


telnet { <ipv4-address> | <ipvé6é-address> | <name> [ipv4 |ipv6] } 


telnet { <ipv4-address> | <ipvé-address> | <name> [ipv4 |ipv6] } 


telnet 20.13.0.3 
telnet timeout <seconds> 


temp-clir *66* ! activation one call 


terminate-from hostname <LAC-hostname> 
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isdn 

voip 

voip 

voip 

voip 
configure 
configure 
configure 
conf-rtr 
pppoe 
pppoeoa 
tar-res-update 
ppa-pm-cfg 
dsl-group 
auto-update 
dsl-group 
fw-params 
fw-params 
fw-params 
h3823gw 
h3823gw 
com-port-server 
isdn 

isdn 

isdn 

isdn 

isdn 

exec 

exec 

exec 
configure 
index 
config-l2tp-group 
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Admin 
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Advanced IP 
Advanced IP 
VoIP 
VoIP 
WAN 
VoIP 
WAN 
WAN 
VoIP 
WAN 
Admin 
Admin 
Admin 
Admin 
IBC 
Basic IP 


53 
81 
82 
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154 
66 
66 
66 
79 
95 
54 
104 
76 
23 
104 
25 
123 
123 
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178 


101 
101 


101 
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test <called number> <calling number> ..... 


test-call called <called> [calling <calling>] [pots <pots-number>] ..... 


tftp-relay server { <IP-address> | <hostname> } 
tftp-server [<root-dir>] [address <interface><unit>] 
tftp-server vrf <vrf-name> 

threshold <time-in-ms:0-2147483647> 

time 

time <hh>:<mn>[:<sec>] 

timeout <0-1000000> 

timeout <milliseconds> 

timeout <seconds> 

timeout <time-in-ms:0-604800000> 

timeout <time-in-ms> 

timeout <timeout> 

timeout—before-dialing <1-60 sec> 

timer advertise <1-3600> 

timer learn 

timer-cu <milliseconds> 

timer-max-detection <1..120> 

timers <keepalive> <hold-time> 

timers basic <update-timer> <invalid-timer> ..... 
timers bgp <keepalive> <hold-time> 

timestamp <10-20-40> 

timing ... 

timing ... 


tone { Australia | Austria | Belgium | CzechRepublic 


tone { Australia | Austria | Belgium | Denmark | France ..... 


tone userdefined 

tone userdefined 
tone-level <-40 to 0> 
tone-level <-40 to 0> 

tos <decimal-value:0-255> 


tos <decimal-value> 
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Prompt 
voice-route 
exec 
configure 
configure 
configure 
conf-rtr 
exec 

exec 
voip-call 
ppa-pm-cfg 
cfg-backup 
conf-rtr 
ppa-pm-cfg 
fw-params 
voice-port 
config-if-vrrp 
config-if-vrrp 
voiceoa 
voip 
config-router-xxx 
router-rip 
config-router 
rtp-clock 
user-tone 
user-tone 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
conf-rtr 
ppa-pm-cfg 
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VoIP 

VoIP 

Admin 
Admin 
Admin 
Admin 
Admin 
Admin 

VoIP 

Admin 
Admin 
Admin 
Admin 
Advanced IP 
VoIP 

Basic IP 
Basic IP 
VoATM 
VoIP 
Advanced IP 
Advanced IP 
Advanced IP 
VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

VoIP 

Admin 
Admin 
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126 
43 
43 
43 
80 
70 
70 
126 
77 
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77 
123 
40 
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17 
82 
74 
55 
74 
169 
40 
151 
39 
151 
40 
151 
39 
151 
79 
77 
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trace filter add sys hdsl all 

trace filter add sys hdsl all 

trace filter add sys sdsl all 

trace filter add sys vdsl { all | ini | cnf | core | eoc} ..... 


trace filter add vox scp scp <detail: 1-4> { mem | log | syslog } 


trace filter add vox sip autom 2 show ! SIP protocol 
trace filter add vox up ifp 2 show !7T.38 
trace filter add vox voiproute 2 show ! voice routing 


trace filter add wan dial pstn 1 show 

trace logging max-filesize <200..20000 bytes> 

traceroute <target> [<source-address>] [<options>] [vwrf <vrf-name>] 
traceroute 220.13.1.3 20.13.0.10 

traceroute ethernet <macaddress> level <lvl> vlan <vid> 

traceroute ethernet 00:C0:89:08:23:B4 level 4 vlan 1 

traceroute6 <destination-ipv6> [size <bytes>] [timeout <seconds>] . 
track <obj-id> rtr <session-id> reachability 

tracking-interface ..... 

tracking-list <dialer watch-list name> [ <up-delay> [<down-delay>]] 
transfer-source 

translate <number-to-translate> ..... 

transmit-delay <time-in-s> 


transmit-op <value> 





trigger daily-restart-timer <StartHour> <EndHour> [<days>] 

trigger gateway-—association 

trigger monitored-interface <type> <unit> ..... 

trigger monitored-interface <type> <unit> [delayed-start <seconds>] 
trigger-interface { bri <slot>/<port>.<id> ..... 

tr-tr-connection { disabled | enabled <hours> } 

trunk <1..10> 

trunking-mode 

trunking-mode p-preferred-id <id: 1-120 char> 

trunk-name <name> 


trunk-type { sip | h323 | isdn | fxo | iax } 
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Prompt 
exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 
configure 
exec 

exec 

exec 

exec 

exec 
configure 
config-if-vrrp 
config-if-vrrp 
cwmp 


conf-voice-route 


config-if 


config-if-qosclass 


auto-update 
cwmp 
auto-update 
cwmp 
router-rip 
trunk 
external-trunk 
sipgw 

voip 

trunk 

trunk 
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WAN 
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VoIP 
VoIP 
VoIP 
WAN 
Admin 
Admin 
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Admin 
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Advanced IP 
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Admin 
Admin 
Admin 
Advanced IP 
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15 
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trunk-type iax trunk IBC 85 
trustpoint <name> crypto_profile Advanced IP 40 
ts <first-ts-1>[-<last-ts-1>] config-if-e1 WAN 33 
ts <first-ts-2>[-<last-ts-2>] config-if-e1 WAN 33 
ts <ts min> [<ts max>] vtoaccs VoATM 22 
ts <tsl>[-<ts2>] ph-layer-e1t1 WAN 79 
ts 1-15 config-if-e1 WAN 33 
ts 17 config-if-e1 WAN 33 
ts 19-23 config-if-e1 WAN 33 
ttl <1-255> rtp-clock VoIP 169 
tunnel checksum config-if Basic IP 35 
tunnel destination { <A.B.C.D> | <Hostname> | passive } contig-if Basic IP 34 
tunnel dscp <0. .63> config-if Basic IP 36 
tunnel key <0-4294967295> contig-if Basic IP 35 
tunnel mode { ipip | gre | mobileip } config-if Basic IP 35 
tunnel path-mtu-discovery config-if Basic IP 35 
tunnel path-mtu-discovery { age-timer <minutes 10-30> ..... config-if Basic IP 36 
tunnel path-mtu-discovery min-mtu <bytes 92-65535> config-if Basic IP 36 
tunnel precedence <0..7> config-if Basic IP 36 
tunnel sequence-datagrams contig-if Basic IP 35 
tunnel source { <A.B.C.D> | <type> <unit> } config-if Basic IP 34 
tx-ring max-buffers <nb-buffer> pvc Basic IP 86 
tx-ring max-latency <milliseconds> pvc Basic IP 86 
type { aall | aal2 } voiceoa VoATM 17 
type { jitter-icmp-timestamp | jitter-udp-ping-timestamp ..... ppa-pm-cfg Admin 76 
type echo protocol ipIcmpEcho <target-address> [<source-address>] conf-rtr Admin 79 
type echo protocol ipIcmpEcho 193.168.0.10 conf-rtr Admin 79 
type pathEcho protocol ipIcmpEcho <target-address> ..... conf-rtr Admin 79 
type pathJitter dest-ipaddress <target-address> ..... conf-rtr Admin 79 
udp timeout <1. .4294967295> fw-params Advanced IP 123 
udp watch-timeout <1. .4294967295> fw-params Advanced IP = 123 
udp-cr stun-client authentication <username> <password> cwmp Admin 118 
udp-cr stun-client default keepalive cwmp Admin 118 
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udp-cr stun-client default min-notification-interval 
udp-cr stun-client enable false 

udp-cr stun-client enable true 

udp-cr stun-client keepalive <min-seconds> <max-seconds> 
udp-cr stun-client min-notification-interval <seconds> 
udp-cr stun-client server-address <IP-address> [<port>] 
udp-port <port 1-65535> 

ug <00..99> 

unavailability-—q850cause <0-127> 

uninstall-phone **O* 

unregister 

untar <source> <dest-directory> [clean-up [all-sub-dir] ] 
untar web.tar /webroot clean-up all-sub-dir 

unused-bits c {0 |1}4a{0]|1} 

update arp 
update-—ivr-messages **k39% ! update IVR messages 
update-source <interface-type/unit> 

uri-contact { hostname | ip-address | default } 

uri-contact {ip-address | hostname} [contact-string <string>] 
uri-from { ip-address | hostname } 

url http://<path>/<config-file> [serial-number <suffix>] 

url http://<path>/<software-version> [current-sw-version <suffix>] 


url http://<path>/<tar-file> [current-sw-version <suffix>] 


user add <username> <password> { user | manager | administrator ..... 


user add <webuser> <webpassword> <weblevel> 


user add userl passwordl manager 


user change-access <username> { user | manager | administrator ..... 


user change-access user2 manager 

user change-password <username> <new-password> 

user change-password user2 password2 

user delete <username> 

user delete userl 

user drop { user | manager | administrator | <level:0..15> } 
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Prompt 
cwmp 
cwmp 
cwmp 
cwmp 
cwmp 
cwmp 
rtp-clock 
x25 packet 
isdn 

index 
h3823gw 
exec 

exec 
cas-r2-profile 
dhcp-config 
index 
config-router-xxx 
voip 

sipgw 
sipgw 
cfg-update 
sw-update 
tar-res-update 
exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 

exec 
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user drop manager exec Admin 60 
user password <new-password> exec Admin 59 
user password password2 exec Admin 59 
user-agent {include [hostname | manufacturer] | exclude} sipgw VoIP 74 
user-class-id <ascii-string> dhcp-config Basic IP 116 
user-coder <UUI-range> <coder> <packet-time> <seq-number-interval> ..... exec VoATM 20 
user-login *111* index IBC 89 
user—logout *110 index IBC 89 
user-metering voice-port VoIP 51 
username “” config-virt-ppp WAN 124 
username “” config-virt-ppp WAN 128 
username <name> password <password> [0|1] configure Basic IP 42 
username <ppp-username> config-virt-ppp WAN 95 
username <username> config-virt-ppp WAN 88 
username <username> config-virt-ppp WAN 124 
username <username> config-virt-ppp WAN 128 
username <username> pppoa WAN 51 
username <user-name> password <user-password> crypto_ezvpn Advanced IP 32 
username <user-name> password <user-password> [0|1] configure Advanced IP 34 
user-rcev-login *121* index IBC 89 
user-—rcv-logout *120* index IBC 89 
user-ring <freq> <ton-1> <toff-1> <ton-2> <toff-2> voice-port VoIP 43 
user-ring <freq> <ton-1> <toff-1> <ton-2> <toff-2> voice-port VoIP 150 
user-ring <parameter list> voice-port VoATM 14 
user-tone ... voice-port VoIP 40 
user-tone ... voice-port VoIP 151 
uusl-mode { implicit | explicit } isdn VoIP 54 
validate-update-source router-rip Advanced IP 61 
ve-group <group name> configure WAN 145 
vendorname { IFTN | GSPN } dsl-group WAN 26 
vendorspecoctets <octet1l> <octet2> dsl-group WAN 26 
verify ph_layer WAN 77 
verify soft-file [<path>/]<filename> exec Admin 23 
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verify soft-file OneOs.new 

verify soft-file ramdisk://OneOs.new 
version <1-2> 

virtual <address> <tcp udp> [<port>] 
virtual <address> <tcp udp> <port> 
virtual 192.168.2.191 tcp 

virtual interface-status 

virtual-link <A.B.C.D> 

virtual-profile <vitual-profile-name> 
virtual-template <id> 

virtual-template <template-id> 
virtual-template ppp <1-32> 
virtual-template ppp <1-32> 
virtual-template ppp <id> 
virtual-template ppp <profile-number> 
virtual-template pve <1..255> 
virtual-template x25-layer3 <id:1..32> 
virtual-template x3-pad <user-profile-id> 
vmoa-connection 1 

vmoa-connection-id <cid-value> 
vmoa-connection-id <cid-value> 
vmoa-—connection-id <cid-value> 
vmoa-connection-id 1 

vmoaport <bles-port-—number> 

vmoaport <bles-port-number> 

vmoaport <bles-port-—number> 

vmoaport 1 

voatm-transport-profile <profile-index> 
voatm-transport-—profile <profile-index> 
voatm-transport-profile <profile-index> 
voatm-transport-profile <profile-index> 
voatm-transport-profile 3 


voice-coder-negotiation { direct | reinvite } 
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Prompt 
exec 

exec 
router-rip 
slb-vserver 
slb-vserver 
slb-vserver 
conf-if 
config-area 
config-apc 
pppoe 
config-Ins 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
vmoabri 
vmoafxs 
vmoapri 
vmoapri 
vmoabri 
vmoafxs 
vmoapri 
vmoapri 
vmoabri 
vmoafxs 
vmoapri 
vtoaccs 
configure 
voip 
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Admin 23 
Admin 24 
Advanced IP 56 
Basic IP 147 
Basic IP 147 
Basic IP 147 
WAN 71 
Advanced IP 88 
Bridging 56 
WAN 95 
Basic IP 4 
WAN 124 
WAN 128 
WAN 95 
WAN 87 
WAN 45 
WAN 171 
WAN 166 
VoATM 18 
VoATM 20 
VoATM 23 
VoATM 21 
VoATM 21 
VoATM 20 
VoATM 23 
VoATM 21 
VoATM 21 
VoATM 20 
VoATM 23 
VoATM 21 
VoATM 22 
VoATM 19 
VoIP 88 


CLI 
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voice-coder-negotiation { direct | request—mode | tcsnull } 


voice-glob 
voice-glob 
voice-glob 
voice-glob 
voice-glob 


voice-glob 


al 
al 
al 
al 
al 
al 


voice-group <0..30> [priority <0..30>] 


voice-group <id:0-30> [priority <0-30>] 


voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 
voicemail 


voicemail 


external 
external 
internal 
internal 
internal 
internal 
internal 
internal 
internal 
internal 
internal 
internal 
internal 


internal 


888 ! entering voice mail 
<external-number> [voice-mail-id ..... 


<external-number> [voicemail-id <number>] 


[responder-only | responder-recorder] 
email-notify 

email-notify 

email-notify [delete | no-attach] 
email-notify [delete | no-attach] 
guaranteed-duration <10-3600 sec> 
guaranteed-duration <10-3600 seconds> 
Max-message <0-99> 

Max-messages <0-99> 

message-—duration <3-300 sec> 


message-—duration <3-300 seconds> 


with { standard-announcement ..... 


voicemail-dns-add <ip-or-hostname> [:<port>] ..... 


voice-port 
voice-port 
voice-port 
voice-port 
voice-port 
voice-—port 


voice-—port 


5/<x> 
5/<x> 
5/0 
5/0 
5/0 
5/0 
5/1 
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Prompt 
voip 
configur 
configur 
configure 
configure 
configure 
configure 
pots 

voip 
index 
profile 
index 
profile 
ibc-number 
index 
index 
ibc-number 
profile 
profile 
index 
profile 
index 
profile 
index 
ibc-number 
sipgw 
configure 
configure 
configure 
configure 
configure 
configure 
configure 
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voice-routing 

voice-routing 

voice-routing 

voice-routing 

voice-routing 

voip-call <identifier> 
voip-coder-profile < 0-7> 
voip-coder-profile <0-9> 
voip-coder-profile 1 

voip-coder-profile 1 

voip-group <id:0-30> [priority <0-30>] 
vrf <name> 

vrf <vrf-name> 

vrf <vrf-name> 

vrf <vrf-name> 

vrf <vrf-name> 

vrf <vrf-name> 

vrf <vrf-name> [session transfer] 

vrrp <vrid> 

vtoa-connection 1 

vtoa-connection-id <cid-value> 
vtoa-connection-id <cid-value> 
vtoa-connection-id 1 

vtoa-connection-id 1 

wait-for-input <3-30 seconds> [then ..... 
wctargetmargin { disabled | -10db..+10db } 
web-compatibility—-index <0-255> 
web-password { not-encrypted | already-encrypted } ..... 
weight <weight> 

who 

wildcard <A-Z a-z> <List of digits 0-9,#,*> 
win <1..7> 


win <1..7> 
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Prompt 
configure 
configure 
configure 
configure 
configure 
configure 
voip 

voip 
configure 
configure 
voip 

firewall 
auto-update 
conf-rtr 
crypto_profile 
dhcp-config 
ppa-pm-cfg 
cwmp 
config-if 
configure 
vtoaccs 
vtoaccs 
vtoaccs 
vtoaccs 
receptionist/x 
dsl-group 
config-management 
ibc-number 
config-router-xxx 
exec 
conf-voice-route 
x25 packet 
x25-layer-3 
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VoIP 
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VoIP 
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Admin 
Basic IP 
VoATM 
VoATM 
VoATM 
VoATM 
VoATM 
IBC 
WAN 
Admin 
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Admin 
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79 
152 
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74 
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171 


CLI 
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wins <winsserverl> [<winsserver2>] 


without-—loss-signal 


wout <1..7> 
wout <1..7> 
wps disable 
wps enable 


wps method pbc 


wps method pin 

x121 <x121-address> 
x121 <x121-address> 
x121 <x121-pattern> 
x121 <x121-pattern> 


x121 8000* 


x25 restart interface serial { 0 | 2 }/<0-2>[.<1-255>] 


x25 restart interface x25-dchannel <slot/port.sub-interface> 


x25 traffic-generator [called-address <x121-address>] 


x25 traffic-generator password <user-data-as-—password> 


x25-address <x121-address> 


x25-dchannel 
x25-incoming 
x25-incoming 
x25-incoming 
x25-incoming 


x25-incoming 


<slot/port.sub-interface> 


convert calling-address 


<match-mask> [<string>] 


convert calling-address <match-mask> ..... 


convert cug <0..99> to <0..99> 


insert cug <0..99> 


insert cug <cug-value> 


x25-layer-3 profile <id> 


x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 
x25-outgoing 


convert called-address <match-mask> ..... 


convert called-address <match-mask> [<string>] 


convert cug <0..99> to <0.99> 


insert cug <0..99> 


suppress 
suppress 
suppress 


suppress 


called-address 
called-address 
calling-address 


calling-address 
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Prompt 
crypto_group 
voice-port 
x25 packet 
x25-layer-3 
conf-ssid 
conf-ssid 
conf-ssid 
conf-ssid 
pad 
route-xot 
route-x25 
route-x25 
route-xot 
exec 

exec 
configure 
configure 
x25-layer-3 
route-x25 
x25 packet 
x25-layer-3 
x25-layer-3 
x25-layer-3 
x25 packet 
conf-if 
x25-layer-3 
x25 packet 
x25-layer-3 
x25-layer-3 
x25 packet 
x25-layer-3 
x25 packet 
x25-layer-3 
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x3-profile <profile-id> pad WAN 168 
xconnect <if-name> <if-number> peer-ip <peer-ip> ..... contig-if Bridging 84 
xconnect <if-name> <if-number> peer-ip <peer-ip> ..... config-if Bridging 84 
xconnect any peer-ip <peer-ip> ..... config-if Bridging 84 
xconnect local-ip <local-ip> peer-ip <peer-ip> ..... config-if Bridging 84 
xconnect-qos-map <gos-—map-id> configure Bridging 84 
xot route-x25 WAN 158 
xping <session-name> exec Admin 39 
zone <zone-name> firewall Advanced IP 115 
zone-pair <zone-pair-name> firewall Advanced IP 117 
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